A high density reinforced concrete box with end knockouts. Specifically designed for telephone junction work in conformance with Pacific Bell requirements. Supplied with inserts to support brackets. Approximate dimensions shown.

<table>
<thead>
<tr>
<th>Christy Ordering Code</th>
<th>Item</th>
<th>Approx. Shipping Weight</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>P36BOX</td>
<td>Box</td>
<td>175</td>
<td>P36 Telephone Box (17-1/4&quot; x 30&quot;) Meets Pacific Bell K-2862 Specifications - 8 per pallet</td>
</tr>
<tr>
<td>FL36D</td>
<td>Lid</td>
<td>85</td>
<td>Reinforced concrete</td>
</tr>
<tr>
<td>FL36D</td>
<td>Lid</td>
<td>32</td>
<td>Fibrelite lid, non-concrete</td>
</tr>
<tr>
<td>B36-61D</td>
<td>Cover</td>
<td>59</td>
<td>Steel checker plate</td>
</tr>
<tr>
<td>B36-61DAG</td>
<td>Cover</td>
<td>59</td>
<td>Pacific Bell all grip steel cover</td>
</tr>
<tr>
<td>N36-61J</td>
<td>Cover</td>
<td>60</td>
<td>Steel checker plate, bolt down (order bolts separate)</td>
</tr>
<tr>
<td>B36X12</td>
<td>Extension</td>
<td>175</td>
<td>12&quot; reinforced concrete - 8 per pallet</td>
</tr>
<tr>
<td>B36BA</td>
<td>Base</td>
<td>128</td>
<td>6&quot; high, reinforced concrete</td>
</tr>
</tbody>
</table>

Galvanizing available on all steel covers.

www.christy.com