CLEAR TEXTURED ACRYLIC ACORN GLOBE TOP, 15" WIDE, 23" HIGH.

W STYLE CAST GLOBE HOLDER, BLACK, SECURED TO SHAFT 3" TENON WITH 4 SS SET SCREWS

15' LENGTH
CAPITOL STYLE CAST IRON POLE
WITH FLUTED SHAFT, BLACK

FINISH TOP OF CONCRETE PIER SMOOTH AND LEVEL

12" MIN. PULLBOX TO FACE OF CONCRETE

MAIN CONDUIT
2" PVC

1" PVC, 2-#12+12GR.

REINFORCING STEEL: SIX #4 VERTICAL BARS #3 WRAP AROUND @ 9" O.C. AND TWO ADDITIONAL AT TOP @ 2" O.C. KEEP REBAR 3" AWAY FROM EDGE OF CONCRETE

BOND ANCHOR BOLTS TO REBAR WITH #6 BARE SOLID COPPER. MAKE CONNECTIONS WITH EXOTHERMIC WELDS OR APPROVED CONNECTORS.

FOUR 3/4" x 24" LONG ANCHOR BOLTS WITH 3" ELL.

NOTES:
1. MAXIMUM 15% SLOPE IN UNDISTURBED SOIL OR FILL WITH 90% COMPACTION. NOTIFY STRUCTURAL ENGINEER OF RECORD IF CONDITIONS ARE NOT MET.

2. CHRISTY N16 PULLBOX W/ LOCKING CONCRETE COVER MARKED "STREET LIGHTING." SET ON 4" OF GRAVEL. PROVIDE IN-LINE FUSE HOLDER, SINGLE OR DOUBLE AS REQUIRE IN PULLBOX, NOT IN POLE. USE #6, THWN, STRANDED COPPER WIRE FOR MAIN RUNS AND #12 TO POLE. MAKE SPLICES IN CHRISTY BOXES WITH CALTRANS STYLE C-CRIMP, TAPPED, AND PAINTED. CONNECT EQUIPMENT GROUNDING CONDUCTOR TO POLE GROUNDING STUD WITH CRIMP BARREL RING TERMINAL.

STANFORD UNIVERSITY FACILITY OPERATIONS

Drawing Title: CEREMONIAL ACORN LIGHT (FORMERLY SU II) "CAPITOL" SERIES BASE

Scale: NTS  Check: DREW B.  Rev. By:  Rev. Date: 02/16/18