NIEMA 3R POWER OUTLET PANEL FOUR-20A, 120V SPECIFICATION GRADE, IVORY
DUPLEX RECEPTACLES AND FOUR 20A/1P GFI CIRCUIT BREAKERS
POST AND PANEL POWDER COATED; CARDINAL INDUSTRIAL FINISHES: T002-BK08,
BLACK #27038, 20% GLOSS
STANFORD STANDARD DETAIL, DO NOT SUBSTITUTE

4"x4"x11GA STEEL TUBING

CONCRETE TO GRADE

2" MULCH IN LANDSCAPING

FENCE POST CONCRETE

3" CRUSHED ROCK

18" DIA.

POWER: 120/240V OR 120/208V
3-#6 +#6GR FROM DOUBLE POLE 50 A BREAKER

1-1/2 IN, ONE PVC, SCH 40 CONDUIT

4"x4"x11GA STEEL TUBING

CONCRETE TO GRADE

2" MULCH IN LANDSCAPING

FENCE POST CONCRETE

3" CRUSHED ROCK

18" DIA.

POWER: 120/240V OR 120/208V
3-#6 +#6GR FROM DOUBLE POLE 50 A BREAKER

1-1/2 IN, ONE PVC, SCH 40 CONDUIT

STANFORD UNIVERSITY FACILITY OPERATIONS

Drawing Title: CART CHARGING PEDESTAL

Scale: NTS  Check: RICH BITTING  Rev. By: O.G.  Rev. Date: 11/09/16

ES-30