QUICK COUPLING VALVE INSTALLATION

NOTE:
1. SET TOP OF BOX EVEN WITH FINISH GRADE IN TURF AREAS.
2. REFER TO WRITTEN SPECIFICATION DOCUMENTATION. INSTALL ONE QC EVERY 100 FEET.

10" RAINBIRD ROUND PLASTIC VALVE BOX AND Lid — GREEN—LAWNS, BLACK—PLANTING AREAS, MULCHED AREAS

STAINLESS STEEL CLAMPS

1" x 3/16" x 30" ANGLE IRON OR REBAR

PVC SCHEDULE 80 3" NIPPLE

DRAIN ROCK 12" MIN. DEPTH

PVC SCHEDULE 80 12" NIPPLE

1" x 3/16" x 30" ANGLE IRON OR REBAR

NOTE:
1. SET TOP OF BOX EVEN WITH FINISH GRADE IN TURF AREAS.
2. REFER TO WRITTEN SPECIFICATION DOCUMENTATION. INSTALL ONE QC EVERY 100 FEET.

STANFORD UNIVERSITY FACILITY OPERATIONS

Drawing Title: QUICK COUPLING VALVE INSTALLATION

Scale: NTS Check: GROUNDS Rev. By: JEM Rev. Date: 11/30/15