1" BLACK VINYL CHAIN LINK FABRIC, PVC-COATED GALVANIZED STEEL, 8-GAUGE FINISH OR KELLY MOORE DTM 5725 569 WROUGHT IRON BLACK AVAILABLE THROUGH ANCHOR FENCE COMPANY, 212 SHAW RD. S. SAN FRANCISCO, CA, 94080 (800) 969-3559 FAX (510) 786-4167

2"X2" RAIL LEAVE 2" CLEAR AT BOTTOM

9" WIDE, 6" HIGH CURB INSIDE ENCLOSURE – SEE PLAN VIEW

2"X2"X.120" WALL TOP AND BOTTOM RAIL WELDED TO 4"X4" POSTS

4"X4"X.120" WALL MIN. END, LINE, & CORNER POSTS

TENSION ROD DETAIL

SIDE SECTION ELEVATION

FINISHED GRADE

FOOTING SPEC'S TO BE DETERMINED BY ENGINEER BASED ON SOILS AND SIZE OF ENCLOSURE

BASE ROCK

CONCRETE PAD

9'-0" MAXIMUM POST SPACING

10'

HEAVY DUTY BUTT HINGE

PULL LOOPS

12 GAUGE PERFORATED STEEL 3/8" DIAMETER HOLES 9/16" ON CENTER

GALVE SLEEVE

CANE BOLT

STANFORD UNIVERSITY FACILITY OPERATIONS

Drawing Title: DUMPSTER ENCLOSURE

Scale: NTS  Check: D. CANINO  Rev. By: O.G.  Rev. Date: 03/27/12