GENERAL NOTES:
1. PROVIDE A MINIMUM 8" X 8" HAND ACCESS DOOR IN THE DUCT AND 24" X 24" SHOULDER ACCESS THROUGH CEILINGS BELOW THE DUCT. ACCESS SHALL BE ABOVE OPEN FLOOR SPACE. 
2. MCP CONTROLLER SHALL BE INSTALLED BELOW CEILING WHENEVER POSSIBLE. 
3. RUSKIN MFG OR GREENHECK.
4. ACTUATOR BY BELIMO ONLY.
5. PROVIDE ACCESS TO REPLACE ACTUATOR.
6. MUST BE LISTED BY UL, FM OR CSFM. INSTALLATION PERMIT REQUIRED FROM COUNTY FIRE MARSHAL AFTER REVIEW BY STANFORD FIRE MARSHAL.
7. INSTALLATION SHALL BE IN ACCORDANCE WITH LISTING AND MANUFACTURE'S INSTRUCTIONS.

FOR BUILDINGS WITH SMOKE CONTROL SYSTEM:
1. PROVIDE DAMPER POSITION INDICATOR PANEL - RUSKIN MODEL MCP-2/24 (KEY TYPE).
2. MUST HAVE FACTORY INSTALLED - RUSKIN MODEL TS-150 FIRESTAT.
3. INSTALL UPSTREAM POWER DISCONNECT FOR SERVICING OF CONTROL PANEL AND FIRE SMOKE DAMPER.

FOR BUILDINGS WITH NO SMOKE CONTROL SYSTEM:
1. PROVIDE DAMPER POSITION INDICATOR CONTROL PANEL - RUSKIN MODEL MCP-4/44 (PUSH BUTTON TYPE).
2. MUST HAVE FACTORY INSTALLED RUSKIN MODEL SP-100 SWITCH PACKAGE TO REMOTELY INDICATE DAMPER POSITION.
3. INSTALL UPSTREAM POWER DISCONNECT FOR SERVICING OF CONTROL PANEL AND FIRE SMOKE DAMPER.