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We present a theoretical and experimental study of the role of hydrodynamic interactions on the motion and
dispersion of metal rodlike particles in the presence of an externally applied electric field. In these systems, the
electric field polarizes the particles and induces an electroosmotic flow relative to the surface of each particle.
The simulations include the effect of the gravitational body force, buoyancy, far-field hydrodynamic interac-
tions, and near-field lubrication forces. The particles in the simulations and experiments were observed to
experience repeated pairing interactions in which they come together axially with their ends approaching each
other, slide past one another until their centers approach, and then push apart. These interactions were con-
firmed in measurements of particle orientations and velocities, pair distribution functions, and net dispersion of
the suspension. For large electric fields, the pair distribution functions show accumulation and depletion
regions consistent with many pairing events. For particle concentrations of 108 particles /mL and higher,
dispersion within the suspension dramatically increases with increased field strength.
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I. INTRODUCTION

Novel microfluidic applications of nanorods and mi-
crorods are currently under development. Nanorods or mi-
crorods are cylindrical particles with lengths ranging from
tens of nanometers to tens of microns and diameters from a
few nanometers up to a few microns. Metal microrods, fab-
ricated from either a single homogenous material or with
stripes of different metals along their length, can serve as
identification tags in applications such as multiplexed biode-
tection assays �1,2�. Manipulation of individual rodlike metal
particles, or suspensions of these particles enables control of
their transport and orientation for identification or additional
analysis. Electric fields are an appealing option for manipu-
lating rodlike metal particles in solution because they are
easily integrated into microfluidic devices.

When an electric field is applied to a rodlike metal par-
ticle in aqueous solution, the particle and the ionic double
layer around it polarize as illustrated in Fig. 1�a�. The metal
particle initially polarizes in the applied field as electrons
quickly redistribute themselves to maintain an equipotential
at the particle surface. This initial stage of polarization re-
sults temporarily in an electric field perpendicular to the sur-
face of the particle �Fig. 1�b��. The field drives ions from the
solution to the particle surface. Assuming the potential drop
across the particle does not initiate electrochemical reactions,
these ions accumulate within the electric double layer �EDL�
near the particle surface. This charge builds up until the
ionic-current-carrying electric field is expelled from the EDL
�Fig. 1�c�� �3,4�. The external field then acts on mobile EDL
ions, causing them to migrate towards the electrode of oppo-
site charge. Ion drag induces flow of the liquid near the par-
ticle �4�.

The electroosmotic flow at the surface of the particle
moves liquid from the ends of the particle to its center re-

sulting in a toroidal vortex velocity field that extends beyond
the double layer. This induced charge electroosmosis
�ICEO�, described in detail by Bazant and Squires �5�, was
experimentally observed by Gamayunov et al. �6� around
spherical metal particles and by Levitan et al. �7� around the
cross section of a cylindrical wire. They measured velocities
of tracer particles around the polarized objects and demon-
strated a second order dependence on the electric field
strength. These results qualitatively confirmed the ICEO
flows predicted at the surface of conducting and dielectric
spheres by Gamayunov et al. �8� and Murtsovkin �9� and
cylinders by Squires and Bazant �4�.

For asymmetrically charged �and asymmetric shaped� par-
ticles the electroosmotic flow in one direction can dominate,

(a) (b) (c)

FIG. 1. Charging of an ideally polarizable prolate spheroid in a
uniform electric field. �a� The charge in the metal particle �shaded
region� is initially attracted to the electrode with opposite charge.
Ions from the solution are driven to the surface of the particle by the
dipole field and accumulate. These ions continue to move through
the double layer towards the opposite electrode and drag fluid as
they migrate. This motion generates a flow along the surface in the
direction of the arrows. �b� Electric field lines initially intersect the
conducting particle at right angles although no electrochemical re-
actions occur at the surface. �c� Electromigration of ions to the
particle surface charges the double layer until the induced dipole is
completely screened. The particle appears to be a perfect insulator
with field lines parallel to the surface.
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leading to net electrophoretic particle motion. Gamayunov
and Murtsovkin �10�, Murtsovkin and Mantrov �11�, and
Gangwal et al. �12� observed this motion for anisometric
dielectric particles in alternating current �ac� fields and found
that the velocity generally increased with the square of the
field strength amplitude. Bazant and Squires �5� described
this translational motion as induced charge electrophoresis
�ICEP�. For axisymmetric particles such as rodlike particles,
the ICEO flow field is symmetric and leads to no net particle
translation.

The ICEO flow around the particles produces increased
hydrodynamic interactions between them. The overlapping
ICEO liquid flow fields cause the particles to attract or repel
one another depending on their relative positions. Gama-
yunov et al. �8� and Dukhin and Murtsovkin �13� analyzed
the theoretical effects of the ICEO flow fields on the stability
of spherical particles in suspension. Saintillan �14� analyzed
the theoretical motion for a pair of spherical particles due to
ICEO flows coupled with dielectrophoresis. Saintillan et al.
�15,16� used slender body theory to simulate the ICEO
driven hydrodynamic interactions of rodlike particles. They
analyzed the pair distribution functions, diffusivities, settling
velocities, and stability of the suspended particles.

Rose et al. �3,17� demonstrated the use of externally ap-
plied electric fields to manipulate �e.g., align� low concentra-
tions of metal microrod particles in aqueous solutions. They
studied the coupling of Brownian motion and rotational elec-
trokinetic motion for individual particles �in suspensions
with low particle concentrations�. They presented models for
particles with very thick and very thin electric double layers
and validated their models with experiments tracking particle
position and orientation. Their work was limited to particle
concentrations n, on the order of 105 particles /mL or less.
These concentrations are equivalent to an effective volume
fraction �based on particle half-length c� of approximately
nc3=3�10−6. In such regimes, particle-particle interactions
may be ignored, but as the concentration of the suspension
increases these interactions must be taken into account. As
we shall see below, critical volume fractions for significant
particle-particle interaction are as low as nc3=6�10−3.

In this paper, we present a theoretical and experimental
study of particle motions in the regime of
108 to 109 particles /mL �nc3=6�10−3 to 3�10−2�, where
the primary particle-particle interaction is due to the hydro-
dynamic flow field generated around each particle. We first
present theoretical results describing the polarization of a
particle in an electric field and the resulting flow field gen-
erated around it. We also review the theoretical pair distribu-
tion function between two particles with ICEO flow fields at
their surface, as first described by Saintillan et al. �15�. In
Sec. IV, we present the results from particle suspension
simulations which use the method described by Saintillan et
al. �15� but with modifications to include an adaptive time
step for close interactions between particles. We then de-
scribe our experiments to investigate particle-particle inter-
actions for metal microrods under the same conditions. We
compare the experimental and simulation results for particle
velocities, pair distribution functions, and dispersion. We end
with conclusions and recommendations in Sec. V.

II. THEORY

This section describes a single-particle model, particle-
pair model, and multiparticle suspension simulations for in-
duced charge electroosmosis around perfectly polarizable
rodlike metal particles. From the single particle model we
determine the slip velocity generated at the particle surface
due to the motion of ions within the polarized EDL. From
this slip velocity, we calculate the liquid flow field around a
single particle. The multiparticle simulations include the slip
velocity due to ICEO as well as the gravitational body force,
buoyancy, far-field hydrodynamic interactions, near-field lu-
brication forces, and Brownian forces. The simulations cap-
ture many particle interactions and provide measurements of
the average particle velocity field and pair distribution func-
tion around the particles as well as dispersion within the
suspension.

A. Single particle model

We model a cylindrical particle with length L and radius r
as a prolate spheroid with characteristic half-lengths c=L /2
and b=r. As shown in Fig. 2, we define the particle coordi-
nate system x� with components x� and y� aligned with the
two minor axes �with equal lengths b� and z� aligned with
the major axis �length c� of the particle. We define a unit
orientation vector p directed from the center of the particle
along the primary axis of the particle. The vector x describes

FIG. 2. Illustration of a rodlike particle modeled as a prolate
spheroid and the relevant coordinate systems. The coordinate sys-
tem x� is fixed to the particle with the z� coordinate parallel to the
major axis �half-length, c� and the x� and y� coordinates parallel to
the minor axes �half-length, b�. The primary coordinate system x is
fixed to the microfluidic channel with the z axis parallel to the
gravitational vector and the x axis parallel to the image plane �y axis
into the page�. The unit vector p originates at the particle center and
is parallel to the primary axis �z� direction�. The vector describes
the orientation of the particle with respect to the primary coordinate
system. The applied ac field is parallel to gravity.
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the channel coordinate system with the x and y components
aligned perpendicular and the z component aligned parallel
to the direction of gravity, respectively. The electric field
direction is parallel to the gravitational vector as well.

We assume the characteristic thickness of the electric
double layer, defined as

�D = � �mkT

2e2z�
2 n�

�1/2
�1�

for a symmetric electrolyte, is thin such that �D�b. Here �m
is the permittivity of the fluid, k is the Boltzmann constant, T
is temperature, e is electron charge, z� is the valence of the
ions in a binary electrolyte solution, and n� is the number
density of ions in the bulk solution.

A nonuniform potential near the particle surface, referred
to as the induced zeta potential, characterizes the polarized
double layer. To solve for this zeta potential, we use the
approach described by Squires and Bazant �4�. When the
field is initially applied, we assume the particle acts as a
perfect conductor �Fig. 1�b�� with all field lines perpendicu-
lar to the particle surface and surface potential �cond�Sp�.
This initial polarization occurs on the order of the relaxation
time for the redistribution of electrons within the metal. This
time scale, 	c=�p /
p depends on the particle permittivity, �p
and conductivity 
p and is negligibly short for metals such as
silver. Once the particle material itself is polarized, the elec-
tric field drives ions from the solution to the particle surface
where they eventually shield the entire particle surface from
the externally applied field �as if a perfect insulator, see Fig.
1�c��. For thin EDLs, the resulting insulator potential �ins�Sp�
can be defined at the outer edge of the double layer after it
has polarized. Note that the particle with its polarized double
layer acts as a perfectly polarizable insulator �with no per-
pendicular component of field� with respect to the external
�net-current-carrying� field only. The internal field associated
with the EDL is always normal to the metal surface. Section
II C below describes the timescale for double layer polariza-
tion.

The induced zeta potential is defined as �s=�cond�Sp�
−�ins�Sp�, and assuming no native surface charge, simplifies
to

�s = x� · L · E�, �2�

where x� is the distance vector from the particle center, E� is
the externally applied field, and L is the polarization tensor
defined as

L =
pp

�1 − L��
+

I − pp

�1 − L��
�3�

with polarization factors L. The polarization factors, defined
perpendicular and parallel to the primary axis, are

L� =
1

2�1 − �2�
−

�2

4�1 − �2�3/2 ln�1 + �1 − �2�1/2

1 − �1 − �2�1/2� , �4a�

L� = −
�2

�1 − �2�
+

�2

2�1 − �2�3/2 ln�1 + �1 − �2�1/2

1 − �1 − �2�1/2� , �4b�

in terms of the aspect ratio ��b /c �cb� �18,19�.

The velocity at the slip plane near the particle surface is
described by the Helmholtz-Smoluchowski equation

us = −
�m�s

�
Es �5�

with the induced zeta potential from Eq. �2� and the “local”
tangential electric field Es. The tangential field is the gradient
of the potential at the surface of the insulating particle and
can be formulated in terms of the polarization tensor as

Es = − ��ins = �I − nn� · L · E�, �6�

where n is the unit vector normal to the surface. The result-
ing slip velocity at the surface of the particle is

us�x�� = −
�

�
�x� · L · E����I − nn� · L · E�� �7�

which is quadratic with respect to E� as expected for in-
duced charge electroosmosis. If the particle is aligned with
its orientation vector parallel to the field, the magnitude of
the ICEO flow at the surface can be approximated as

uICEO =
�mcE�

2

�
. �8�

The potential drop across the particle half-length, cE�, pro-
vides an estimate of the magnitude of the induced zeta po-
tential in this orientation.

We obtain the velocity field generated by the slip velocity
at the particle surface by solving the Stokes equations

− ��2u + �p = 0 and � · u = 0 �9a�

in the particle-based coordinate system x� with boundary
conditions

u�x�� = uICEP + �ICEP � x� + us�x�� �9b�

at the slip plane �approximated as the particle surface for the
thin EDL limit� and

u�x�� → 0 �9c�

far from the particle �15�. The translational uICEP and rota-
tional �ICEP induced charge electrophoretic velocities are

uICEP = −
�m

3Vp�
	 	

Sp
+

�n · r�Es�insdS �10a�

and

�ICEP = −
�m

Vp�
G ·	 	

Sp
+

�n · r�r � Es�insdS , �10b�

where r is the distance vector from the center of the particle,
G= �2b2�−1pp+ �b2+c2�−1�I−pp�, and Vp=4 /3b2c is the vol-
ume of the particle.

There is no net translation due to induced charge electro-
phoresis for the axisymmetric rodlike particle modeled here;
however, the particle will rotate to align in the field �3,15�.
The analytical solution to Eqs. �9a�–�9c� is difficult to obtain
due to the complex slip velocity around the spheroidal ge-
ometry. To demonstrate the flow field around a single par-
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ticle, we obtained the three-dimensional electric and velocity
fields using a numerical finite element method �FEM� solver
�Comsol, Palo Alto, CA� with the conductive media dc and
Stokes flow toolboxes. Figure 3 shows the resulting velocity
vectors and streamlines for a plane parallel to the primary
axis. The velocity field is symmetric about the major and
minor axes of the particle and is quadrupolar. The velocity
vectors in Fig. 3�b� demonstrate that, for an aligned particle,
liquid is pulled toward regions near the particle ends, and
pushed away at its center.

B. Particle pair interactions

To understand the ICEO induced hydrodynamic interac-
tions in a suspension of rodlike particles, we consider par-
ticle pair interactions as well as the net effects on dispersion.
Particle pair interactions provide important information
about the entire suspension. Of particular interest are the
relative velocities of one particle with respect to another and
the pair distribution function which describes the probability
density function of finding a particle in a given location
around another. Saintillan et al. �15� used slender body
theory to derive expressions for the relative velocity and pair
distribution function. We summarize their approach here.

The relative velocity describes the motion of a particle
center in a reference frame fixed to the axis of another. As-
suming the particles are both approximately aligned with the
field, with their centers located at x1 and x2, the separation
vector between the particle centers is defined as xr=x2−x1.
The relative velocity of rod 2 with respect to rod 1 is simply
ur= ẋ2− ẋ1. By mapping the relative velocity over various
separation vectors, regions of attraction and repulsion can be
determined for the particle pair. As mentioned previously,
analytical solutions for the velocity field are difficult to ob-
tain. Saintillan et al. �15� therefore used slender body theory,
in which the velocity disturbance induced by a low aspect
ratio �b /c�1� particle is approximated by a line distribution
of point force singularities along the particle axis. The slip

velocity is then presented as a circumferential average at a
location s along the length of the particle. The resulting slip
velocity is

ũs�s� 
 −
�m

�
s�p · Ẽ��Ẽ�, �11�

where the field is defined as

Ẽ� = � pp

1 + L�

+
I − pp

2�1 + L��� · E� �12�

in terms of the orientation vector p along the axis of the
slender body. This simplified slip velocity enables the calcu-
lation of relative particle velocities which are a function of
the stresslet from the velocity disturbance. See Ref. �15� for
details. The simplified slip velocity also enables calculation
of the rotational velocity due to the induced charge electroos-
mosis at the particle surface. The simplified rotational veloc-
ity is

�ICEP =
�m

�
p � Ẽ��p · Ẽ�� . �13�

The pair distribution function in a suspension depends on
the relative velocity between rods. High and low values are
proportional to the probability of finding another particle;
thereby denoting regions of most probable particle depletion
and accumulation, respectively. Saintillan et al. �15� used the
method of reflections to calculate the velocity of two par-
ticles perfectly aligned in the field with one particle fixed at
the origin. The relative velocity is

ur =
�mG�

2E�
2

3� ln�2/����1 − 3 cos2 ��
xrc

3

�xr�3
+ O��xr�−5� , �14�

where G� =1 / �1−L�� and cos �= �xr ·p / �xr��. From this rela-
tive velocity, they calculated the pair distribution function
which predicts accumulation near the ends of the particles,
where the two rods are pulled together by the hydrodynamic
flow. In contrast, the depletion region occurs near the center
of the particles where the flow pushes them apart.

C. Dielectrophoresis effects

An additional component in the electrical interactions be-
tween perfectly polarizable metal particles is the dielectro-
phoretic �DEP� interaction of induced dipoles. The external
field induces a dipole moment a in each particle equivalent
to

a =
8

3
��mc3�2Ẽ�, �15�

which leads to a dielectrophoretic torque on the particle of
TDEP=a�E� �15�. The rotational velocity due to the DEP
torque is

�DEP =
�m�2 ln�2/��

�
Ẽ� � E�, �16�

and is in the same direction as the rotation due to ICEP
described in Eq. �13�.

(a) (b)

FIG. 3. Three-dimensional ICEO velocity field around a polar-
ized spheroid particle shown at a slice along the primary particle
axis. The flow field is radially symmetric about this axis. �a� Veloc-
ity streamlines around the particle demonstrating the quadrupolar
flow field. The arrows indicate the direction of flow along the
streamlines. �b� The vector field for the velocity in a single quadrant
shows the fluid is drawn towards the particle at the ends and pushed
away from the particle at the center.
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The induced dipoles also cause translational motion be-
tween the particles similar to the motion due to ICEO at the
surface. The forces between the dipoles pull particles to-
gether at their ends and push the particles apart at their cen-
ters. To estimate the relative velocity between two particles
due to this dipole-dipole force, we assume both particles are
perfectly aligned parallel to the field and one particle is fixed
at the origin. The dipole force on each particle when their
centers are along the same horizontal plane is estimated as

FD =
16

3
��m�4G�

2E�
2 �1 − 3 cos2 ��

xrc
6

�xr�5
. �17�

Balancing this force with the drag forces parallel and perpen-
dicular to the particle’s major axis provides an estimated
velocity of

uD =
4�m�4G�

2E�
2 ln�2/��

3�
� 1 − 3 cos2 �

cos � + 2 sin �
�xrc

5

�xr�5
. �18�

The relative contribution of DEP effects to the overall
particle interactions depends on the frequency of the applied
electric field compared to the charging dynamics of the elec-
tric double layer around the particles. The double layer po-
larizes on a time scale of 	i=�ma / �
m�D�, where �m and 
m
are permittivity and conductivity of the aqueous medium, �D
is the Debye length defined in Eq. �1�, and a is the charac-
teristic length scale of the particle. This is effectively an
RC-type charging time scale based on the resistance of the
bulk medium and the capacitance across the electric double
layer �20�.

For frequencies above the critical frequency fc=1 /	i ions
do not have sufficient time to accumulate at the particle sur-
face and the effects due to ICEO are negligible. Instead, the
DEP torque and dipole-dipole interaction dominate. Jamshidi
et al. used this high-frequency regime to measure the dipole
repulsion forces between silver nanowires in aqueous solu-
tions. Their results agree well with a model similar to Eq.
�18� �21�.

At frequencies well below the critical frequency, induced
charge electroosmosis effects dominate. The rotational veloc-
ity due to DEP �Eq. �16�� is a factor of �2 ln�2 /�� weaker
than the ICEP rotational velocity �Eq. �13�� in this regime.
Similarly, the magnitude of the relative velocity for two par-
ticles in the same horizontal plane �i.e., �=� /2� is a factor of
2�4 ln�2 /��2 smaller for dipole-dipole interactions �Eq. �18��
than for motion due to the induced charge electroosmotic
flow at the surface �Eq. �14��. The velocity due to the dipole-
dipole interactions also decays much more rapidly with the
distance between the particles �order 1 /r4� than the ICEO
velocity �order 1 /r2�.

For the particles and solutions of interest here, the double
layer polarization time is on the order of 10−6 s and the criti-
cal frequency is approximately 1 MHz. For particles with an
aspect ratio of 0.05 �radius/length�, the ICEP rotational ve-
locity is 100 times greater than DEP rotation and the magni-
tude of the ICEO relative velocity is more than 1000 times
greater than the motion due to the induced dipoles. The DEP
forces due to the induced dipole are therefore neglected in
this study.

D. Suspension simulations

To capture many particle interactions we simulate peri-
odic suspensions of large numbers of Brownian rodlike par-
ticles as described by Saintillan et al. �15,16�. The simula-
tions include gravitational body force, buoyancy, far-field
hydrodynamic interactions, and near field lubrication forces.
The particle hydrodynamic interactions include the effects of
induced charge electroosmosis. Close interactions between
particles can occur during particle pairing events and as a
consequence of differing �e.g., orientation-dependent� sedi-
mentation speeds. To better capture these interactions, we
modified the integration method of Saintillan et al. to replace
the midpoint algorithm with a lower-order adaptive time
step. In comparison to the implicit algorithm of Saintillan et
al. �15,16�, an explicit scheme with adaptive time stepping
allows us to more easily resolve the dynamics associated
with particle-particle interactions. In the current scheme, we
adopt an intermediate time step �typically 1 /100 of the full
time step� to resolve the hydrodynamics and associated par-
ticle motion; while assuming a larger time step �typically
�50 ms� during which time the Brownian force is held con-
stant. We therefore explicitly calculate the particle drift when
necessary. Despite the additional calculation, the flexibility
allowed by adaptive time stepping increases simulation
speed. This adaptive time-stepping method was motivated by
an algorithm developed by Banchio and Brady �22� and is
described in detail in Ref. �23�.

We use the slender body theory expression �Eq. �11�� for
the slip velocity along the particle. Due to symmetry, the ac
applied field results in zero net translation of the particles but
does enhance alignment into the field �Eq. �10b�� and gener-
ates an electroosmotic slip velocity. To quantify the effects of
this hydrodynamic disturbance on the suspension, we deter-
mine the pair distribution function by measuring the two-
dimensional histogram of relative particle locations through-
out the simulation. Varied parameters in the simulations
include the volume fraction �nc3� of particles and the Peclet
number Pe. We define the Peclet number as the ratio of the
advective flux due to the ICEO slip velocity along the par-
ticle �Eq. �8�� to the diffusive particle flux normal to its ma-
jor axis, characterized by D�. For a slender body, with aspect
ratio ��1 �or c�b�, the diffusion coefficient perpendicular
to the particle’s major axis is

D� =
kT ln�2/��

8��c
�19�

and the resulting Peclet number is

Pe =
uICEOc

D�

=
8�mE�

2 �c3

kT ln�2/��
. �20�

Note that the Pe definition in Eq. �20� is a factor of 4 less
than the value used in Refs. �15,16� due to their scaling by
the full particle length instead of the particle half-length.

We also calculate the hydrodynamic dispersion for each
simulation. The hydrodynamic dispersion is an effective dif-
fusion coefficient that accounts for an increase in the mean
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square displacement of the particles due to the influence of
hydrodynamic interactions. The short time dispersion, de-
fined as

Ds =
1

2�t
��x�tn� − x�tn−1���x�tn� − x�tn−1��� , �21�

describes the variance in particle displacements over a fixed
time step �t. The diffusion coefficients D� and D�, where

D� =
kT ln�2/��

4��c
�22�

is the diffusivity parallel to the particle’s major axis, provide
reference values for the magnitude of the dispersion. The
dispersion is a measurable quantity which enables direct
comparison between the simulations and experiments.

III. EXPERIMENTAL PROCEDURE

We performed experiments quantifying the hydrodynamic
interactions of metal rodlike particle suspensions in electric
fields. An ac electric field aligns the particles in a vertical
flow channel, minimizing time-averaged translation due to
electrophoresis and particle interactions with the channel
walls. Figure 4�a� shows a representative image of the par-
ticles aligned in the flow channel as they settle. We maintain
particle concentrations between 108 and 109 particles /mL �in
21 �S /cm conductivity solutions� to ensure and study
particle-particle interactions due to induced charge electroos-
mosis. The time-lapse frames in Fig. 4�b� show an example
of the typical “aligned overspeeding” then “lateral separa-
tion” interactions observed between particles. We quantify
particle positions, orientations, and interactions using custom
particle image recognition and tracking routines. The experi-

mental setup and particle tracking routines used here have
been described in detail by Rose et al. �3�. We summarize
here some of its major components and parameters.

We visualized the ICEO particle interaction experiments
in a 100 �m by 1 mm rectangular cross section capillary
�Vitrocom, Mountain Lakes, NJ�. The borosilicate capillary
was 4.4 cm in length and mounted vertically in a custom
acrylic fixture. The metal microrods were pure silver
Nanobarcode® particles �Nanoplex, Menlo Park, CA� with
specific gravity of 10.5, lengths of 6 and 8 �m�30 nm and
diameters of 318 nm�50 nm �1,24�. The suspension solu-
tion for the particles was potassium chloride solution
�0.14 mM, pH 5.3, 21 �S /cm� with no surfactants added.
We maintained the particle number density at
108 particles /mL �nc3=6.4�10−3� for all experiments with
8 �m particles and 109 particles /mL �nc3=2.7�10−2� for
all experiments with 6 �m particles.

The imaging system was identical to that described by
Rose et al. �3�. We chose the applied field values based on
the induced zeta potential across the particle, �s=cE�, as-
suming the particle is aligned parallel to the applied field.
The selected field values achieve induced zeta potential val-
ues from 0 to 30 mV for each particle length. These induced
potentials are well below the voltage drop required to initiate
electrochemical reactions at the surface of the particles. The
driving frequency for the applied fields in all experiments
was 100 Hz. Note this frequency is significantly lower than
the limiting double layer response frequency �order 1 MHz�
discussed in Sec. II C. Table I includes the full data matrix as
well as the calculated Peclet number values from Eq. �20�.

We obtained a total of 1061 images at 20 fps for each
experiment and performed 25 such experiments for each par-
ticle length and field strength combination. Before starting
the first experiment, we loaded the particles in the capillary
using syringe generated pressure, plugged the capillary, and
waited at least two minutes to allow the flow to stabilize. We
then applied the electric field and began imaging the par-
ticles. The particle settling velocity is on the order of mi-
crons per second, ensuring a typical particle is imaged
roughly 25 times before settling a distance equivalent to its

FIG. 4. �a� Image of 6-�m particles aligned in a 100 Hz ac field
as they settle through the flow cell and experience hydrodynamic
interactions with other particles. The particle density shown here
�approximately 109 particles /mL� is typical for the experimental
measurements and enables image-based detection and tracking of
individual particles while ensuring significant particle-particle inter-
actions. For each experimental measurement we track the displace-
ments of all particles in 25,000 images. �b� Experimental example
of the typical interaction between two particles due to ICEO driven
hydrodynamic interactions. The consecutive series of images shows
the time-lapse motion as the particles align end-to-end, slide next to
one another, then push apart from their centers.

TABLE I. Parameters for the experiments quantifying hydrody-
namic effects due to ICEO.

Length
��m�

Particle
concentration

�part./mL�

Induced zeta
potential

�mV� Pe
Field

�V/cm�

6 109 0 0 0

7.5 183 25

15 732 50

22.5 1646 75

30 2927 100

8 108 0 0 0

7.5 228 18.75

15 912 37.5

22.5 2052 56.25

30 3649 75
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length. The total number of particle displacements is on the
order of 2.5�105 for a given particle length at each field
strength.

Using a custom particle tracking code, described in detail
in Ref. �3�, we analyzed each particle image to find the major
axis angle and the coordinates of the particle image centroid.
The code analyzes the projection of the particle orientation
onto the image plane �the depth of field was 2.8 �m�. After
determining the particle location and orientation, the routine
identifies individual particles across images using a “best
match” algorithm. We describe further measurement details
for specific particle-particle interaction measurements in Sec.
IV.

IV. RESULTS AND DISCUSSION

We analyzed our simulation data to determine particle tra-
jectory ensembles, pair distribution functions, and dispersion
coefficients. For all simulation results, we used the three-
dimensional data for particle locations and velocities assum-
ing the flow fields and motion are axisymmetric about the
major axis of a particle. We compare these measurements to
the two-dimensional data from the experiments.

A. Simulations results

We analyzed particle trajectories for a suspension of par-
ticles with a prescribed Pe of 3000. At this Pe value, the
particles align nearly uniformly parallel to the field and the
ICEO induced flow field is symmetric. For each particle in
the suspension, we fixed its center at the origin then deter-
mined the locations of all other particles within the suspen-
sion with respect to the fixed particle. We calculated the dis-
placements of nearby particles at every time step and
converted these displacements to velocities. To increase the
density of velocity vectors, we condensed all the data to a
single quadrant then mapped it onto a fixed grid with a 0.2c
spacing in both dimensions. We then calculated streamlines
for the particle motion based on the velocity field.

Figure 5�a� shows the velocity field for the simulated
Brownian, high density particle suspensions. The figure also
shows several computed streamlines which cross the regions
of high velocity as a visual aid. These velocity fields are
averaged in time and across all of the particles in the simu-
lation. The average particle motion is consistent with the
quadrupolar flow pattern described in Fig. 3 for rodlike par-
ticles with an ICEO slip velocity. In the multiparticle simu-
lations of Fig. 5�a�, time-averaged ICEO draws liquid into
the ends of particles approximately aligned with the field and
expels liquid perpendicularly away from their midsection.
For sufficient particle density, this induced hydrodynamic
flow enhances particle-particle interaction and thereby en-
hances effective particle dispersion. As described anecdotally
in Fig. 4�b�, this flow often causes particles to be drawn
towards one another at the ends and pushed apart at their
centers. As expected, the largest velocity magnitude appears
near the particle surface due to the ICEO slip velocity driv-
ing the hydrodynamic disturbance.

We determined the pair distribution functions for suspen-
sions with Pe values of 0, 80, and 1600. To calculate the pair

distribution functions, we analyzed each particle in the sus-
pension and fixed its center at the origin. We then determined
the locations �and orientations� of all other particles within
the suspension with respect to the fixed particle. We repeated
this at every time step and binned the data to create a two-
dimensional histogram of relative particle locations, and this
histogram was ensemble averaged with those of all other
particles. The simulations show that low electric fields pro-
duce an approximately axis-symmetric depletion region �low
values in the pair distribution function� near x=z=0 as
shown in Fig. 6�a�. In this regime, particle positions are de-
termined by steric interactions associated with the Brownian
sedimentation dynamics. Figures 6�a�–6�c� show how this
depletion narrows in the x direction and elongates in the z
direction as the field increases. This depletion region corre-
sponds to the excluded volume due to the steric interactions
of the �increasingly better aligned� particles. As Pe increases
in Fig. 6�b�, the depletion region is roughly twice as long
along the z axis as it is along the x axis due to enhanced
particle alignment. As Pe number reaches 1600 in Fig. 6�c�, a
region of high particle density develops, seen as the high
intensity values framing the particle and covering the regions
near the �top� end of the particle and extending down to
about z /2c=0.2. This distribution shows low values very
near the particle axis �as expected due to steric exclusion�,
but then relatively high values just off the particle axis �in-
dicating “paired” vertical particles�. The high particle density
region above the end of the particle spans from about z /2c
=1.1 to 1.4 and with a width of approximately x /2c=0.15.
This high density region also extends down along the space
next to the particle in a high intensity ridge centered at
x /2c=0.2 �a particle axis-to-axis distance of about eight di-
ameters� and spanning from about z /2c=0.2 to 0.8. The lat-
ter high intensity region abruptly drops within about 0.3 par-
ticle lengths of the z=0 midplane, indicating an

FIG. 5. Vector plots for the trajectory of 6 �m silver particles in
a 100 Hz ac field with respect to another particle fixed at the origin
and aligned vertically. �a� Simulation measurements for particle tra-
jectory at Pe=3000, such that the particles are nearly completely
aligned in the field. The simulation predicts the ICEO flow field
around the particles will pull them together at their ends and push
them apart at their centers. �b� Experimental trajectory measure-
ments at Pe=2930 show similar trends to the simulations with the
second particle typically coming in from the top then being pushed
out as the particles slide next to one another.
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axisymmetric depletion region centered near z=0. These ac-
cumulation and depletion regions are consistent with many
“aligned overspeeding” and “lateral separation” events as de-
scribed in Fig. 4�b�. ICEO liquid flows promote end-to-end
overspeeding and pairing, followed by relative motion of
“paired” particles along the axis, and finally a separation due
to the outwash of the near-particle-center ICEO flow.

The dispersion dynamics of the suspension provide in-
sight into suspension stability. We calculated dispersion from
the variance of the displacements for all particles within the
suspension across all time steps as described in Eq. �21�. The
calculated dispersion values Dx and Dz are equal to 
x

2 /2�t
and 
z

2 /2�t, respectively, where 
2 is the variance of the
displacements in the x or z direction and �t is the simulation
time step. We normalize the measured effective dispersion
values of the suspensions by the theoretical diffusivity per-
pendicular to the particle axis �Eq. �19��. Figure 7 shows the
dispersion for simulations with concentrations of 1�107, 1
�108, and 1�109 particles /mL and Pe values ranging from

0 to 4000. We first describe the low field and moderate field
behaviors of the data where ICEO interactions are negligible.
At Pe=0, corresponding to no applied field, the dispersion is
approximately the same in the x and z directions as expected
due to associated random orientations. The curves in both
plots therefore originate at a dispersion ratio of about 1.4. As
the field increases, the particles align with the field �parallel
to the z axis� so that their measured dispersion is now aniso-
tropic, i.e., lower in the x direction than the z direction, re-
spectively. Near Pe=200, the simulations for Dz /D� and
Dx /D�, respectively, show rapid increase and decrease to the
theoretical values of 2.0 and 1.0 �assuming a perfectly
aligned particle�. For the lowest concentration of 1
�107 particles /mL, the data then level off at these values for
the Pe range studied here.

Figure 7�a� shows how Dz /D� rapidly increases to a
value of 2.0 consistent with the ratio of particle diffusivities
parallel and perpendicular to the primary axis �Eqs. �19� and
�22��. For Pe above about 500, the high particle density �1
�109 particles� simulations show the most significant depar-
ture from the single-aligned-particle theory. The deviations
exceed the baseline value by 65% as Pe reaches 4000. Sig-
nificant deviation from single-particle theory occurs for the
midrange particle density of 1�108 particles /mL, but only
above about Pe=3000 �reaching only 8.5% above the base-
line at Pe=4000�. At high Pe values, ICEO is enhancing
particle-to-particle interactions and significantly increasing
the effective axial dispersion coefficient Dz.

Figure 7�b� shows the initial rapid decrease of Dx /D� to a
value of unity showing that the majority of x displacements
are perpendicular to the aligned particle. The high particle
density simulations show that Dx /D� deviates from single-
particle theory, but the effect is not as pronounced as that of
Dz /D�. For a concentration of 1�108 particles /mL, the
simulations show negligible increase of Dx /D� in the x di-
rection as Pe increases. For the highest particle concentra-
tion, 1�109 particles /mL, dispersion in the x direction be-
gins to deviate from the baseline value as Pe exceeds about

FIG. 6. Pair distribution functions for particles with aspect ratio
�=0.05. The Pe values were 0, 80, and 1600 for simulations �a�–�c�
and 0, 180, and 1650 for the corresponding experiments �d�–�f�. The
dark region along the vertical axis is due to a combination of ex-
cluded volume in which the particles cannot physically overlap and
depletion due to the hydrodynamic interactions. The additional
depletion in �f� is likely due to limitations in the image processing
algorithm. The bright regions around the particle in �c� and �f� dem-
onstrate proof of particle pairing in the simulations and
experiments.

FIG. 7. Comparison of experimental and simulation dispersion
measurements for 6-�m and 8-�m particles over the same Pe
range. �a� Dispersion measured parallel �z direction� to the direction
of the applied field �parallel to the gravity vector�. �b� Dispersion
measured perpendicular �x direction� to the direction of the applied
field. The simulation data is represented in both �a� and �b� by a
solid line �—� for particle concentrations of 107 particles /mL, long-
dashed line �– –� for 108 particles /mL, and short-dashed line �---�
for 109 particles /mL. The triangle and circle markers represent ex-
perimental measurements for particle concentrations of 108 and
109 particles /mL, respectively.
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1500, reaching approximately 30% above the baseline value
at Pe=4000.

B. Experiments

Using image data of particles as they settle, we obtained
ensemble measurements for the properties of suspensions
with concentrations of 108 and 109 particles /mL for five
electric fields. Because the images are two-dimensional pro-
jections with only a 2.8 �m depth of field, we assume all
detected particles are on the same plane. We define the co-
ordinates of the images identically to those described for the
channel, with the z axis aligned with gravity �vertical� and
the x axis parallel to the image plane �horizontal�. To achieve
a relatively thin EDL without inducing particle agglomera-
tion, we suspended the particles in 0.14 mM KCl solution.
The double layer thickness for this solution was approxi-
mately 26 nm, resulting in a �D /b ratio equal to 0.17.

We calculated the trajectory of 6 �m long particles in a
100 Hz, 100 V /cm ac applied field �Pe=2930� from the par-
ticle displacements between images. For each particle in an
image, we fixed the origin at the center of the particle and
measured the distance to all other particles. The particle dis-
placements between images determined the velocity magni-
tudes and directions for particles within two particle lengths.
We mapped the velocities from all images onto a fixed, regu-
lar grid with a 0.25c spacing in both dimensions and present
these results in Fig. 5�b�. As with the simulation data, we
folded and added the experimental data from the four quad-
rants into a single quadrant ensemble to maximize statistical
certainty. From the velocity field, we calculated two stream-
lines originating at �x /2c ,z /2c�= �0.05,1.5� and �0.2, 1.5�.

The experimental velocity vector plot exhibits similar
characteristics to the simulations �including the general cir-
culation pattern�, although it contains substantial measure-
ment noise. As in the simulation, the average velocity vectors
and the streamlines are consistent with particles being drawn
together at their ends and pushed apart at their center. Note
the region between 0�x /2c�0.3 and 0�z /2c�0.3 is a
region of very low particle probability �see Fig. 6�, making it
very difficult to obtain reliable particle vector measurement
statistics. This is likely due to both the hydrodynamics cre-
ating a depletion region in the area and the limits of the
image processing code in distinguishing and successfully
identifying particles in this close proximity. We also note that
further decrease of statistical uncertainty in these measure-
ments is very difficult. For example, the measurements of
Figs. 5–7 collectively show results obtained from more than
107 individual particle displacement measurements.

We determined the pair distribution functions for
6-�m-long particles in ac applied fields with amplitudes of
0, 25, and 75 V /cm. These amplitudes correspond to Pe val-
ues of 0, 180, and 1650 and are very close to the Pe values
used for the simulations. For each particle in an image, the
origin was fixed at the center of the particle and the locations
of all other particles within the image were determined. This
data was recorded for all particles in each of the 25,000
images for a given field strength. A two-dimensional histo-
gram combines the data into bins with the bin size set to

ensure an average of 200 particle centers per bin. The two-
dimensional histogram is normalized by the particle count in
bins from the far-field region. The data is presented as a
contour plot of this histogram and shown in Figs. 6�d�–6�f�.
The experiments show a narrowing of the depletion region
near the z axis as the field increases. As in the simulations,
for Pe=0, a symmetric depletion region develops in the re-
gion between 0�x /2c�0.25 and 0�z /2c�0.25, corre-
sponding to steric interactions of the randomly oriented par-
ticles. As the Pe number increases a region of high particle
density develops near the particle end and along most of its
length. This is accompanied again by a strong depletion re-
gion near the particle center �where particles often quickly
push away from each other�. The larger depletion region in
the experimental data may be partially due to limits of the
image processing code in distinguishing particles in this
proximity. Despite these limitations, the simulations and ex-
periments are in relatively good agreement across this Pe
range.

To determine the effects of hydrodynamic dispersion on
the suspended particles, we measured the dispersion in
100 Hz ac applied fields for 6- and 8-�m long particles at
concentrations of 109 and 108 particles /mL, respectively. We
selected the field strengths for each particle length to vary the
potential drop E�c between 0 and 30 mV. This value corre-
sponds to an estimate of the induced zeta potential and Table
I provides the corresponding Pe value. To determine the dis-
persion, we calculate the variance of the displacements for
all particles in all 25,000 images at a given field strength. As
described for the simulations, the dispersion values Dx and
Dz are then equal to 
x

2 /2�t and 
z
2 /2�t, respectively, where


2 is the variance of the displacements in the x or z direction
and �t is the time between images. The dispersion values are
shown in Fig. 7 and normalized by the theoretical diffusivity
perpendicular to the particle’s major axis. As in the simulated
cases, for zero applied field �Pe=0� the experimentally mea-
sured dispersion is approximately the same in the x and z
directions. Near Pe values of approximately 200, the experi-
mental data shows the same rapid adjustment to the respec-
tive theoretical values of 2.0 and 1.0 for Dz /D� and Dx /D�,
respectively. The experimental data also agrees with the pre-
dicted high Pe value trends. The experimentally measured
dispersion in the z direction �Fig. 7�a�� has the highest in-
crease in Dz /D� for the highest particle concentration
�109 particles /mL�, in agreement with the simulated results.
Measurements for the 108 particles /mL concentration show
scatter about the expected value, but do not show a trend of
significantly increasing Dz /D�, also in agreement with the
simulations. The measured Dx /D� data �Fig. 7�b�� show no
significant deviation from the theoretical value of 1.0 for
aligned particles, again consistent with the predicted trend.
Overall, the increase in the dispersion coefficient value as Pe
increases is attributable to strong quadrupolar flows induced
in higher electric fields, resulting in higher fluctuations in
particles displacement. As these results demonstrate, the dis-
persion coefficient increases with higher particle concentra-
tion and field.

In the simulations and calculations described above, we
neglect any effects of a native zeta potential which may be
present on the particles. The model can easily be extended,
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however, by including a uniform or nonuniform native zeta
potential in Eq. �2�. In an ac electric field, an axially sym-
metric particle with a native uniform zeta potential will still
not translate, but we do expect two minor differences from
the results described above. First, the native zeta potential
will skew the symmetry of the net zeta potential �induced
plus native� around the particle. This will lead to a flow field
that is not symmetric about the particle center compared to
Fig. 3. The native surface charge may also affect particle-
particle electrical interactions for particle distances on the
order of the double layer thickness. Note that most of the
interactions we consider here are hydrodynamic as the par-
ticles are almost always at least several Debye lengths away.

V. CONCLUSIONS

We described the model for metal rodlike particle suspen-
sions in aqueous solution as these polarize in an electric field
and interact. The electric double layer around each particle
polarizes and leads to an induced charge electroosmotic slip
velocity near the particle surface. This slip velocity drives a
toroidal flow field around the particle pulling fluid in at the
particle ends and pushing it out near the center of the par-
ticle. We simulated periodic suspensions of these particles
and include far-field hydrodynamic interactions �including
those due to induced charge electroosmosis�, gravity force,
buoyancy force, and near field lubrication forces. These
simulations are based on the work by Saintillan et al.
�15,16�. Here we presented simulation results where we mea-
sured particle trajectories, pair distributions functions, and
dispersion values.

Experimentally, we investigated suspensions of 6- and
8-�m-long silver particles with a diameter of 300 nm in ex-
ternally applied electric fields. We suspended the particles in
0.14 mM KCl solution to ensure a relatively thin electric
double layer then imaged the particles as they settled through
a vertically mounted glass capillary. We analyzed the images
using a custom particle tracking code to detect the centroid

location and orientation of all particles within the images.
We then matched particles between images to measure dis-
placements and ultimately individual and ensemble averaged
particle velocities, pair distributions functions, and disper-
sion values for comparison versus the simulations.

The particles in the simulations and experiments were ob-
served to experience repeated pairing interactions in which
they come together axially with their ends approaching each
other, slide past one another, and then push apart at their
centers. The simulations capture this motion quite well as
demonstrated by the particle velocity vectors and streamlines
�see Fig. 5�. The experimentally measured velocity vectors
and streamlines also show this general pairing motion. The
pair distribution functions are also consistent with particle
pairing due to the induced flow field near their surface. Ex-
perimental and theoretical pair distributions functions were
qualitatively in good agreement, both showing regions of
pronounced enrichment and depletion consistent with in-
duced charge electroosmosis flows. We also compared the
dispersion measurements between experiments and the simu-
lations to determine net effects on the bulk particle suspen-
sion. The simulations capture the increase in particle disper-
sion as the electric field magnitude increases suggesting
increased hydrodynamic interactions due to stronger field-
induced electroosmotic flows. The simulated and experimen-
tal dispersion measurements also demonstrate enhanced dis-
persion as the particle concentration increases in agreement
with simulations and an increased rate of particle-particle
interactions.
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