








and their wave form broadens. Geometrical acoustics can be used to explain the 

leakage effect at high instability wave amplitude. We conclude that the mechanism 

for high amplitude screech generation is an unsteady modification to the velocity field 

by the instability waves that permits the incident shock to refract through the shear 
layer. 
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Chapter 1 

Introduction 

1.1    Motivation and Background 

The mechanism by which sound is produced in supersonic jets has been the focus of 

intense research for several decades. The level of noise generated by supersonic jets far 

exceeds the levels generated by their subsonic counterparts. The inability to efficiently 

suppress this noise has been a primary impediment to the development of a modern 

high speed civil transport. In subsonic jets the mechanism for sound generation is the 

evolution and decay of turbulent structures; in supersonic jets, there is, besides Mach 

wave radiation, the additional element of "shock-cell noise", that is, sound generated 

by the interaction of jet instability waves and the jet's shock-cell structure. The 

mechanism by which shock-cell noise is produced is not understood in detail. Despite 

this, accurate predictions of broadband shock-cell noise (i.e., noise arising from the 

interaction broad-spectrum, turbulent instability waves and the shock-cell structure) 

have been obtained. Conversely, the acoustic amplitude of a resonant shock-cell noise, 

supersonic jet screech, has proven difficult to predict. 

The resonance in supersonic jet screech arises from a feedback process. Instability 

waves travel down the jet, imparting motion in the shock-cell structure to produce 

the shock-cell noise. Part of this sound travels upstream outside the jet and interacts 

with the thin shear layer at the nozzle lip to excite additional instability waves (see 

Figure 1.1). The phase relationship necessary for positive reinforcement and feedback 

1 
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Figure 1.1: Schematic of imperfectly matched jet undergoing supersonic jet screech 
feedback. 

is satisfied only by certain frequencies. As a result, the sound spectrum of a screeching 

jet is characterized by a discrete tone of an acoustic amplitude which exceeds that of 

broadband noise (see Figure 1.2). Due to the feedback, it is not uncommon for the 

instability waves of screeching jets to become very large; such jets exhibit an extreme 

flapping motion only a few jet diameters downstream of the nozzle. 

Although the intensity of screech creates an undesirable noise signature for high 

speed aircraft, the impact of screech on the aircraft's structural components is the 

dominant design concern. Screech can cause sonic fatigue in nozzle and tail surfaces 

when screech frequencies coincide with resonant modes of these structures [10]. Sonic 

fatigue failures have been observed in aircraft such as the F-15 [54], where cross- 

coupling of screech in the twin plume jets appear to make the problem even more 

troublesome. For these reasons the need to understand the mechanisms governing 

supersonic jet screech is paramount. 
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Figure 1.2:   Spectrum of noise field from supersonic jet undergoing screech.   Jet is 
rectangular (1.4 x 1.6 cm) with Mach number Mjet = 1.5. From Raman [44]. 

The difficulty in predicting screech amplitude stems from the complexity of the 

feedback dynamics in supersonic jet screech. The components of the feedback loop, 

namely, instability wave growth, shock-cell noise generation, acoustic propagation, 

and re-excitation of the instability waves, will affect those dynamics. In the present 

research, we move away from the overall feedback process and investigate simply the 

shock-cell noise component, i.e., how the instability-wave shock-cell interaction pro- 

duces sound. Using a model problem we isolate a portion of the shock-cell structure 

so as to create a single source. We study the interaction, particularly for the high am- 

plitude instability waves typical of screech, with numerical simulations and simplified 

analyses. We conclude that the mechanism for sound generation at high instability 

amplitude is much more efficient than the mechanism at low instability wave ampli- 

tude. The jet shear layer is sufficiently distorted by high amplitude instability waves 

to allow portions of the confined shock waves to escape. We propose that this finding 

explains in part how screech tone levels can exceed broad-band shock associated noise 
levels by orders of magnitude. 
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1.2    Review of Past Work 

In this literature review, we survey past work in supersonic jet screech and, more 

generally, shock-cell noise. While the focus of the work in this thesis does not cover 

the overall screech process, the issues encountered in jet screech help motivate and 

guide the present work. We begin with a review of the initial discovery of screech, 

which we follow with modern interpretations. 

1.2.1    Screech: Powell's early work 

The discovery and basic description of the screech phenomenon are credited to Pow- 

ell [40, 39, 41] for his work on rectangular and round choked jets in the 1950s. This 

discovery also constitutes the discovery of shock-cell noise in general. In these ex- 

periments, Powell utilized spark schlieren visualization and basic acoustic sampling 

techniques to deduce the existence of feedback and describe the directivity of the 

sound field. It is instructive to review his basic findings as they remain largely valid 

in our present understanding. In these works, Powell's most important contributions 

consist of the following findings: 

1. The screech frequency is related to the regular shock wave spacing. 

2. The sound field is highly directional and can be explained in terms of a phased 

array of stationary sources. 

3. Round jets exhibit a frequency "staging" behavior; i.e., a propensity to occa- 

sionally experience large jumps in screech frequencies with a small changes in 

nozzle pressure ratio. 

4. A gain criterion must be satisfied for screech to exist. 

Powell reasoned that the narrow frequency band he observed in the acoustic field of 

supersonic, choked jets requires that there be some mechanism for frequency selection. 

Having studied the edge-tone phenomenon at length [38], he was aware that acoustic 

feedback and re-excitation of the instability waves could provide a mechanism for this 
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selection.  For feedback to exist, a phase relation about the feedback loop must be 

preserved over a wide range of operating conditions.  The jet shear layer instability 

wave was identified as the likely mechanism for transporting the disturbance signal 

downstream. The interaction of these waves with the ends of the shock cells, which 

were spaced quasiperiodically, was observed to generate the sound. The emitted sound 

would then transport the signal back upstream, outside the jet, to the nozzle lip, where 

it would re-excite the instability waves. Powell verified the existence of feedback in 

supersonic jet screech by showing the following phase condition for screech frequency 

to be valid: 
N + (j>      h      h-lX, 

Powell also observed in his experiments that the acoustic waves at the fundamental 

frequency appeared strongest in the upstream direction; at the harmonic frequency he 

found a strong beaming to the side of the jet. Given the quasiperiodic nature of the 

shock cell structure, Powell proposed that the acoustic field was made up of a series of 

monopole sources, emitting sound in phase delayed fashion such that sound emitted at 

the fundamental frequency interferes constructively in the upstream direction. The 

directivity pattern which results from this analysis for three equally spaced, equal 

strength sources is given for the fundamental mode by 

1     2 

D' = 3 + 3COS 
2irs 

(1-Mccos0) 

and for the harmonic by 

1      2 
Uh = - + - cos 

3     3       L Ac 

Ac 

4L7TS 
(1-Mccos0) 

(1.2) 

(1.3) 
fThe left hand side represents some multiple of the acoustic period 1//; iV is a positive integer 

and 0 < <j> < 1 represents phase lags which may occur at the source site or the nozzle lip during 
re-excitation. The first term on the right hand side represents the instability wave travel time from 
nozzle lip to the source site (traveling distance h at speed Uc), while the second term represents 
the minimum time between the time of production of a given phase of an acoustic wave and the 
time an acoustic wave of the same phase reaches the nozzle lip. I is the integer number of acoustic 
wavelengths A spanning the distance h. h itself is approximately an integer multiple of the shock 
cell length s for overexpanded jets, as one would obtain for a choked nozzle. 
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Figure 1.3: Left Schematic of phased array of monopole sources, spaced at shock cell 
interval s. Source phase is triggered by passage of instability waves of wavelength 
Ac and phase speed Uc.    Right   farfield relative directivity given by fundamental 
frequency ( , Equation 1.2) and harmonic ( , Equation 1.3) for s/Ac = 0.538, 
Mc = 0.6 (see [40]). 

Ac is the wavelength and Mc is the Mach number of the jet disturbances; s is the shock 

cell length; and 8 is the observer angle measured from the downstream direction. The 

phased array of sources and the resultant directivity are depicted in Figure 1.3. 

The phased array source model also yields a prediction for the screech frequency. 

If one requires maximum constructive interference in the upstream direction, then 

one can obtain the amplitude condition for screech frequency: 

/ = 
Uc. 

s(l + Me) 
(1.4) 

where Mc is UJc. Equation 1.4 is a more restrictive version of Equation 1.1. 

The basic screech findings were found to apply to both rectangular and round jets. 

In addition to flapping modes, however, Powell [38] also observed axisymmetric and 

helical modes in round jets. Further, the transitions among these modes, as nozzle 

pressure is raised, were found to occur abruptly and exhibit hysteresis (see Figure 1.4) 

or to be indeterminate. Powell referred to this mode switching phenomenon as "stag- 

ing" . He suggested that the mode switching occurred to favor oscillation modes which 

satisfy both feedback phase (Equation 1.4) and gain criteria (described below). 
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1.2.2    Screech: Modern interpretation of Powell's early work 

The body of research devoted to understanding screech is large. After Powell, the 

focus of the much of the early experimental work [4, 5, 7, 37, 77] has been based 

on visualizing the jet and the acoustic field. Seiner and others conducted numerous 

experiments in supersonic jets [30, 56, 80] to accurately characterize the shock-cell 

structure and acoustic field. Others have investigated screech under conditions which 

may more closely approximate realistic flight configurations. These include the effects 

of forward flight [10], hot jet cores [17], and coaxial jets [3]. The twin jet configuration 

has been studied [49, 50, 55] and has been shown to result in screech of increased inten- 

sity. The effects of unusual nozzle geometry on screech have been studied by several 

[29, 34, 45, 72, 75], including beveled, elliptical, and triangular nozzle geometries. 

Much progress has been made in the understanding of jet screech, particularly 

in the prediction of the screech frequency over a wide range of operating conditions. 

The prediction of screech amplitude has been elusive. The eventual saturation of the 

feedback mechanism involves many processes throughout the feedback loop, and most 

of these processes and their dependence on each other are still poorly understood. 

Raman [46, 47] gives a comprehensive overview research in jet screech and the state 

of our current understanding, and provides an assessment of the direction the research 

needed to make screech amplitude prediction a reality. Tam [65, 64] ffi/es broader 

reviews of supersonic noise, including screech and broadband shock-ce1! noise. 

The factors affecting the screech frequency of round and rectangular jets under 

a variety of operating conditions are now well understood within a single oscillation 

mode type. Tam et al. [71] have developed a reliable prediction of screech frequency 

fs based on amplitude condition (Equation 1.4). They refine estimates of shock cell 

length, incorporate empirical factors, and accommodate "hot core" jets. The screech 

frequency for a round jet operating in the helical oscillation mode is given by: 

f.Di 
Ui 

0.67 

(Mf-l) 1/2 1 + 
0.7 Mj 

[l + (7-l)M?/2] 1/2 © 
1/2 

T -1 

(1.6) 
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In rectangular jets of high aspect ratio, the superposition of sources may be unim- 

portant. Raman [46] notes that in such jets, the screech field often consists of a "feed- 

back shock", or sound waves with a compact wave forms, which appear to originate 

from a single source. They are visible in photographs appearing in Raman [44, 46], 

Poldervaart et al. [37], Hammitt [7], and Krothapalli et al. [18], all of which were 

based on high aspect ratio supersonic jet flows. The dominance of a feedback shock 

is also clear in the acoustic measurements of Krothapalli et al. [18]; the fundamental 

frequency is dominant in all directions, suggesting the absence of multiple sources. 

The dominance of a single source is attributed to the rapid growth of instability waves 

in these jets. Only at a certain streamwise location would conditions be optimal for 

sound generation. Upstream of this point the instability waves are much weaker; 

downstream, the shock cell structure is mixed out. 

The basic mechanisms underlying the staging phenomenon are better understood. 

Tarn et al. [66] show compelling evidence that the frequency jump in staging can 

be attributed to changes in jet instability as operating conditions change. They 

examined the inviscid linear stability characteristics of the axisymmetric and helical 

jet oscillation modes (based on the stability analyses presented in Tarn and Burton [67] 

and Tarn and Hu [69]) and found that for low jet Mach number the peak growth rate of 

the axisymmetric mode is larger than any helical mode. Conversely, the peak growth 

ratf of the first helical mode is dominant at higher jet Mach number (Mj > 1.3). 

Tins is consistent with the observed mode switch. 

It is clear, however, that a frequency prediction of screech which includes staging 

may not be easily realized. Staging has been observed over a broad range of operating 

conditions, including in rectangular jets [61], and the dominant modes have been 

classified [29]. But staging has been shown to exhibit a great sensitivity to facility 

design, such as the size and placement of surfaces at the nozzle exit [29]. Under 

certain conditions the screech frequency is unstable; under others, frequency hysteresis 

has been observed. These are manifestations of the complexity introduced by the 

nonlinearity of the feedback process. 

Although Powell's gain criterion (Equation 1.5) has yet to form the basis of much 

work in jet screech, the work of Cain et al. [1, 2, 16] represents one exception. Cain 
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et al. formulated a component-based model to predict the amplitude of screech by 

forming simplified models of the four elements comprising the screech feedback loop. 

These therefore included separate models for instability wave growth in jets, shock 

instability wave interaction to generate sound, acoustic wave propagation, and shear 

layer receptivity to sound at the nozzle trailing edge. The basis of these models 

are a mixture of theoretical analyses and empirical data. The combined models are 

implemented via a neural-net algorithm. Although their preliminary results were 

encouraging, wherein they obtained the correct screech frequency and and amplitude 

of the fundamental mode, the general applicability of these results was unclear. 

Much of the analysis of screech to date has been based on linear and only weakly 

nonlinear concepts. The feedback process and the high jet oscillation amplitudes 

indicate that the process is strongly nonlinear. One assumption implicit in the screech 

gain analysis is that an oscillation mode will occur in isolation. There is ample 

evidence instead that multiple simultaneous screech modes are possible [4, 5, 39]. 

Walker et al. [76] make use of nonlinear spectral analysis to show the presence of 

nonlinear phase locking between modes in a two-dimensional, screeching jet. Another 

example of nonlinear phenomena occurring in screech includes the modulation of 

the instability waves by the shock cell structure [48], both in terms of fluctuation 

amplitude and propagation speed. It is clear that more work characterizing the 

nonlinear aspects of the screech process needs to be carried out before a reliable 

screech model is obtained. 

1.2.3    The role of fine scale turbulence in screech 

The screech mechanism has been linked to the formation and growth of large scale 

disturbances in the jet shear layer which interact with the shock cell structure to 

produce sound. However, in most experiments, where the jet Reynolds numbers based 

on jet width are of the order of 106, fine scale turbulence will be present. Indeed, 

most of these experimental results exhibit the broad-band shock noise, which arises 

from the interaction of fine scale, comparatively random turbulence and the shock cell 

structure.  Hu and McLaughlin [13] show definitively that the fine scale turbulence 
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is extraneous to the basic screech phenomenon. They studied low Reynolds number 

(Re = 8000), underexpanded, supersonic jets issuing from round nozzles. Their jets 

are shown to contain shock cell structures typical of high Reynolds number jets, with 

only a small deviation in shock cell spacing. Their acoustic spectra are dominated by 

the screech tone but do not contain broad-band shock noise. The screech frequencies 

agree well with their high Reynolds number counterparts. 

Although secondary, the presence of fine scale turbulence should subtly influence 

screech behavior. First, turbulence will modify the mean jet profile and thereby alter 

its stability characteristics; the growth rate of instability waves influence the feedback 

criterion for screech (Equation 1.5). Secondly, the modification in growth rate will 

modify the shock cell spacing and core length. Screech frequency depends on shock- 

cell spacing (Equation 1.4). Finally, the presence of turbulence will tend to diffuse 

the shock strength with each successive reflection down the jet; this will modify the 

sound generated. 

1.2.4    Numerical Simulations 

The direct simulation of screech is a formidable challenge. The problem is charac- 

terized by disparate length scales and disturbance amplitudes. The acoustic wave- 

length is typically over 20 times larger than the initial thickness of the jet mixing 

layer [63]. The sound pressure levels can be five or six orders of magnitude below the 

hydrodynamic fluctuations associated with the instability waves. Furthermore, the 

computational demands of shock capturing and boundary conditions add to the cost 

of carrying out such a simulation. With the dramatic rise in computational power 

of computers recently, complex simulations of screech have become increasingly a 

practical reality. 

Shen and Tarn [57] have conducted simulations of an axisymmetric jet undergoing 

screech and report good agreement with experiments. They solve the compressible 

Navier-Stokes equations using the dispersion-relation preserving (DRP) scheme on a 

multi-block domain of discontinuous grid density. An artificial damping scheme is 

required to suppress numerical instabilities which arise at the sub-block boundaries. 
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The k-e turbulence model is added to obtain Reynolds numbers comparable to those 

in experiments. The time averaged results for velocity profiles and the shock cell 

spacing agree very well with experiments. The acoustic field is found to compare 

favorable in terms of directivity and intensity. In particular, the strong upstream 

directivity of the screech tone is predicted. 

Rona and Zhang [52] adopt a hybrid computational approach to obtain far-field 

estimates of the radiated screech field. The advantage of this approach is that the re- 

gion over which time-accurate viscous computations must be carried out is limited to 

the aerodynamic region immediately around the jet. Using the k-u> turbulence model, 

Rona and Zhang solve the short-time Reynolds averaged Navier-Stokes (RANS) equa- 

tions to compute the source terms in Lighthill's acoustic analogy [21]. They then inte- 

grate these source terms to solve a short-time averaged version of Lighthill's equation. 

The RANS equations are solved using a second order finite volume spatial discretiza- 

tion and the four-step Runge-Kutta time advancement scheme, whereas the Lighthill 

equation source volume is integrated with a second-order central difference method. 

An axisymmetric, over-expanded, Mach 2 jet is found to experience screech feedback 

with some frequency jitter, possibly due to the dynamic modulation of instability 

waves by the shocks. The shock motion is observed to radiate sound as the shocks 

jump upstream from one instability wave vortex to the next. This is in agreement 

with the findings of Manning and Lele [26, 27], which we report in detrii in Chapter 3. 

Finally, the overall sound pressure level in the forward arc of the far field is found 

to agree well with the measurements of Norum and Seiner [30], although the screech 

frequency is underpredicted. 

1.2.5    Shock Instability-wave Interaction as a Source of Sound 

Powell and others offer sufficient evidence to conclude that the interaction of distur- 

bances in the imperfectly expanded supersonic jet and its enclosed shock cell structure 

give rise to stationary sources of sound. Shock-cell noise may be made up of a wide 

band of frequencies, as in broadband shock noise, or a narrow band, as in screech, 

and the two forms usually co-exist (see, e.g., Figure 1.2).  An understanding of the 



CHAPTER 1.   INTRODUCTION 14 

shock noise generation process requires one to understand the nature of the jet dis- 

turbances, the shock cell structure, and how they interact to produce sound. In this 

section we recount past observations of shock motion associated with supersonic jet 

screech. We then survey the evolution of shock instability wave interaction models 

for both broadband shock-cell noise and screech. We note that in screech, shock mo- 

tion is generally observed to be large, whereas in shock-cell noise modeling, the jet 

instability waves have been assumed to be small. 

Shock-cell structure and motion 

The shock cell structure in a supersonic jet arises from the pressure mismatch that 

occurs at the nozzle exit when the jet is not fully expanded. For weak under- or over- 

expansion, a simple shock cell system develops whereby oblique shocks or expansions 

emanate from the nozzle lip, cross the jet centerline and impinge on the jet shear layer 

opposite the original nozzle lip. The waves then reflect as the waves of the opposite 

type (i.e., compression waves reflect as expansion waves and vice versa) to maintain 

pressure continuity at the jet boundary. The process then repeats itself in a periodic 

manner down the jet to produce the familiar shock-cell, or shock-diamond, pattern 

until turbulent mixing destroys the supersonic jet core. The jet flow behaves as a 

waveguide for the disturbances that form the shock cells [65]. For stronger under- or 

over-expansion, the expansion waves spread in a Prandtl-Meyer fan. Their reflection 

from the sonic boundary is distributed and results in a curved shear layer. The 

reflected compression waves coalesce to form oblique shocks at the ends of the shock 

cells. At even stronger over- or under-expansion, local features such as Mach disks 

will form between the shock cells, but the pattern remains essentially periodic. 

For unsteady jets such as those oscillating in supersonic jet screech, the shock- 

cell structure is vigorously disturbed. The mechanism by which the motion of the 

shocks produce sound is not known in detail. However, the shock motions in screech 

themselves have been documented. 

Based on extensive stroboscopic spark schlieren and shadowgraph visualization, 

Westley and Woolley [77] have observed significant shock motion within a round 

choked jet. In Figure 1.6 we reproduce their depiction of downstream shock propaga- 
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the third shock cell appear to travel downstream with the shear layer vortex and coa- 

lesce into shocks at the end of the cell, during which the shock experiences significant 

changes in orientation. They propose that this motion results in the screech sound, 

but offer no direct evidence. 

Shock noise modeling 

Powell, having discovered screech and therefore shock-cell noise, also devised the first 

shock-cell noise model with his phased array of monopole sources [40]. However, this 

model offered no basis for predicting screech amplitude, beyond its relative directivity. 

Lighthill [22] set out to understand the shock-cell noise phenomenon from first prin- 

ciples by considering the shock-turbulence interaction as a model problem, wherein 

a linear analysis yields the acoustic field scattered from vorticity waves converting 

through a normal shock. Others [28, 51] have generalized the vorticity waves to free 

vortices to approximate large amplitude instability waves. This unbounded shock 

model has yet to offer practical results for shock-cell noise; the jet shear layer and 

the bounded shock-cells, which this approach ignores, may be critical to a successful 

model. 

Harper-Bourne and Fisher [8] were the first to establish that broadband shock-cell 

noise arises from the interaction between the random, fine scale turbulence in jet shear 

layers and the shock cell structure. They ftmner showed that the overall intensity 

is of this sound is independent of observer angle and is a function only of the shock 

cell strength. They developed a model for the peak frequency of this noise based on 

a phased array of equally spaced sources (based on that of Powell's), whereby peak 

frequency fp depends on observer angle 9 according to the following: 

f Uc 
U     s{l-Mccos9) (L7) 

As Tarn et al. [71] observe, setting 9 = 180° recovers Equation 1.4. They show that 

screech frequency is in fact the limiting case of broad band shock noise in the upstream 

direction. Like Powell's source model, Harper-Bourne and Fisher's [8] source model 



CHAPTER 1.   INTRODUCTION 18 

does not consider the mechanism by which shock-cell noise is produced but instead 

only the sound field that results from a phased array of such sources. 

Howe and Ffowcs Williams [12] devised simple model for the imperfectly expanded, 

supersonic jet to obtain some basic insight into acoustic energy flux in the production 

of the shock-cell noise. The model utilizes the streamwise-invariant, vortex sheet ap- 

proximation to the round jet and the streamwise-periodic shock cell structure based 

on the linear description first developed by Prandtl [42] and later refined by Pack [32]. 

In their model, they construct acoustic source terms in the spirit of Lighthill's [21] 

acoustic analogy by considering the weak interactions between random, axisymmet- 

ric disturbances in the vortex sheet and the shock cell structure. They find that the 

dominant convection velocity of the large-scale eddies is "a principal factor determin- 

ing the total radiated sound power, essentially independently of the details of the 

interaction mechanism." Hence, within the regime of this model (small fluctuations) 

details of the shock-cell noise generation mechanism may not be important. 

Tarn [62] builds upon Howe and Ffowcs Williams' model by refining the description 

of the shock cell structure and jet disturbances. He devises a shock cell model com- 

posed of time-independent waveguide modes of the jet flow using the multiple scales 

expansion of Tarn et al. [70]. The turbulence structures are modeled by superimpos- 

ing jet instability wave modes, which are initiated by random white noise excitations 

based on the similarity arguments (see Tam and Chen [68]). The w«Jc interaction 

of these two components then give rise to the broadband sound field. Tarn's near- 

and far-field contour and directivity maps agree well with the experimental measure- 

ments of Norum and Seiner [30], predicting both the shift in peak frequency and the 

narrowing of the peak's spectral width as observer angle moves from downstream to 

upstream. 

Motivated by the supersonic jet screech problem, Kerschen and Cain [16] devel- 

oped a shock instability-wave interaction model for a single source. Their considera- 

tion of a single source arises from the observation that in jet screech, the shock-cell 

structure is short due to rapid mixing and therefore contains only a few dominant 

sources, which furthermore vary significantly in amplitude. Understanding the prop- 

erties of a single source, such as directivity, therefore becomes important.   Their 
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Figure 1.9: Schematic of the model problem, (r, 6) coordinate system defines acoustic 
field observer coordinates relative to approximate location of acoustic source. 

idealized flow consists of a vortex sheet, on which small disturbances are propagated, 

and an stationary, oblique Mach wave (and its reflection from the vortex sheet). As 

with the broadband shock-cell noise models above, the sound field resulting from the 

weak interaction of the vortex sheet disturbances and the Mach wave system is con- 

sidered. The Wiener-Hopf technique is used to accommodate the singularity at the 

interaction site. Kerschen and Cain predict that the radiation field of a single source 

peaks at 48° from the downstream direction, and decays rapidly in the upstream di- 

rection. They suggest that the apparent contradiction with the directivity typically 

observed in screech is corrected when multiple sources are superimposed in a phased 
array. 

1.3    Model Problem 

To study the mechanism by which screech is generated, we have devised a model 

problem that consists of an isolated shock reflection and a single shear layer (Fig- 

ure 1.9). We have reduced the shock-cell noise (and therefore, screech) source to its 
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fundamental elements. Its physical scope is similar to that considered in Kerschen 

and Cain [16]. However, within the context of this model, we admit shear layers 

of finite thickness and instability waves and shocks whose amplitude may be large. 

We have therefore retained sufficient generality to allow us to explore fully nonlinear 
interactions. 

In studying the screech source at this level we are omitting a number of phenomena 

which readily occur in screech. These are: 

1. Feedback—we wish to explore the relationship between instability amplitude 

and acoustic amplitude; feedback is eliminated to give us direct control over 
instability wave amplitude. 

2. Three-dimensional effects—the occurrence of screech in high aspect ratio jets 

demonstrates that the overall screech phenomenon, and therefore the screech 

generation mechanism, can be encapsulated in two dimensions; furthermore, 

the role of turbulence in screech is minor [13]. 

3. Full jet effects—these include cross-jet interactions such as antisymmetric os- 

cillation modes, disturbance propagation down the shock cell structure, and 

interference effects among multiple sources; these are extraneous to the basic 

screech generation mechanism. 

1.4    Overview of Thesis 

The overall objective of this study is to improve our understanding of the shock- 

cell noise generation mechanism, particularly at the high instability wave amplitudes 

typical of screech. We carry out direct numerical simulations to establish the noise 

generation behavior. We employ linearized Euler simulations to explore the depen- 

dence of the acoustic field on instability wave amplitude. Finally, we make use of 

geometric acoustics to verify the appropriate framework for understanding the sound 
generation process. 

The principal accomplishments and findings of this work are listed as follows: 
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• The velocity field is shown to be the critical feature of instability waves which 

result in the sound generation. Replacing the the DNS base flow with an incom- 

pressible vortex mixing layer solution with thermodynamic variations omitted 

is shown to reproduce much of the sound generation behavior, including the 

thresholding phenomenon. 

• The sound generation process is reproduced with geometric acoustics by inte- 

grating ray paths through a vortex laden shear flow. This result shows that 

the high amplitude screech generation process is fundamentally driven by the 

unsteady refraction of the incident shock and that "leakage" is an appropriate 

characterization. 

This thesis is organized as follows. Chapters 2 and 3 cover the numerical simula- 

tions. In Chapter 2 we focus on the details of the numerical methods, from the basic 

scheme, boundary conditions, to special considerations (shock capturing and filtering) 

and postprocessing. In Chapter 3, we outline the details of the actual implementation 

of the simulations and present the results of the simulations. In Chapters 4 and 5, 

we show that the basic results found in the Navier-Stokes simulations can be repro- 

duced and expanded upon using specially linearized Euler equations. In Chapter 6 

we consider the efficacy of a model based on geometric acoustics. Chapter 7 consists 

of conclusions and recommendations for future work. 



Chapter 2 

Numerical Simulations: Method 

2.1    Introduction 

In this chapter we discuss the numerical methods used to solve the Navier-Stokes 

equations when applied to the model problem for a screech-type source. Studying 

the model problem with solutions to the Navier-Stokes equations permits us to in- 

vestigate the screech generation phenomenon with fewest a priori assumptions about 

the nature of the sound source. We refer these computations as "direct numerical 

simulations", or DNS, to indicate that on the interior of the solution domain, the 

Navier-Stokes equations are solved without modeling any of its terms Because the 

screech phenomenon is not inherently linked to turbulence but instead to the large 

scale instability waves of the shear layer, it is acceptable to carry out these simula- 

tions at Reynolds numbers substantially below those of experiments and actual jet 

engine exhaust flows. 

In the following sections, we begin by summarizing the numerical methods. We 

then focus on the equations of motion, and the time and space discretization schemes, 

including those for shock capturing. This is followed by a discussion of the bound- 

ary conditions methods, where we also discuss inflow forcing and shock prescription. 

Finally we describe the computational mesh distribution. 

23 
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2.2    Numerical Method 

In the screech-type source model problem, shear-layer instability waves and vortices 

interact with an isolated region of the shock-cell structure. The model allows inde- 

pendent control over the amplitude and frequency of shear-layer disturbances as well 

as the strength and orientation of the shock. To simulate the shock-vortex interaction 

and the resulting sound, it is necessary to use accurate space and time discretization 

schemes. 

The simulations are based on a numerical solution to the unsteady compressible 

Navier Stokes equations in conservative variables [24]. The scheme uses the com- 

pact, sixth-order Pade scheme.[20] for computing spatial derivatives. It also makes 

use of the ENO scheme [58, 59] to capture discontinuities when necessary. Time ad- 

vancement is performed using the third-order Runge-Kutta scheme [79]. Boundary 

treatment consists of Thompson-type non-reflecting boundary conditions [36], and is 

augmented by damping-sponges [14] and buffer-zones [6]. 

2.2.1    Equations of Motion 

The simulations are based on numerical solutions to the unsteady compressible Navier- 

Stokes equations. In conservation form, the Navier-Stokes Equations are 

!>X) + g|(pXu;+p*<y = gi (2.2) 

^ + ^P.-+P>-] = -^ + g|(,^) (2.3) 

where the superscript ( )* indicates dimensional quantities. Note that the Einstein 

convention of summing over repeated indices is observed for brevity. The energy 

equation is expressed in terms of the total energy ££, which is comprised of the 

internal and kinetic energy per unit volume: 
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u*u* 
Et = P*(e* + ^-) (2.4) 

The constitutive relations close the system of equations.  We assume Stokes hy- 

pothesis holds so that the viscous stress is given by 

,/öu?     du*     2dul\ 

The Fourier law for heat conduction gives q* as 

dT* 
*=~k0^ (2.6) 

where k* is the thermal conductivity. The coefficient of viscosity and the thermal 

conductivity are not assumed to be constant (see below). The fluid is taken to be an 
ideal gas so that 

P*=p'R*T* (2.7) 

R* is the specific gas constant. 

The viscosity is assumed to vary only with temperature according to a power law, 

f « Cnn (2.8) 

where n = 0.67 (see White [78]).   The thermal conductivity k* is related to the 

coefficient of viscosity //* through the Prandtl number 

Pr = lf (2-9) 

which is assumed to be constant. 

The specific internal energy is related to the temperature through the specific heat 
at constant volume c*, 

e* = <T*- (2.io) 
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similarly the specific enthalpy is related to temperature through the specific heat at 

constant pressure 

h* = c*pT*. (2.11) 

The ratio of specific heats 7 = c*Jc* is assumed to be 1.4. 

The solutions to the equations of motion are carried out in nondimensional form. 

The nondimensionalizations of the flow quantities are based on a reference length 

(LQ), velocity (UQ), density (p£), and viscosity (p^). There is also a reference Mach 

number Mo = UQ/C£. 

x* t* u* p* a* 

LQ L*Q/u*0 Uo Po Ho 

p* p* T* 1        T* e* 
p'ovtf    7A^p5'       utf/c;    (7-i)M?r0*'&   u? 

where p*0 = pgitfVfrA^) and T0* = p^/p*0R* = <7[(7 - l)c;M0
2]. Substituting these 

definitions into the Navier-Stokes equations allows one to obtain the nondimensional 

set of equations. 

|(^) = -A(Wi+Ä) + ö| (2l5) 

w -iP'^^-^l^ (216) 

If one defines Reynolds number 

Re = ^ß (2.17) 

the constitutive relations are similarly nondimensionalized: 

_  p /dui     duj     2duk 
,;     ReKdxj     dxi     3dxk 

p    dT 
qi~    RePrdxi' 

), (2.18) 

(2.19) 
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p = -—-pT. (2.20) 
7 

2.2.2    Spatial Differencing Scheme 

The spatial discretization implemented in the simulations is based on the compact 

finite difference schemes studied by Lele [20]. These schemes are modified Pade 

methods, i.e., they use an implicit formulation to achieve high accuracy on a relatively 

small stencil. The schemes have also been shown to have low dispersion error, an 

important feature for aeroacoustic simulations. 

The first derivative of f(s) is approximated at Sj by 

fi-l + °l/i + fi+l = <*2 T  + o3  (2.21) 

where As, the grid spacing, is assumed to be uniform. To accommodate non-uniform 

grids, a mapping function h(s) is defined; see below. The coefficients are defined 

1 + 2ax 4 — di , 

where aY is taken to be 3. This stencil is applied to the interior of the domain, from 

i = 4toi = N — 3, where JV is the number of grid points in the s-direction. Near the 

boundary, the following stencils are used: 

2/{ + 4/-=-
5/l+

A
4/2 + /3;   i = l (2.23) 

f[ +4/^ + ^ = 3^^;   t = 2 (2.24) 

/2 + äi^ + /I = ä2^-^+ä3^4   i = 3 (2.25) 
As As 

where äi, 02, and ö3 are defined: 

,_l+2oi     .       l + 2äi     _       4-äi 
°' = 164Ö^; °2 = ^; ^IT (2'26) 
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Analogous stencils axe obtained for the points i = N — 2, N — 1, and N. The 

differencing scheme is sixth-order accurate for the interior points (4. < i < N — 3), 

fourth-order accurate at i = 2,3, N — 2, N — 1, and third-order accurate at i = 1, N. 

When the computational grid is non-uniform, it is possible to retain the accuracy 

of differencing provided the grid is defined in terms of an analytic mapping function h 

such that h(s) = dx/ds. The approximation to the first derivative on the nonuniform 

grid is then 
df     l df 

(2.27) 
dx     h(s) ds 

Second derivatives are also approximated in an implicit fashion: 

ill       ,   .    til   ,    ///           L  /i+l ~ 2/i + /»-I    .   .    /t-t-2 - 2/j + /j-2 . . 
fi-l + bUi   + /i+l = b2 ^2  + b* A^2  (2-28) 

where 

42 = 4^i;   63=^ (2.29) 

61 is set to 11/2 to achieve 6th order accuracy. The boundary stencils are 

f" + 11f"        13/l~27/2 + 15/3-/4. .         . 
/l + u/2  =  ^2 ;    % = 1 ^2-30^ 

f" 1 inf'x /" — 12(/3 -2/2 + /1)      .     _ /0,n /1 + 10/2 + /3 = ^5 ;   t = 2 (2.31) 

To obtain the second derivative on a non-uniform mesh, one simply differentiates 

Equation 2.27 with respect to x. 

^!Z = l^/_^5/ aw 
dx2      h2ds2     h2dx {      ' 

For both first and second order derivatives, a system of linear equations is obtained. 

Matrix inversion is carried out with LUJ factorization using the Thomas algorithm 

for tri-diagonal matrices. 
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2.2.3    Temporal Differencing Scheme 

The solution is advanced in time in an explicit fashion using the compact storage, 

third-order accurate Runge Kutta method of Wray [79]. The scheme, when applied 

to the model equation dy/dt = f(y, t), has the following predictor-corrector form: 

J/n+1/3 = Vn + —Atf(Vm *n) (2.33) 

1 5 
S/n+2/3 = Vn + ^Atf(yn, tn) + ^Atf(yn+1/3, tn+1/3) (2.34) 

1 3 
Vn+l = Vn + jAtf(yn, tn) + -At/(j/n+2/3, in+2/3) (2.35) 

where 
8 2 

in+i/3 = t + — At;   tn+V3 = tn +-At. (2.36) 

Flows considered herein are dominated by inviscid, rather than viscous, behavior. 

Mahesh et al. [24] documents the convective and viscous stability criteria for the 

RK3-Pade scheme. Based on these criteria, we show here that the time step is 

constrained more by a convective numerical instability than by a viscous numerical 

instability. The stability limits are deduced from model convection and diffusion 

equations, which approximate the convective and viscous terms of the Navier-Stokes 

equations, respectively. The convective stability limit, expressed in terms of CFL 

number, is 

CFL 
|ui| +c     |u2| +c 

A ,      . A« < 0.871. (2.37) 
L    Axi Ax2    \max ' 

In practice the CFL number is limited to around 0.5 for accuracy reasons. Time step 

At is often held fixed to accommodate post-processing methods which require equal 

time-spacing. The viscous stability limit is given by 

At (   1 1   \ 
+ X3 < 0-365. (2.38) Re \Axl     Axl 'max 

For a CFL = 0.5, Re = 1000, Axi = 1/10, and (Ax2)min = 1/15, which are typ- 

ical values for simulations we have run, the left hand side of Equation 2.38 evaluates 

to approximately to 3.6 x 10"3, i.e., well within the viscous stability limit. 
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2.2.4    Shock Capturing 

Resolving shocks with the spatial differencing scheme given above would require ex- 

tremely dense grid spacing in regions where shocks are expected to arise. When the 

shocks move, the region of high grid density must be expanded to cover a larger re- 

gion. For an explicit time advancement scheme, the small grid spacing imposes a high 

cost not only through increased grid sizes but also through a comparable reduction in 

the time step necessary to maintain numerical stability. It is therefore important to 

employ a shock-capturing scheme to accommodate discontinuities of interest in the 

numerical solution. In this section we describe the implementation of the essentially 

non-oscillatory (ENO) shock capturing scheme. The ENO schemes were first devel- 

oped by Harten and Osher [9]. The scheme described here is based on the improved 

versions of Shu and Osher   [58, 59]. 

The ENO shock capturing method uses the traditional Lax-Friedrichs splitting of 

the inviscid fluxes, 

f(q) = f+(q) + f-(q) (2.39) 

where 

f± = (f±aq)/2 (2.40) 

and a is the maximum value of |u| + c in the x direction within the ENO zone (along 

rixed y). We consider each direction in a quasi-one-dimensional fashion. In the 

Navier-Stokes equations the inviscid fluxes appear in the form df/dx. The derivative 

of these fluxes are then 

df ± 

dx /J+1/2A/J~1/2 (2-41) 

The numerical fluxes are defined using an expression which is general for arbitrary 

order r. If index i is the leftmost point in the stencil, then the numerical fluxes are 

/j+1/2   : 

/j-1/2   : 

]C cENo(i - j, m)/*[»', rn) (2.42) 
m=0 
-J: 
/(i-l)-l/2 (2.43) 
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where cENO(,,m) is the coefficient matrix for the stencil of general order, 

1 3+m    s+m 

cENo(s,m) = --~-Y:    II   (-P+1) (2.44) 
V ''1=3   P=S,p^l 

and /±[j, k] are differences of p: 

' ^ 

/[7,*] = / (UJ), k = 0 

{ Hi + hk-lj-f^k-l],   k = l,...,r 
(2.45) 

An adaptive procedure is used to determine i (the leftmost point of the stencil); the 

purpose of the procedure is to strongly inhibit the differencing across the discontinuity: 

t = • - 1  if 2|/±[i, k}\ > \f±[i - l, *]|;   k=l,...,r. (2.46) 

The factor of 2 left of the inequality is a scaling which reduces the likelihood of 

instability. The same scheme is applied for the Xl and x2 directions. 

The "ENO zone" is a rectangular region in which the shock is expected. The ENO 

scheme is used to compute inviscid fluxes within this zone; the Pade scheme is used 

elsewhere. The extent of this zone for which ENO scheme is applied is indicated in 

Figure 2.1. The left boundary of the zone was designated to be 28 to the left of the 

entry point of the shock on the lower boundary and 65 to the right of the mean shock 

reflection site (e.g., XaTC/8 = 20 for Case A as reported in Chapter 3). The lower 

boundary of the ENO zone coincides with the lower boundary of the computational 

domain, whereas the upper boundary was located 5«J above VsTC. 5 is the initial 

vorticity thickness of the shear layer. See Section 2.5 for implementation of oblique 

shock boundary condition. Note that the ENO scheme is used only for a small subset 
of simulations as indicated in Table 3.4. 

2.2.5    Numerical Filtering 

The appearance of shocks in an unsteady, supersonic flow is often unavoidable. When 

shock capturing as outlined above is used in a simulation, it is directed toward specific 
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Figure 2.1: Approximate typical placement of ENO zone relative to shock position. 
ENO zone is located within the dashed line. 

zones within which the shocks are known to be strong. Due to its computational 

expense, shock capturing cannot be efficiently applied throughout the domain. A 

growing unsteady shear layer at sufficiently high convective Mach number gives rise 

to traveling shocks (e.g., eddy shocklets), which, if left untreated, would lead to an 

unstable solution. In recognition of these effects, we apply a filtering scheme which 

eliminates the high wave number (primarily 0 delta wave) numerical errors from the 
solution. 

We apply the sixth order Pade filter, as documented in Lele [20].   Setting ß in 

[20] to zero, the general form of the function is 

a/i-i + fi + afi+1 = afi + -(/i+3 + /<_3) + |(/i+2 + /<_2) + b-{fi+l + f^)   (2.47) 

where f{ is the filtered value at x,. Formulated in terms of a low pass transfer function, 
we have 

a + bcosjw) + ccos(2tt;) + dcos(3w) 
1 + 2a cos (tu) 

T(w) = (2.48) 
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where w = kAx is the wave number normalized to the grid element size and 

a= -(5 + 6a + 16d) (2.49) 

6 =-(1 +2a-2d) (2.50) 

c=--(l-2a + 16d) (2.51) 
0 

If we take d = 0, we obtain a reasonable low-pass filter for a < 0.5. Rearranging 

the coefficients, we obtain: 

fi-i + ~fi + fi+i = ^fi + ^(/i+2 + fi-2) + ^(/i+i 4- fi-i) (2.52) 

or 

fi-i + ac'U + fi+l = a'fi + b'(fi+l + /U) + c'(fi+2 + fi_2) (2.53) 

where a' = \/a and 

a' = ^ = ^(5a' + 6) (2.54) 

Boundary treatment for non-periodic boundary conditions are as follows (explicit 

fourth order accuracy with exact filtering of w = 7r): 

h = ig/i + ^(4/2 - 6/3 + 4/4 - /5) (2.57) 

/2=4/2 + jg(/i+6/3-4/4 + /5) (2.58) 

Similarly, for the opposite boundary: 

15 1 
IN = —JN + Yg(4/w-i - 6/tf-a + 4/^_3 - fN_A) (2.59) 
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3 1 
IN-I = 4/tf-i + —(fff + 6./W-2 - 4/JV-3 + IN-A) (2.60) 

In Figure 2.2 we show the transfer function for a' = 2.222. The second graph in 

the figure gives an indication of the wave number range over which the modification 

by the transfer function exceeds 1% In practice the filter is applied only every tenth 

time-step. Therefore the filtering should have little impact on features for which 

w = kAx < 7r/2. In Appendix B we demonstrate that this choice of filter parameter 

has little impact on the accuracy of the results. 

2.3    Boundary Conditions 

The boundary conditions are considered in the context of their application, namely, 

an aero-acoustic flow simulation. The flow consists of a supersonic shear layer of finite 

thickness, bounded on the top by an essentially quiescent region (see Figure 1.9). An 

oblique shock or compression wave, which impinges on the shear layer, is introduced 

from the lower boundary of the domain. Instability waves are generated by forcing the 

inflow at the left of the domain. The instability waves grow and evolve into vortices, 

which then must exit the domain through the outflow boundary at the right. The 

interaction between the unsteady shear layer and the oblique shock results in acoustic 

waves which radiate in most directions, including back into the supersonic stream. 

To simulate this flow it is crucial that highly accurate numerical boundary con- 

ditions are employed. These boundary conditions must allow the following: (1) a 

controlled inflow perturbation without spurious numerical feedback (i.e., avoid spu- 

rious numerical receptivity), (2) oblique shocks to be prescribed and anchored at the 

computational boundary, (3) large-scale vortical disturbances to exit from the out- 

flow boundary without creating significant reflection, and (4) acoustic disturbances 

to propagate out of the computational boundary without significant reflection. 

Three types of boundary conditions are used: 1) Thompson-type nonreflecting 

boundary conditions [74], 2) the damping sponge [14], and the buffer-zone [6]. The 

boundary conditions are either used alone or in combination. The Thompson bound- 

ary conditions are applied at the boundary directly, whereas the other two methods 
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Thompson NRBC 

Damping Sponge 
and 

Buffer-zone 

366 

Figure 2.3: Boundary zones for the numerical simulations. 

are applied over a region adjacent to the boundary, which we call the "boundary 

zone". As shown in Figure 2.3, the Thompson boundary condition is applied only to 

the upper boundary. The damping sponge is applied at all four boundaries, and the 
buffer-zone is applied only at the outflow. 

The Thompson-type boundary conditions are based on a one-dimensional char- 

acteristic analysis, where incoming characteristics are set to zero so as to eliminate 

reflections. The damping sponge method [14] involves the addition of a source term 

to the equations of motion; in the boundary zone, this source term drives the solution 

toward a prescribed solution. The distribution of the source strength is varied from 

zero to a maximum value across the boundary zone, thereby damping out unwanted 

disturbances as they exit the computational domain. The buffer zone [6] changes the 

convective terms of the Navier-Stokes equations such that characteristics associated 

with traveling disturbances become entirely outward-going at the boundary. At in- 

flows, this permits one to prescribe all quantities, whereas at outflows, one need not 
prescribe any. 

The rationale for using the various boundary conditions in combination is several 

fold.   The first reason is to satisfy well-posedness: even the Thompson BC should 



CHAPTER 2.   NUMERICAL SIMULATIONS: METHOD 37 

be used with the damping sponge when the flow crossing the boundary is subsonic. 

However, in the case of the buffer-zone, the Thompson boundary conditions are no 

longer necessary since the characteristics have been modified to be entirely outgoing 

or incoming; on the other hand, a damping sponge remains necessary for the purpose 

of damping a persistent steady-state error. 

2.3.1    Computational Methodology 

Thompson-type non-reflecting 

The Thompson boundary conditions fall in the class of characteristic-based boundary 

conditions for hyperbolic systems. These boundary conditions make use of informa- 

tion transported along characteristics to predict the boundary values in a numerical 

solution. These methods typically invoke the assumption that disturbances propagate 

only normal to the boundary. The Thompson boundary condition modifies boundary 

terms associated with inviscid transport in Navier Stokes equations. These transport 

mechanisms consist of acoustic wave propagation and the advection of vorticity and 
entropy. 

Consider the two-dimensional Navier-Stokes equation expressed in conservation 
form. 

<9Q     dFj,     dF2 

dt+~&r1 
+ e£ "vlscous terms (2-61) 

For a boundary normal to the ^-direction, i = 1 or 2, only the terms contained in 

the inviscid flux expression dF./dx, are approximated using characteristic variables. 

The amplitude variation of characteristic waves for the xx direction are [74] 

Li = (ui-c)fö~4ä (2-62> 
12   =   *X{?*k-&) (263) 
r du2 
L*   =   ^ex~x (2.64) 
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L> - ("1 + C)S+^) <2-65) 

where c is the local speed of sound. The coefficients (iti - c), m, and (u\ 4- c) are 

the characteristic velocities. Based on these velocities, the variables Lm associated 

with outgoing characteristics are evaluated based on interior points, whereas those 

associated with incoming characteristics are zeroed so as to eliminate the reflection of 

the inviscid normal disturbances. These characteristic variables are then rearranged 

to obtain the terms that appear in the flux expression dFi/dxi: 

di 
djpui) = \_(T   t Lt + Li 

dxi        c2 
i(i2 + £i±M (,66) 

, du\     Li — Li , 

* = u'wr^~ (2-68) 

d4   =   ui-^— = L3 (2.69) 

While this boundary condition scheme is well suited for planar acoustic distur- 

bances traveling in the x\ direction, acoustic waves traveling obliquely to the xi axis 

and features corresponding to large disturbances in vorticity, such as disturbed shear 

layers, result in large reflections. To address these, the following ac1 oitional boundary 

treatments have been implemented. 

Damping Sponge 

Consider a system of equations of the form 

dQ 
dt 

= L(Q) (2.70) 

where Q = Q(x, t) and L is a general nonlinear operator. Then we can modify these 

equations by adding a source term to the right hand side which provides a negative 

feedback: 
dQ 
-^ = L(Q)-a(x)(Q-Qref) (2.71) 
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Damping 
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C/m0I{l+tanh[/r(i(,-x1)]}/2 

Figure 2.4: Schematic of boundary zone shape functions for damping sponge and 
buffer-zone. 

where the prescribed reference solution, Qre/ = Qre/(x,£), may be unsteady. The 

sponge coefficient, a(x), is non-negative everywhere. The boundary zone is defined 

for regions in which a > 0. Following Mahesh et al. [24] the sponge coefficient is given 

a cubic distribution, 

a(x) = > H—la 

0 

if xa < xi < Xb 

otherwise 
(2.72) 

where a^x > 0 is the maximum sponge strength, at the computational boundary, 

and xa and xb demark the inner and outer edges of the boundary zone, respectively, 

and xi is the coordinate perpendicular to the boundary (see Figure 2.4). In practice, 

individual sponge functions are defined for each boundary; in the vicinity of corners, 
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the boundary zones overlap, and a combined sponge function is defined. For instance, 

in a two-dimensional domain, such a sponge function may have the form 

<T(XU X2) = ffi(zi) + <72(x2) (2.73) 

The reference solution is prescribed by the implementer, usually using information 

and assumptions known before carrying out the computation. In many circumstances, 

a good prescribed solution is not known outright. For instance, if the damping sponge 

solution were to be used to absorb outgoing shear layer vortices, it would be difficult 

to know the unsteady solution at the boundary a priori. The usual alternative is to 

provide a mean flow reference solution which sustains the overall mean structure of 

the flow, but does not accommodate the unsteady feature, other than to damp them. 

There are instances where it is desired that the reference solution be imposed in an 

unsteady fashion. In the present application, such a reference solution is imposed in 

the inflow sponge with the intent that the instability waves prescribed at the inflow 

are not damped or otherwise modified as they pass through the sponge. The inflow 

forcing is described in more detail in Section 2.4. 

Buffer Zone 

The buffer zone boundary treatment, like the damping sponge, is comprised of a 

ziiodification to the equations of motion in the vicinity of the boundary. Instead of 

damping outgoing disturbances, however, the buffer zone method modifies the char- 

acteristics variables associated with traveling disturbances such that they resemble 

characteristics one would encounter in supersonic flow. In so doing, the characteristic 

variables may either be completely specified (as at a supersonic inflow) or completely 

unspecified (as at a supersonic outflow). 

Here we visit the basics of the formulation; a more complete description is available 

in Freund [6]. Generically speaking, the Navier-Stokes equations can be expressed in 

conservative form as: 

-or + -n— = S (viscous terms) (2.74) 
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The characteristics in the streamwise direction (the xi) direction are modified by the 
addition of a "convective" term 

dQ     dFi <9Q 
!k+~dx~+ pU^Xl>~dx~ = S (viscous terms) (2.75) 

Similar to the damping sponge coefficient <r(xi), the coefficient U(xx) is prescribed 

according to a distribution in the boundary-normal direction. A characteristic anal- 

ysis will show that the characteristics (in the Zi-direction) will propagate at speeds 

MI + U + c, ui + U - c, and ux + U (two characteristics). Therefore, to ensure that 

all characteristics are either incoming at the inflow or outgoing at the outflow, it is 

necessary to set at the boundary such that m + U - c> c for a mean flow to the right. 

There are some issues with regard to how the function U{xx) is distributed; in the 

present study we follow Freund [6] and make use of a hyperbolic tangent distribution 

which is centered at the outflow boundary, and decaying toward the interior: 

^(ar1) = ^{l+tanh[/r(a;1-x6)]} (2.76) 

where xb is, again, the outflow boundary coordinate (see Figure 2.4). fr is a parameter 

which is chosen such that U{xa) = ipU^, 0 < V < 1, where xa is the boundary zone 

interior coordinate. Therefore, as implemented, the buffer zone term acts on the 

entire domain. For xp < 1, though, the influence of the buffer zone terms for xi < xa 

are minimal. Values for xa, xb, and if; are given in or can be deduced from Table 3.2. 

In practice, according to Freund, it is also necessary to combine the use of the 

damping sponge with the buffer zone. The sponge damps steady-state error which 

persist in the buffer zone region. (The steady-state error is thought to be caused by 

disturbances traveling according to characteristics of zero velocity somewhere within 
the sponge.) 

Validation of outflow boundary conditions 

The outflow boundary condition consists of the buffer zone and the damping sponge. 

To determine satisfactory boundary condition coefficient settings, we carried out a 
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Figure 2.6: Instantaneous measure of maximum pressure difference in interior domain 
compared to original vortex pressure deficit in free vortex tests of four boundary 
conditions. Reflection coefficients for each case are indicated. 

The specifics of the exit zone parameters for these configurations are as follows. 

The length of the exit zone is 365 except in configuration 1. For the cases which 

employ the damping sponge (2 and 3), a-ma* = 0.15. This value was arrived upon in 

the optimization survey depicted in Figure 2.7. The value of the buffer zone function 

at the domain exit is UmaX/U\ = 1.2, where U\ is the high speed stream velocity in 

the simulations, ip = 10-3. The grid spacing is uniform in x\ at Ax/<5 = 0.2. 

As determined by the plots in Figure 2.6, there is marked reduction in the reflec- 

tion coefficient due to a free vortex when one considers either the buffer zone or the 

optimized damping sponge, compared to the Thompson condition alone. The perfor- 

mance of the buffer zone alone is only marginally better than the damping sponge 

alone. The use of the buffer zone eliminates the need for Thompson boundary con- 

ditions out the boundary zone outflow. The addition of the damping sponge to the 

buffer zone was found to result in only a modest further improvement in reflection 

coefficient within the time sample of this test. However, as can be seen in Figure 2.6 
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Figure 2.7: Damping sponge coefficient a optimization at fixed sponge length for free 
vortex boundary condition test problem. 

the buffer zone reflection error is slow to disperse and may be cumulative as addi- 

tional vortices pass into the boundary zone. The cases with combined buffer zone 

and damping sponge indicate a more rapid decay in the reflection. 

2.4    Inflow Forcing 

The instability wave disturbances are introduced at the inflow boundary. The dis- 

turbances are forced harmonically according to eigenfunctions obtained from a linear 

stability analysis. For the inflow disturbances to remain undamped as they pass 

through the inflow damping sponge, we must define a reference solution based on a 

prediction of the convection and growth of the instability waves over the width of 

the sponge. The linear stability theory provides an adequate prediction if we assume 

that, within the sponge, the amplitude of these waves remains within the limits of 
the linearized theory. 

We decompose the reference solution into a steady component, the mean shear 

layer, and an unsteady component, the predicted instability wave. 

Qre/ = Qre/(x) + Q:e/(x,i) (2.78) 

The steady component Qre/ is described in the following section (2.4.1), whereas 

the details of the unsteady component are outlined in the subsequent section (2.4.2). 

According to the stability theory, the description of the instability wave in space and 
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time can be decomposed into a product of terms corresponding to the shear-layer- 

normal variation (the eigenfunction), the streamwise growth, and the streamwise 
convection: 

Qre/ = Q'ref(x2)e-
aiX^a^-^ (2.79) 

-on, Qv, and 10 are respectively instability wave growth rate, wave number, and 
frequency. 

2.4.1 Inflow profile and initial condition 

The mean inflow profile is based on a similarity solution to the compressible boundary 

layer equations. The procedure for obtaining this profile is documented in detail in 

Lu and Lele [23]. It is based on the Howarth transformation (see Schlichting [53]) of 

similarity solutions to the incompressible boundary layer equations and is generalized 

by Lu and Lele [23] to accommodate skewed shear layers; here the skew angle is 

set to zero. A system of ordinary differential equations are solved numerically, with 

a far-field temperature ratio of unity. Figure 2.8 depicts the velocity, density, and 

temperature profiles of the inflow for M = 1.2. 

2.4.2 Stability Analysis 

The eigenfunctions for the inflow forcing are obtained from a linear stability analysis, 

with the inflow profile obtained above as the base flow (the parallel flow assumption 

is invoked for the stability analysis). Only the inviscid linearized disturbance equa- 

tions are considered, since the instability mechanism of the shear layer is inviscid. 

In the spatial stability analysis (as carried out as in Lu and Lele, again with the 

skew angle set to zero), the normal mode assumption is made for disturbances in the 

streamwise direction, yielding a system of ordinary differential equations in the trans- 

verse coordinate. The dispersion relation which arises from the numerical solution of 

these equations gives a relationship between disturbance stream-wise growth rate and 

instability wave-number; and a relationship between instability wave frequency and 

instability wave number.  Based on the dispersion relation, a specific frequency (or 
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Figure 2.8: Mean inflow profile for Mach number M = 1.2, Re = 1000. Pressure is 
uniform; density is obtained through ideal gas law. 



CHAPTER 2.   NUMERICAL SIMULATIONS: METHOD 47 

Figure 2.9: Dispersion relation for stability analysis based on shear layer given in 
Figure 2.8. Simulations are carried out at the most unstable frequency and at its 
sub-harmonic. — instability wave number ov, growth rate (-a*). 

f/fo U) ar -oti A, Shear Layer 
1.0 
0.5 

0.328690 
0.164345 

0.616465 
0.268053 

0.212204 
0.150150 

10.1923 
23.4401 

SLO 
SLl, SL2, SL3 

Table 2.1: Eigenvalues used in instability wave forcing at inflow; shear layer cases are 
SLn are given ii. Table 3.3. 

"eigenvalue") is chosen and substituted back into the system of equations to obtain 

eigenfunctions. These eigenfunctions describe the dependence of the relative distur- 

bance magnitude and phase on the transverse coordinate. Unique eigenfunctions are 

obtained in this manner for streamwise and transverse velocity fluctuations and the 

density and temperature fluctuations. 

Figure 2.9 illustrates the dependence of frequency and disturbance streamwise 

growth rate as functions of streamwise wave-number for the mean flow profile shown 

above. The forcing frequencies chosen for the simulations described below are indi- 

cated. Figure 2.10 shows the eigenfunctions for velocity and temperature fluctuations. 
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Figure 2.10: Real and imaginary parts of instability wave eigenfunction distribu- 
tions corresponding to eigenvalue v/(U/6) = 0.164345 (subharmonic of most unsta- 
ble mode).  — p'/u'^, u'K^, - - - v'/u'^, - - - T'/u'^. u'^ is the 
amplitude of the streamwise velocity fluctuation and serves as the scaling parameter 
for the instability wave mode. Note that the nondimensionalization for temperature 
given here is V = T'*/T^. 



CHAPTER 2.   NUMERICAL SIMULATIONS: METHOD 49 

il. 

-Outflow- 

\avier Stokes Region 

Inflow- 

~*rtflecitR~ 

Figure 2.11: Schematic of how oblique shock is introduced by lower sponge into 
computational domain, and its effect on the mean flow. 

2.5    Incident Wave 

Depending on the case, either an oblique shock or compression wave is imposed on 

the lower boundary. Figure 2.11 depicts schematically how the shock is imposed 

upon the flow through the lower boundary sponge, and how it reflects from the shear 

layer in the form of an expansion wave fan. The flow pass;ng through this wave 

system turns toward the shear layer successively twice, thereby deflecting the shear 

layer away from the supersonic stream. The sponge must also accommodate and 

absorb the expansion waves. The sponge serves the purpose of holding the shock and 

absorbing unsteady disturbances which travel down the expansion waves during the 

shock vortex interaction. 

Whereas the shock is by definition a thin feature through which entropy increases 

as flow variables make a significant jump, the compression wave consists of a similar 

transition, except that the wave profile is widened and the jump is reduced to the 

extent that the wave remains essentially isentropic. The motivation for considering 

these weaker, wider compression waves consists of the following: 1) the elimination of 

the thin shock permits computations without discontinuity-capturing schemes, which 
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axe computationally expensive; 2) the weaker and wider compression wave is found 

to result in a radiated acoustic wave profile whose features can be resolved on a 

coarser mesh; and 3) the weaker compression wave deflects at a smaller angle, thereby 

increasing the effectiveness of the subtraction technique for obtaining the acoustic 

field; 4) the weaker waves are more amenable to small-disturbance modeling. 

As it was necessary to verify that the compression waves produce interactions 

which retain the gross behavior of the shock instability wave interactions, we carry 

out both simulations with shocks and with compression waves. 

2.5.1    Shock and Prandtl-Meyer Expansion 

In the case of the shock, the jump in the flow variables is a significant fraction of the 

mean, and the width of the shock is thin enough to require shock-capturing. The jump 

conditions are the Rankine-Hugoniot conditions for a normal shock, with velocities 

modified appropriately to accommodate the obliqueness. At the lower boundary 

and in the sponge, the width 6shock of the imposed profile is estimated based on 

the expression for the thickness of a weak laminar shock (see the Taylor analysis in 
Mahesh et. al [24]: 

ci<5shock        6.89 , 

where Mx is the upstream normal Mach number, ci the upstream speed of soun^, 

and vi the upstream kinematic viscosity. The profile itself is imposed in the shape of 

a hyperbolic tangent. 

The imposed boundary and sponge profiles for the reflected expansion are based on 

the idealized Prandtl-Meyer expansion emanating from the point at which the shock 

would intersect the centerline of the shear layer (discounting shear-layer thickness 

effects). Providing a precise description of the reflection is not critical given the 

unsteady nature of the disturbances which interact with the compression wave; most 

important is that the overall mean flow changes be accommodated. Figure 2.12 

illustrates the details of expansion fan system approximation. 
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Figure 2.12: Detail of P-M expansion, which arises from the reflection of the shock 
off the shear layer. 

2.5.2    Compression Wave Prescription 

The compression waves, though imposed with strengths somewhat weaker than in the 

shock cases investigated, are still of magnitude where convergence of Mach lines must 

be accommodated, particularly to avoid the formation of a thin shock. The width of 

the oblique compression wave, denoted w, corresponds to the theoretical separation 

of the leading and trailing Mach waves at the center-line of the mean shear layer 

(discounting finite shear layer width effects; see Figure 2.13). This separation is 

denoted w . The details of the geometry are given in Appendix A. 

2.6    Computational Mesh 

In order to reduce overall computational costs while retaining numerical accuracy, 

it is necessary to reduce the density of grid points away from the shear layer by 

using a nonuniform mesh. As described earlier, the numerical method relies on an 

analytic mapping function h(s) = dx/ds to compute first and second derivatives 

on a generally nonuniform mesh. In the direction perpendicular to the shear layer, 

the analytic function is defined for the present simulations in terms of three distinct 
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Figure 2.13:  Schematic of compression wave system, with width w defined as indi- 
cated. Further detail of geometry is given in Appendix A, Figure A.l. 
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zones: the shock region, the shear layer, and the outer flow. The grid is uniform in 

the stream-wise direction. 

As shown in the left side of Figure 2.14, we define the function r(s) which defines a 

mapping from the computational domain to the unsealed physical domain (mapping 

from [0,1] to [0,1]). Two control points, sa and sb, demarcate the borders of the three 

regions in the computational domain, and the corresponding control points ra and rb 

indicate where the borders will lie in the (unsealed) physical domain. Through these 

points, the slopes of the line segments (mi, m2, and m3, respectively) are defined: 

ra rb — ra mi — —,   m2 = ——— 
S0 Sj>      sa 

m3 = 
1 - Sb 

(2.81) 

these slopes are proportional to the grid element size Ay for each region. To con- 

struct the function with smooth transitions between the line segments, we define its 

derivative as follows: 

r'(s) = m1 + 'i(m1-m2) l+tanh(—-)  + -(m2-m3) l+tanh(^-^)    (2.82) 

where wa and Wb control the transition width between the regions. The unsealed grid 

mapping function is then obtained by integrating Eq. 2.82 from s = 0 to s: 

r(s) = -(mi + m3)   +(rn2 - mi)i/;aln jcoshf ^j 

+(m3 - m2)wb\n coshf ^ J 

y(s) is found by scaling r(s), 

+ (mi - m2)u;a In 

+ (m2 - m3)wb In 

coshf ^ j 

coshf^) 

y(s) = r(s)(ymaa: - ymi„) + y„ (2.83) 

and h(s) is obtained by scaling r'(s), 

h(s) = r'^iymax ~ Umin)- (2.84) 
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Figure 2.14: Left, unsealed grid mapping function for the vertical mesh direction, 
showing the three regions (from the left) of shock, shear layer, and outer. Right. 
scaled grid mapping function y(s) used in actual simulations. AysL is the the width 
of the shear layer region. 

The mapping function y(s) used in simulations documented in the next chapter 

is shown on the right in Figure 2.14. In this grid, we have set 

sa — 0.23, St = 0.75,   and wa = Wb = 0.05 (2.85) 

and 
(yo - AySL) - Vmin       , {yo + AySL) - 2/„ ra =    and  rb = — — (2.86) 

*Jy Uy 

where y0 = 0 is the nominal center of the shear layer, AysL = 105 is the width 

of the shear layer region, and Ly = y^x - ymin is the height of the domain. The 

analytic mapping function h(s) and physical distribution of grid density 5/Ay(y) 

is shown for these parameter settings in Figure 2.15. The ^/-mapping described by 

these parameters is used in all of the Navier-Stokes (Chapter 3) and linearized Euler 

(Chapter 5) simulations discussed in this work. 
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Figure 2.15: Left: analytic mapping function h(s) for actual grid in y-direction, which 
is also Ay (s). Right Grid density (elements per reference length 6). 



Chapter 3 

Results from Direct Numerical 

Simulations 

3.1    Introduction 

In this chapter we present the results of the direct numerical simulations, using the 

numerical methods for solving the Navier-Stokes equations described in the previ- 

ous chapter. We will demonstrate that the sound generation process of a screech- 

type source is best described as "leakage" of the incident shock or compression wave 

through the shear layer as enabled by the passage of the instability wave vortices. We 

also explore the dependence of the radiated acoustic field on the parameters of shock 

(or compression-wave) strength, width, and instability wave amplitude. 

We begin our discussion of the simulations by presenting results for a free shear 

layer in absence of any incident shock or compression wave. We document its behavior 

and measure instability wave amplitude as a function of streamwise coordinate over 

a range of forcing conditions. These reference flows are used both to help extract the 

acoustic field in simulations containing incident shocks or compression waves and to 

provide basic instability wave data for theoretical analyses described in later chapters. 

We then present the results for a shock incident on a steady shear layer to illustrate 

the mean effects of the interaction. In Section 3.4 we describe the basic nature of the 

shock instability-wave vortex interaction and the resultant sound generation. We then 

56 
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and compression wave interaction, and further form the base flow for linearized Euler 

simulations described in the next two chapters. 

All shear layers explored in this study have a Mach number of 1.2, a choice which 

represents a tradeoff between conditions sufficient to impose a reasonably strong shock 

and the need to eliminate other sources of sound. At minimum, a supersonic flow 

is of course necessary to support a standing oblique shock or compression wave in 

the high speed stream. There is also an upper limit on the Mach number. Above a 

certain Mach number the instability waves move at speeds supersonic relative to the 

quiescent side of the shear layer and emit Mach waves. However, it was found that 

even for Mach numbers such as 1.4 or 1.5, strong eddy shocklets readily form above 

and below the saturated vortices. As these shocklets require high resolution and 

because they can also serve as unintended sources of sound, the flow Mach number 

was reduced to 1.2. The steeper shock or compression wave angle at this Mach number 

also conveniently reduces the necessary length of the computational domain. 

The Reynolds number of the shear layers studied is 1000 based on initial vorticity 

thickness 6 and the velocity of the high speed stream, Ux. At this Reynolds number 

and at a grid density of 15 nodes per vorticity thickness in the direction across the 

shear layer, the entire instability-wave vortex evolution was sufficiently resolved. 

The forced shear layers presented in this work are summarized in Table 3.3. The 

forcing frequency is obtained from lir^ar stability analysis of the inflow profile, as 

described in Section 2.4.2. Case SLG was obtained by forcing the inflow at the most 

unstable frequency. Because of a spurious, rapidly growing subharmonic mode that 

leads to vortex pairing, only one case involving an incident wave interaction was 

carried out for this shear layer (Case Al; see Table 3.4). A reduction in the forcing 

frequency to half the most unstable frequency was found to satisfactorily suppress 

the subharmonic mode and prevent vortex pairing within the computational domain. 

The remaining shear layer cases (SL1 through SL3) are carried out at this frequency. 
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cases f/fo \Ü\max/Ui Xi/S X/6 
SLO 1.0 2.00 x 10"2 10.2 15.9 
SL1 0.5 2.00 x 10"2 23.4 31.9 
SL2 0.5 6.32 x 10"3 23.4 31.9 
SL3 0.5 2.00 x 10-3 23.4 31.9 

Table 3.3: Summary of free shear layers cases reported. f/f0 is the forced frequency 
normalized by the most unstable frequency of the shear layer, /0 = f*o/(U*i/5*) = 
0.328690/27T. Xt is the instability wave length. Other parameters are defined is 
Section 3.3 

3.2.1    Instability Wave Amplitude 

A measure of shear layer amplitude is based on fluctuation velocity magnitude, sam- 

pled at stations in the streamwise coordinate x. In terms of the square of the fluc- 

tuation velocity magnitude, we define the square of an instability wave amplitude 
as 

ppä + PS) 
2 

where for any f(t), its average over fundamental oscillation period T is J = T_1 /0
T f(t)dt. 

We can decompose this measure of instability wave amplitude (squared) into the con- 

tributions due to the streamwise and transverse velocity fluctuations: 

o       /"+0° 
K2 = 

J—oo 
-dy (3.1) 

K' = Kl + Kl (3-2) 

where 

r+oo 7,/2 . 2 r+ocuu 
U   = 7-oc Ydy 

J—oo     Z 
(3.3) 

In later chapters, we will examine the dependence of acoustic radiation levels on K, 

Ku, and Kv. 

If the time interval T is taken to be the fundamental sampling period for a dis- 

crete Fourier series representation of the velocity field in time, we can represent the 
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Figure 3.2: Semi-log plot of instability wave amplitude squared for shear layer SL1, 
broken down by component and Fourier mode. 
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Figure 3.3:  Linear plot of instability wave amplitude squared for shear layer SL1, 
broken down by component and Fourier mode. 

the components suggests that this behavior arises from an energy exchange between 

different velocity components of the nonlinear instability wave. 

3.2.2    Other free-shear layer results 

We next compare the three shear layers (SL1 through SL3) in more detail. As one 

can deduce from Figure 3.1, the primary effect of reducing the inflow forcing level is 

that of delaying the onset of saturation farther downstream. This notion is important 

because one may modify the shear layer amplitude at a point of interest (e.g. where a 
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Figure 3.7: Mean vorticity thickness of SL1, SL2, and SL3 shear layers. 

shock or compression wave profile, w, is based on the distance between the points at 

which the pressure departure from its asymptotic values decreases to 1% of Ap. The 

compression wave profile we impose is based on the hyperbolic tangent function. // is 

the amplitude of the radiated acoustic wave. Two relevant angles are the shear layer 

mean deflection angle <f> (Figure 3.8) and the observer angle 9 (Figure 1.9). Both are 

measured colter-clockwise from the downstream direction about the point at which 

the mean center-line of the shock or compression wave meets the sonic line of the 

mean shear layer. This point coincides approximately with the "acoustic source", r 

refers to the radial distance from this location, and we normalize it by the acoustic 
wavelength A. 

3.4    Shock Shear-layer Interaction 

In this section we establish the basic behavior of the shock shear-layer instability 

wave interaction and the resultant acoustic field. Only a single set of operating con- 

ditions for the shock is considered due to the computational expense associated with 

shock capturing.  The cases here make use of a "real" shock in the sense that the 
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cases wave type shear layer Ap/Poo w/5 0 
Al shock SLO 0.25 ENO 10° 
A2 shock SL1 0.25 ENO 10° 
Bl weak compression SL1 0.05 2 2° 
B2 weak compression SL1 0.10 2 4° 
B3 weak compression SL1 0.05 4 2° 
B4 weak compression SL1 0.05 8 2° 
Cl weak compression SL2 0.05 2 2° 
Dl weak compression SL3 0.05 2 2° 

Table 3.4:   Summary of cases reported.    "ENO" indicates use of shock capturing. 
Other parameters are defined is Section 3.3 

imposed shock is of significant pressure rise (25% above the mean) and of a thickness 

(less than 5/2) that requires the use of a shock-capturing scheme for the numeri- 

cal solution to remain stable. These cases were run with the ENO shock-capturing 

treatment activated. Although the ENO scheme is applied zonally to a rectangu- 

lar region containing little more than the oblique shock, its application was found 

to increase the computational expense significantly. Furthermore, the scheme was 

found to produce spurious oscillations of the order of 1% of the pressure jump. These 

disturbances where found to convect downstream with the flow. The recent work of 

Lee and Zhong [19] corroborates our observed deficiencies with the ENO scheme. For 

these reasons and due to accuracy concerns regarding the acoustic field outside the 

shock-capturing zone, the number of runs using the shock were limited. These cases 

therefore serve as a reference for establishing the relevance of the later cases, in which 

we substitute the shock with weakened compression waves with broadened profiles. 

3.4.1    Interaction of an Oblique Shock with Steady Shear 

Layer 

As anticipated in Section 2.5, the introduction of an oblique shock results in the 

deflection of the shear layer in the direction away from the high speed stream. An 

example of this phenomenon is shown in Figure 3.8, wherein a steady shear layer at 

the standard conditions of M = 1.2 is subjected to an oblique shock. The pressure 
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Figure 3.8: Deflection of unforced sheax layer by incident shock and reflected expan- 
sion. Shown in contours of density. Deflection angle <j>= 10°. The distorted contour in 
the reflected expansion wave is due to bottom boundary conditions (damping sponge, 
cr0 = 5, sponge width = 35 ). 

rise across the shock is 25% above the ambient pressure, corresponding to a normal 

Mach number of 1.1. The shock meets the shear layer and reflects as a Prandtl-Meyer 

expansion fan, which is absorbed by the damping sponge boundary zone along the 

lower edge of the domain. The resultant deflection turns the shear layer approximately 

10° from its undisturbed position. Because the flow above the shear layer is quiescent, 

the deflection has only a small impact on the pressure held there. However, the 

deflection does impact pressure disturbances associated with instability waves. 

3.4.2    Shock Evolution and Acoustic Wave Generation 

The results described here correspond to the flow conditions given by Case Al in 

Table 3:4. To illustrate the overall interaction and sound generation process, we plot 

the dilatation and vorticity fields of the flow in Figure 3.9 over one instability wave 

oscillation. 

The shear layer, as indicated by the green contour lines of vorticity, is forced 

upstream of the left edge of the visualized region. Instability waves grow and convect 
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t/T= 0/32 i/T=6/32 t/T= 12/32 

Figure 3.12: Visualization of Case A2; dilatation field superimposed by contours of 
vorticity. 

X/S = 32 

Figure 3.13: Sampling of acoustic field at r/X = 1.5, 9 = 170°. 

in larger excursions in the shock motion. At t/T = 0, the incident shock (yellow) 

and a reflected compression wave (red) appear to meet at a triple point with a shock 

that extends into the vortex. The reflected expansion fan is visible in blue to the 

right of the reflected compression wave. Both the incident shock and its reflection 

appear to penetrate the shear layer in the braid region (t/T = 6/32), eventually 

to escape together (at t/T = 12/32). The acoustic field sample at 1.5 acoustic 

wavelengths upstream from the source is shown in Figure 3.13. The acoustic trace 

exhibits a characteristically sharp compression, followed by a slow decay. From this 

measurement, we find a pressure amplitude of approximately pVPoo = 5 x 10-3 (or 

SPL of 140 dB). 
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3.4.3 Resolution Considerations and the Compression Wave 

The instability-wave shock interaction results of Cases Al and A2 readily capture 

the intrinsic phenomenon of screech-type sound generation. However, the compact 

wavefront of the acoustic field was found to be insufficiently resolved. The numerical 

dissipation which arises from this under-resolution would lead one to underpredict 

the acoustic levels. The sound pressure level reported above therefore represents 

a conservatively low estimate. To obtain satisfactory acoustic measurements, we 

recognized that we would be forced to either dramatically increase grid resolution in 

the far field to permit adequate resolution, or make use of ENO shock capturing over 

the entire domain. Both options were rejected on the basis of computational expense. 

To address this problems in subsequent simulations, we chose instead to replace the 

oblique shock with oblique compression waves. The profile of the incident compression 

wave is distributed over a wider region so as to be nearly isentropic, and its amplitude 

is much reduced from that of the shock. The radiated acoustic waves generated in 

these later cases (B1-B4, Cl, Dl) have broadened, resolvable profiles. 

3.4.4 Acoustic Measurements 

The pressure field typical of a computation such as that described above is shown in 

Figure 3.14. Extracting the acoustic pressure amplitude cannot be accomplished at 

every point in the field due to interference with fluctuations in pressure associated with 

the instability waves. The sound pressure level measurement given above for Case A2 

was sampled just inside the inflow to minimize this contamination. The strategy we 

utilize for extracting the sound field requires us to compute two forced shear layers 

in which the forcing is synchronized: one case contains the incident shock wave and 

the other does not. The acoustic fluctuations are then obtained by subtracting the 

dependent field variable of choice between the two fields. An example of the acoustic 

extraction is illustrated in Figure 3.15. The method is attractive because in addition 

to eliminating the hydrodynamic fluctuations common to both fields, the method 

in theory permits one to eliminate sound sources which are common to both fields, 

thereby isolating the sound due to the interaction.   The method is not faultless, 
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Figure 3.14: Pressure field from Case Bl. 

as the deflection of the shear layer in the presence of the shock or compression wave 

distorts the field so as to cause some degree of misalignment and imperfect cancellation 

between the fields. This effect is most severe downstream of the interaction site; as 

we are most interested in the upstream directivity of the sound generation, useful 
results can still be obtained. 

3.5    Weak Compression Wave Interaction 

In the following we present the results of weak compression wave - vortex interactions, 

cases for which we have confidence in the numerical accuracy of the acoustic field. 

We investigate the dependence of the acoustic field on variations in compression wave 

amplitude, compression wave profile width, and instability wave forcing amplitude as 

outlined in Table 3.4. Although forcing frequency remains fixed through these cases, 

its value is half that used in Case Al. At this lower frequency, we found that the 

onset of vortex pairing downstream of the interaction site is suppressed. 

The computations use a mesh of 900 by 290 points.   The mesh is uniform in 

the streamwise direction, where the grid spacing Ax/S = 0.10.   In the transverse 
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P 

Shock Shock-less 

Figure 3.15: Subtraction technique for extracting acoustic field. Method involves 
subtracting pressure field of shockless shear layer with shear layer with shock. Raw 
pressure traces of two shear layers, and their resultant difference. Sampled from Case 
Bl at r/X = 1.3, 6 = 135°. 

direction, the grid spacing Ay/5, which is non-uniform, extends from 0.067 in the 

region 46 on either side of the center-line of the shear layer to 0.50 near the upper 

boundary and 0.13 near the lower boundary. The computational domain (excluding 

boundary treatment regions) extends 50 vorticity thicknesses 6 in the streamwise 

direction, and 356 above the shear layer center-line and 106 below. The compression 

wave profile we impose is based on the hyperbolic tangent function. 

3.5.1    Overall Interaction Behavior for Compression Wave 

Cases 

The behavior of the weak compression wave - vortex interaction is found to closely 

follow the shock-vortex interaction. In Figure 3.16 from Case Bl, we show the weak 

compression wave counterpart to Figure 3.9 of Case Al (or A2). Note, however, 

that the field-subtraction method is now employed to bring out the dilatation field 

associated with the generated sound waves. This is necessary to visualize the weaker 

acoustic waves amongst the dilatation field convecting with the vortices. 

As the instability wave vortices pass over it, the oblique compression wave (visu- 

alized in red and yellow at the bottom of each plot) undergoes a periodic deformation 

that resembles, both in extent of oscillation and phase, the shock motion for case 

Al. The visualization also shows, however, that during each period, circular acoustic 

waves from two different points of origin are produced such that their wave fronts 
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coincide in the upstream direction. The lagging wave front of smaller radius is the 

primary acoustic wave of interest, as it is generated by the oblique compression wave 

with the instability wave vortex. The leading wave front of larger radius is produced 

farther downstream by a downstream traveling compression wave in the previous cy- 

cle of forciiig. This secondary wave is weaker, as will be shown in results below. The 

constructive interference in the upstream direction is regarded as a coincidence and 

shall not be confused with the constructive interference of the phased sources that 

arise in full screech. 

The traveling compression wave is observed in all weak compression wave cases 

at large forcing(Bl-B4), although the phase of the secondary sound wave appears to 

vary with compression amplitude. This traveling compression wave is also observed in 

Case Al, but the secondary acoustic wave is not. In that case, however, the traveling 

wave is much weaker than the shock, whereas in B1-B4 it is of the same order of 

magnitude. 

3.5.2    Directivity 

Next we consider the directivity of the radiated sound field. For Case Bl, Figure 3.17 

illustrates the variation of the temporal profile of the acoustic pressure perturbation 

at various angles along an arc centered about the source location. In Figure 3.18 we 

show detail of the temporal profiles across the shear layer. The radius of this arc is 

equal to an acoustic wavelength A, or 325. The field differencing method for extracting 

the acoustic field as described above is applied to the pressure variable. In terms of 

the acoustic pressure amplitude, the pressure rise across the short compression region 

p'/Poo is consistently about 0.002 (0.2%) for most of the angles shown. Hence, within 

the forward arc, the directivity of the acoustic field is found to be somewhat uniform, 

except for a small decay across the shear layer itself. The shift in the profile peak 

at angles below the shear layer result from the refraction of the acoustic wave by 

the mean (supersonic) flow. However, there is clearly no decay to zero, as would be 

suggested by the model of Kerschen and Cain [16]. Indeed, the acoustic waves are 

found to easily propagate into the supersonic shear layer, behaving as oblique Mach 
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waves generated by an upstream traveling disturbance. Such upstream propagating 

acoustic waves are readily apparent in still images (e.g. Figure 3.22, left column) and 

in animations based on these simulation results. The slight decay may be attributable 

to local distortion by the mean shear flow. The distortion of the profile near 9 = 90° 

is attributed to a misalignment of "hydrodynamic" fields in the field subtraction 

method. The misalignment renders the acoustic amplitude to be less reliable in the 
downstream arc. 

We next consider details of the acoustic profiles directly and their dependence 

on the compression wave parameters. (In our discussion here we freely interchange 

the use of temporal and spatial profiles, given that the acoustic waves travel at a 

fixed speed and that their decay (~ r~^) is small over the length scales we are 

considering.) The profile of the acoustic wave is consistent with the profiles observed 

in the shock interaction cases: compression occurs over a short time compared to the 

acoustic wave-length, whereas expansion occurs over a somewhat longer time. 

3.5.3    Variation with compression wave amplitude 

The effect of varying the compression wave amplitude is illustrated in time traces 

of the acoustic pressure fluctuation. As shown in Figure 3.19, where we compare 

Case Bl to Case B2 at two observer angles 9, a doubling in the compression wave 

amplitude doubles the acoustic amplitude while retaining the profile shape of the 

primary acoustic wave. The notion that profile shape is preserved is further reinforced 

when we scale the acoustic amplitude j/ with the compression wave amplitude Ap, 

as shown in Figure 3.20. The secondary wave peaks are not in phase. Visualization 

studies of Case B2, which are not presented here, show that the traveling compression 

wave responsible for producing the secondary wave is farther upstream than in Cases 

Bl and B3 when the vortex passes. This results in the earlier emission observed in 

B2. The reason for the position of the traveling wave to vary with the strength of the 
prescribed wave is not understood at this point. 
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Figure 3.17: Acoustic fluctuation trace at various observation angles 6, r/X = 1.0 for 
Case Bl. Peak of primary acoustic wave, produced by oblique compression wave 
- vortex interaction. Peak of secondary acoustic wave, produced by traveling 
compression wave - vortex interaction. Amplitude of primary wave is determined 
from change in height of sharp compression immediately preceding primary wave 
peak. 
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Although in all three cases the location of the compression-wave instability-wave 

interaction site is the same, at approximately x/S = 40 from the domain inflow, 

the development of the shear layer is different. In Case Bl (shear layer SL1), the 

interaction site is located downstream of the point at which the instability wave 

amplitude K reaches its maximum value (see Figure 3.1). However, in Case Dl 

(shear layer SL3), the interaction site lies upstream of this point, though still in the 

region in which instability wave evolution has become non-linear. Therefore, the 

instability wave "amplitude" at the interaction site does not decrease by the same 

amount the inflow forcing is reduced. 

The result of this reduction in instability wave amplitude is the apparent elimina- 

tion of the acoustic emission. Figure 3.22 shows a sequence of visualizations of both 

Case Bl and Case Dl over one cycle. The region over which the compression wave in 

Case Dl is perturbed is dramatically reduced; the expansion reflection remains vis- 

ibly "attached", unlike in Case Bl where the analogous feature is shed downstream 

during each oscillation. The circular arc of the dominant acoustic wave of Case Bl 

does not exist in Dl. There is a very weak acoustic wave emitted by the flow in 

Dl. However, its origin is far downstream of the interaction site. Its frequency, at 

the sub-harmonic of the forced frequency, suggests that its generation is associated 

with the vortex pairing which begins to occur near the domain outflow. We show 

further detail of the compression wave motion and initial formation of the acoustic 

compression front (where visible) in Figure 3.23. 

The acoustic measurements taken in these flow fields indicate that the dependence 

of the acoustic amplitude instability wave amplitude is nonlinear. In Figure 3.24 we 

show acoustic pressure traces sampled at r/S = 1.3, 0 = 135°. Although the trace for 

the intermediate case Cl retains most of the characteristics observed in the trace for 

Case Bl, namely the sharp compression and gentler expansion, these features are lost 

in the trace for Case Dl. The subharmonic disturbance observed in the visualization is 

quite evident; only an upper bound for acoustic amplitude can be given for this case. 

In Figure 3.25 we plot the mean-to-peak amplitude of the acoustic pressure (Aj/) 

against the three measures of instability wave amplitude, K, Ku, and Kv. A linear 

scaling of acoustic amplitude with instability wave amplitude is clearly not observed 
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Figure 3.22: Case Bl (left) and Case Dl (right), at intervals of t/Tosc = 1/4. Colors 
are dilatation (from compression: very strong—yellow, strong—red, weak—white; to 
expansion: weak—black, strong—blue), and vorticity (A(/(uoo/'5) = 2 x 10-1). In 
third frame of Case Bl, primary acoustic wave is solid line, secondary is dashed. Solid 
arrow—primary source; dashed arrow—secondary source . 
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Figure 3.23: Detail of interaction region for Cases Bl, Cl, and Dl. Extent of com- 
pression wave motion in the streamwise direction is denoted Ax3hock- 
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Figure 3.24: Acoustic pressure traces sampled at r/A = 1.3, 9 = 135°, for Cases Bl 
( ), Cl ( ), and Dl ( ). 
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Figure 3.25: Acoustic pressure amplitude (mean to peak acoustic pressure Ap' normal- 
ized to compression wave amplitude Ap) plotted against instability wave amplitudefs) 
measured at the interaction site. 
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at the higher instability wave amplitudes. At the lower amplitude the uncertainty in 

the acoustic results precludes definite conclusions; however, as the dominant signal in 

Case Dl has been identified to originate from a location other than the compression- 

wave instability-wave interaction site, and no other disturbance is identifiable in the 

visualization, one may conclude that the acoustic signal of interest is significantly 

weaker than the upper bound of Aj//Ap = 0.008 given in Figure 3.25. 

3.6    Summary of results from direct numerical sim- 

ulations 

In this chapter we have presented the results from numerical simulations of the in- 

teraction between shear-layer instability waves and shocks or compression waves. We 

have shown that in the case of large amplitude instability waves, the passing of the 

shear-layer vortices imparts large distortions in the shock position. We have shown 

evidence that the sound generation process is analogous to the leakage of the shock 

at specific phases in the interaction process, namely, as the shock travels upstream 

between the vortices. This process is reproduced even for compression waves of sig- 

nificantly reduced strength. Interactions involving weaker compression waves enabled 

more accurate acoustic measurements to be carried out, where the acoustic field was 

found to scale directly with compression wave strength. Finally, an investigation into 

the dependence of acoustic amplitude on instability wave amplitude reveals the first 

evidence that the relationship between the two is nonlinear. Exploiting the success 

of the compression wave results, in the following chapter we introduce simplifica- 

tions to the governing equations in order to study the sound generation process more 

thoroughly. 



Chapter 4 

Linearized Euler Computations: 

Method 

4.1    Background 

In the previous sections we have discussed the interaction of the shear-layer instability- 

waves with the oblique compression-wave, and the resulting sound. All components 

of the flow, namely, the unsteady shear layer, the incident compression-wave, and the 

acoustic field, were computed together by solving the full Navier-Stokes equations. For 

sufficiently large instability waves, we have shown that the incident compression-wave 

and the compression-front of the acoustic wave to be continuous, and have suggested 

that the sound generation process may be analogous to the propagation of acoustic 

waves through an unsteady shear layer. To explore this possibility, we consider the 

propagation of linearized, inviscid disturbances through an unsteady transonic shear 

layer. This analysis is carried out by solving the Euler equations linearized about an 

unsteady base-flow. 

In this chapter we discuss the derivation and implementation of this linearized ap- 

proach. We will show in the next chapter that this method reproduces the sound field 

for weak compression waves interacting with weak or strong instability waves. We 

will use this method to reveal a number of important dependencies between acoustic 

amplitude and the instability wave field. Although solutions to the linearized Euler 

89 



CHAPTER 4.   LINEARIZED EULER COMPUTATIONS: METHOD 90 

equations have previously been utilized to investigate supersonic jet noise (see for 

instance Mankbadi et al. [25] and Dahl and Morris [3]), those studies involved lin- 

earizations which were performed about a steady base flow. The present investigation 

represents the first use of the Euler equations linearized about an unsteady base f! JW 

to obtain jet noise results. 

4.2    Equations of Motion 

The flow we consider is divided into two components: the base flow and the per- 

turbation field. The base flow is prescribed and is therefore unmodified by the per- 

turbations. Conversely, the evolution of the perturbation field, whose magnitude is 

assumed to be much smaller than that of the base flow, depends strongly on the base 

flow. In the context of the instability-wave oblique-shock interaction problem, the 

unsteady shear layer forms the base flow. The perturbation field is made up of the 

incident shock (or, more precisely, an incident Mach wave), the acoustic field, and 

any other inviscid disturbances that results from the interaction. 

The physical flow variables are decomposed into the base flow (tilde) and pertur- 

bation components (primed) as follows. 

p(x,t) = p(x,t) + ep'(x,t) (41). 

p(x,t) = p(x,*) + ep'(x,*) (4.2) 

tti(x,t) = üi(x,t) + eu'i(x,t) (4.3) 

Et(x,t) = Et(x,t) + eE't(x,t) (4.4) 

nj(x,t) = fy(x,t) + e<.(x,t) (4.5) 

where £<1. Note that the base-flow is generally unsteady. 

To obtain the linearized equations, we take the following steps. We substitute 

the full variables into the Navier-Stokes equations. We collect the terms according to 

their order in the small parameter e. We assume that the base-flow variables alone 

satisfy the Navier-Stokes equations; as a consequence all 0(1) terms can be removed. 

The terms of 0(e2) are neglected.   The remaining terms are of 0(e).   Finally, we 
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observe that for Reynolds numbers of the order we consider (Re = 1000), the terms 

of 0(e) containing the viscous shear stress tensor and heat flux vector will be small, 

will not a play a major role in the propagation of acoustic waves, and thereby may 

be neglected. We note that the viscous shear-stress terms are still retained in the 

base-flow variables, allowing us to utilize viscous, heat conducting base flows. 

Thus, substituting Equations 4.1 and 4.3 into the continuity equation, and col- 

lecting terms according to the order in e, we obtain, 

dp     (ßüi)' 
dt      dxi 

+ e dp'      &  ,~ ,      ,~ s + O(e2) = 0. (4.6) 

The analogous result for the momentum equation is, 

+   e dr (pu'i + p'üi) + — (pÜiUj + pu'iUj + p'üiüj + Sijjf) 
dxj 

+   O(e2) = 0. 

dxj 

(4.7) 

And for energy, it is, 

dt 

+e 

'** + £[(*+*)*] + ** 
8Et      d 

_d_ 
dxi     dxj 

dxj        dxj («to) 

+0(e2) =   0. 

(4.8) 

We also omit terms of order e/Re, namely d^/dij, dcfc/dxi, and d(üiT[- + 
uijTij)/dxj. We now find it convenient to define small disturbance conservative vari- 

ables, 

Q'i   =   ßu'i + p'üi, t = l,2 

Q'z   =   P' 
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QA   =   K (4.9) 

These variables Q'm = Qm - Qm, m = 1,2,3,4 represent the departure from the 

base state, ?s expressed in terms of the full conservative variables (Qi = pui,Q2 — 

pui-, Qz — p, QA — Et). We also find it convenient to define some inverse relations, 

M/ = «Iz^i and j/ = (7 - 1) [Q'A - [ükQ'k - \ükükQ'z}]. Substituting these defi- 

nitions into the above expressions for mass, momentum, and energy (Equations 4.6, 

4.7, and 4.8), we obtain the Euler equations linearized about an unsteady base flow. 

dQ'3 dQ'{ 
(4.10) dt dxi 

~dt    =   -]foAü& + *Cfi-üiü&* + 6V!/) « = 1,2        (4.11) 

^   =   -^[&+P)< + (Q*+P')üi] (4-12) 

4.3    Numerical Solution to the Small Disturbance 

Equations 

The equations 4.10 through 4.12 are solved numerically in much the same way the 

Navier-Stokes equations are solved in the direct numerical simulations. The spatial 

derivatives are found using the sixth-order compact Pade method, and the right-hand 

side is advanced in time using the third order compact storage Runge-Kutta scheme. 

Damping sponges and buffer zones are again used as boundary treatment methods; 

however, as the disturbances in the solution variables are significantly smaller, these 

boundary zones can be more compact. However, a nonreflecting boundary condition 

linearized about an unsteady base flow is currently unavailable. The Thompson non- 

reflecting boundary conditions discussed in Section 2.3.1 do not simply accommodate 

the separation between base flow and perturbation field in the instance that the base 

flow is unsteady. Instead, we use simple characteristic boundary conditions based on 

Riemann invariants to maintain well-posedness. The Riemann invariants are evalu- 

ated using the base flow.  The compression wave boundary condition is imposed in 
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the perturbation variables in a fashion similar to that described in Section 2.5.2. The 

difference is that because the equations are linear in the fluctuations, the compression 

waves will orient themselves according to Mach angles in the base flow. Their specifi- 

cation therefore does not account for nonlinear effects. We verify that the numerical 

solutions to the linearized Euler equations behave linearly in Appendix B, Section B.3. 

Numerical filtering is again used, in this case to counter-act numerical instabilities 

whose exact origin is not known. We note that our method solves inviscid equations 

using a central differencing method, and thereby contains little physical or numerical 

dissipation. Details of the choice of filtering parameters are given in Appendix B, 

Section B.2. 

4.3.1    Base Flow 

The base flow terms are prescribed. In practice, they are supplied either analytically 

through a model for the unsteady shear layer, or from data obtained from numerical 

simulations. For the latter case, it is be assumed that the base flow is periodic in 

time, so that it can be represented with a temporally limited data set. Furthermore, 

to take advantage of the periodicity, the base flow is furnished to the solver in terms 

of Fourier coefficients, rather than in a "time accurate" fashion. This strategy enables 

us to accurately represent the br^e flow in time without significant memory usage. 

With Fourier series reconstruction, it also provides a simple means for accurately 

interpolating in time, allowing us to freely decouple (within stability limits) the time 

step of the computation from the base flow data. 

The Fourier coefficients of the base flow variable are computed from real data. 

Therefore, the coefficients will consist of complex conjugate pairs, except for the 

mean flow coefficients; we can reduce the memory storage of the base flow by near 

half. Suppose the coefficients of the base flow were obtained through discrete Fourier 

transform in time using N equally spaced samplings over one flow oscillation. The 

Fourier coefficients obtained would then have indices n = — N/2 to N/2 + 1 and be 
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related to the original data as 

N/2+1  „ 

Q(x,y,t)=    J2   Q0(x,y)exp(-imjt) (4.13) 
n=-N/2 

~ i.* 

which will be real, since Q_n = Qn. u is the fundamental frequency of the base flow 

data. Hence, we can obtain the same temporal data by taking the following sum: 

N/2  - 

n=l 
Q(x, y,t) = Q0 + J2   Qn exp(-inujt) + Qn exp(inu>i*) (4.14) 

We have omitted the oddball wave-number n = N/2 + 1. Assuming now that 

the coefficients have been interpolated to the computational grid, each time step of 

the computation would require a Fourier reconstruction at each grid node for time 

t. This reconstruction procedure can be completed at the beginning of each time 

step evaluation. The base flow quantities are then effectively prescribed, and the 

computation of RHS can be carried out. 

We tested this reconstruction method on base flow data obtained from the numer- 

ical simulations of Chapter 3. We computed the discrete Fourier transform in time 

of shear layer SLl (see Table 3.3 over two oscillation periods. The Fourier transform 

was taken over two periods to average out the effects of any sübharmonic modes. 32, 

64, and 128 samples in time were taken in the three test cases. After removing the 

modes due to the subharmonic, we reconstructed the time accurate data using Equa- 

tion 4.14. Figure 4.1 shows the vorticity field for the three cases compared to original 

time domain data. We conclude that for these shear layers, at least 64 samples per 

oscillation period is necessary for a smooth representation in the base flow. 
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Figure 4.1: Reconstructed samples of SL1 sheax layer based on Fourier coefficient 
reconstruction in Eq. 4.14. Original Fourier coefficients obtained from FFT over two 
periods with a) 32 samples, b) 64 samples, c) 128 samples, d) is the original time 
slice of SL1. 



Chapter 5 

Results of Linearized Euler 

Simulations 

In this chapter we exploit the simplifications made in the linearized Euler analysis 

to explore a wider range of flow conditions. Of particular interest is to study further 

the effect of instability wave amplitude on the acoustic field. Our approach here is 

to first demonstrate that the linearized Euler analysis is capable of reproducing the 

instability-wave compression-wave interaction behavior observed when we solved the 

full Navier-Stokes equations. Data obtained from the free-shear layer DNS is used 

to define the base flow, whereas the compression wave is introduced as a boundary 

condition to the perturbed solution field. We also consider an alternative profile for 

the incident oblique wave which simplifies acoustic measurements while retaining the 

instability-wave thresholding behavior seen previously. This alternative profile does 

not reproduce the same acoustic directivity as the compression wave. A wide range 

of instability-wave cases are conducted with this profile. Finally, fully exploiting 

the capabilities of the linearized Euler analysis, we replace the realistic instability- 

wave base flow obtained from numerical simulations with an analytic mixing-layer 

model for saturated vortices. Although numerous simplifying assumptions are made 

in applying this approximate base flow, those assumptions are not found to interfere 

with the basic generation process and permit us to study it in even greater detail. 

96 
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Grid Size Nx x Ny 301/376* x 291 
Complete Domain Size V^mtn : %max) * (ymin '• Umax) (0 : 60/75*) x (-15 : 40) 
Interior Domain Size \,xmin '• %max) X {ymin '. ymax) (9 : 50/65*) x (-12.33 : 35) 

Time Step At 0.0238948 
Filter Coeff. a'x,(Xy 2.222/2.050t, 2.050/2.222* 
Filter Period NfUter every 10 At 

Table 5.1: Parameters for numerical simulations. Exceptions for: *Cases G4 and G5; 
fStuart vortex cases (Section 5.4); *Cases CW1-3. See Tables 3.3 and 3.4 for case 
designations.   Interior domain refers to computational domain excluding boundary 
zones. 

Inflow Outflow Top Bottom 
Umax — 1.0 — — 

1> — 10"3 — — 

0~max 1.0 0.5 2.0 2.0 
N J*sponge 90/100* 100 20 20 
^sponge 9.0/10.0* 5.0 10.0 2.67 

Table 5.2: Boundary zone: Buffer zone and damjng sponge settings. * Alternate 
settings for weakly forced cases (SL3 and Dl; see Tables 5.3 and 5.4 for case desig- 
nations). 

A summary of the parameter settings used in the linearized Euler simulations 

presented in this chapter are given in Table 5.1. Boundary zone parameters are given 

in Table 5.2. Validations for these grids and filter parameters are documented in 

Appendix B. 

5.1    Compression Wave Cases: Comparison to Navier- 

Stokes Solutions 

The acoustic field produced in the Navier-Stokes solution of the instability-wave shock 

interaction problem is characterized by an apparent "leakage" phenomenon. For a 

steady shear layer, the incident shock wave is trapped by total internal reflection. 

For sufficiently high instability wave amplitude, however, the velocity field associated 

with the vortices becomes periodically arranged in such a way as to permit the wave 
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to escape. By investigating this problem within the context of a linearized Euler 

analysis, we test the hypothesis that for this kind of sound generation to occur, only 

the effect of the unsteady shear layer on the shock, rather than the details of the 

shock, is important. 

In the linearized Euler analysis, the impingement of a compression wave on a 

shear layer does result in an angular deflection of the shear layer. However, we will 

show later that this deflection is not necessary for the sound generation process we 

wish to reproduce. We will also indicate the numerical difficulty the deflection effect 

causes (as it did in the Navier-Stokes simulations), especially for the low amplitude 

instability wave base flow; we thereby motivate the use of an incident oblique Mach 

wave which does not impart an angular deflection in the shear layer. 

To understand the effect of imposing an oblique compression wave on a shear-layer 

base-flow, it is instructive to examine first a steady flow case. In this example we 

use for the base-flow a parallel supersonic shear layer. The compression wave is rep- 

resented entirely in the perturbed solution. Therefore, the perturbed solution must 

contain the all effects brought about the compression wave. The compression wave, 

imposed as a boundary condition, intersects the shear layer and must reflect as an 

expansion wave to satisfy the pressure compatibility condition there. The effect of 

the succession of compression and expansion waves is the turning of the downstream 

supersonic flow toward the shear layer. This is a global effect and requires that the 

shear layer turn parallel to this flow, as discussed in Section 2.5 and demonstrated 

for the DNS in Figure 3.8. However, in the linearized Euler representation, the pre- 

scribed base-flow shear-layer cannot adjust; consequently, the perturbation solution 

tends to compensate for this lack of turning by infusing a steady perturbation down- 

stream of the interaction site. The effect is illustrated in Figure 5.1. The magnitude 

the perturbed solution in the compensation region can approach base-flow levels at 

large distances downstream. In the unsteady case, this adjustment region will contain 

unsteady disturbances which must be accommodated by the outflow boundary condi- 

tions. To reduce the effect of the deflection, we end the interior domain immediately 

downstream of the interaction site. 
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Figure 5.1: Perturbation field of compression wave (w/S = 2.0, Ap/p<» = 0.01) inci- 
dent on steady shear layer (coordinates given as x/5 and y/5). Left, pressure; right 
streamwise velocity velocity. Deflection of shear layer is manifested in perturbation 
field, as seen in streamwise velocity. 

cases wave type Ap/Poo w/8 base flow 
CWl 
CW2 
CW3 

compression 
compression 
compression 

0.01 
0.01 
0.01 

2 
2 
2 

SL1 
SL2 
SL3 

Table 5.3: Summary of linearized Euler analysis cases reported. Base flow SLn indi- 
cate forced, free shear layers defined in Table 3.3 
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We consider compression wave cases at Ap/poo = 0.01 for base flows containing 

the forced shear layers documented in Section 3.2. We demonstrate that the linearized 

Euler analysis is an appropriate framework for investigating the screech-type source. 

In Figiiie 5.2 we show a series of visualizations of the perturbation field over one 

interaction cycle for the SLl shear layer. This figure is the analog of Figures 3.9 and 

3.16. Nearly all characteristics of the interaction process seen in the Navier-Stokes 

solutions are reproduced here. The compression wave undergoes large fluctuations. 

During its upstream excursion between the shear layer vortices, an acoustic compres- 

sion front is released. The secondary traveling waves are also evident, though they 

do not produce significant radiation due to the proximity of the exit zone. 

We also sample this field and compare a pressure trace to those obtained earlier 

in the Navier-Stokes Cases Bl and B2. We normalize the pressure trace to the 

compression wave amplitude in each case. As shown in Figure 5.3, the primary wave 

is reproduced, giving us confidence in the linearized Euler solution. As this matching 

is made for the normalized acoustic pressure, we also reinforce the previous finding 

that the acoustic field scales with the amplitude of the incident compression wave. 

As noted above the secondary acoustic features are not as prominent. 

The variation in these traces as a function of observer angle 9 is given in Figure 5.4. 

It is analogous to the Navier-Stokes Case Bl directivity plot in Figure 3.17. The 

overall trend seen in the linearized Euler result is similar to the Navier-Stokes result, 

including the contamination due to the shear layer deflection in directions approaching 

6 = 90°.. In the case of the Euler result, the characteristically steep compression is 

followed by a less rapid expansion at angles approaching the upstream direction. 

We also note the pressure-trace directional variation of Cases CW2 and CW3, in 

which base flows of reduced instability-wave amplitude are used. The trends observed 

Case CW1 are seen again in CW2 (see Figure 5.5) with a mild reduction in overall 

amplitude and some broadening in the wave-form. At 9 = 90° the pressure trace 

differs from those at other angles, being dominated by a disturbance we attribute 

to the shear layer deflection. For the most weakly forced shear-layer base-flow case, 

CW3, we are unable to recover the sound from the instability-wave compression-wave 

interaction. The dilation field is shown at two times separated by one half period in 
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Figure 5.2: Instability-wave compression-wave interaction for linearized Euler simu- 
lation. Case CW1 (SL1 shear layer base flow and Ap/p^ = 0.01 compression wave 
amplitude). Dilatation field and vorticity field, with vorticity contour increments at 
&u/(Ui/6) = 0.1. 
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5.5 6.0 6.5 

t/J-oscillation 

Figure 5.5: CW2: Pressure fluctuation traces normalized to compression wave ampli- 
tude for various observer angles 6 at radius r/5 = 30. 

Figure 5.6. The fine scale circular wave-fronts are centered at a point downstream 

of the intended interaction site and are believed to be due to the traveling wave 

phenomenon. The broader wave phenomena originate from even farther downstream 

and are more clearly recorded in the time traces shown in Figure 5.7. The positive shift 

in the trace peak with viewing angle 9 indicates that the actual interaction region is 

located downstream of the intended source. We have concluded that the performance 

of the inflow and outflow boundary conditions implemented in the presence of the 

shear layer deflection is insufficient to prevent feedback receptivity in the case of 

a weakly forced shear layer. The weakly forced shear layer is more susceptible to 

unintended instability wave growth manifested in the perturbation solution because 

its stability characteristics remain relatively unchanged in the base flow. Conversely, 

the strongly forced shear layer base flow reaches a saturated state quickly; the stability 

of its mean profile is significantly altered and less unstable at the forcing frequency 

at the interaction site. 
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Figure 5.8: Shape function for denning the Gaussian "G-wave". The function width 
w is based on the 1% points (shown here as £ = — 1 and f = +1). 

Supersonic small disturbance theory is then used to find fluctuations in other quan- 

tities. The G-wave is a combination compression-expansion wave. It will reflect from 

the shear layer as an expansior-compression. 

The simulations we earned out with the G-wave verify that the large-amplitude 

instability-wave interaction mechanism remains valid for incident waves which have 

non-monotone profiles. Shocks, compression waves, and expansion waves which con- 

tain a monotonic pressure distribution were already considered. Given the increased 

"oscillation" complexity of the G-wave profile compared to the compression wave, we 

increased its standard width to w = 48. Figure 5.9 is a visualization sequence over 

one oscillation cycle and is the G-wave counterpart of Figure 5.2. We emphasize that 

the visualized field in this case is pressure rather than dilatation, attesting to the im- 

proved numerical quality of the computed field. The now familiar interaction process 

involving the significant perturbation of the incident oblique wave and its apparent 

leakage through the shear layer is readily visible. 
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case Ap/Poo w/8 base flow Xsrc/8 K{x„c) 
Gl SL1 0.526 
G2 0.04 4 SL2 40 0.458 
G3 SL3 0.241 
G4 45 0.526 
G5 42 0.528 
G6 37 0.514 
G7 35 0.498 
G8 33 0.476 
G9 32 0.463 

G10 0.04 4 SL1 31 0.448 
Gil 30 0.429 
G12 29 0.408 
G13 28 0.383 
G14 21 0.356 
G15 26 0.327 
G16 25 0.298 
G17 20 0.166 

Table 5.4: Summary of linearized Euler analysis G-wave cases. Base flow SLn indicate 
forced, free shear layers defined in Table 3.3. 
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Figure 5.9: Pressure and vorticity for G-wave interacting with SL1 base flow insta- 
bility wave (Case Gl). The "reflection point" is indicated by the O- 






























































































































































































