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Abstract

This work presents studies of turbulent mixing due to Rayleigh{Taylor (RT) instability and
its analysis using the Macroscopic Forcing Method (MFM) [1]. By measuring the eddy
di usivity through MFM, we are able to examine the importance of non-locality in modeling
RT mixing, inform model development, and directly assess model forms. Through MFM
analysis of RT instability, we hope to provide unique insights into non-locality in RT mixing
that can help improve the accuracy of models for the ow.

In Chapter 2, we examine methods for accelerating MFM. The rst method attempts to
reduce the number of MFM simulations required to determine the full eddy di usivity kernel
by leveraging linearity and orthogonality to superpose simulations. We nd that while the
method allows for the combination of MFM simulations, the additional statistical error
incurred diminishes the computational savings. The second method is the decomposition
method, which we use to accelerate the statistical convergence of MFM-measured eddy
di usivity moments. We demonstrate that for a two-dimensional (2-D) Rayleigh{Taylor
instability case study, when this technique is applied with O(100) simulations, we achieve a
similar quality of convergence as with O(1000) simulations using the original method. We
then show the impacts of improved convergence on the quanti cation of the eddy di usivity.

In Chapter 3, we investigate the importance of non-locality of mean scalar transport in 2-D
RT instability. We utilize MFM to measure spatio-temporal moments of the eddy di usivity
kernel representing passive scalar transport in the ensemble averaged elds. We present
several studies assessing the importance of the higher-order moments of the eddy di usivity,
which contain information about non-locality, in models for RT mixing. First, we demonstrate
through a comparison of leading-order models that a purely local eddy di usivity is insu cient
to capture the mean eld evolution of the mass fraction in RT mixing. Therefore, higher-order
moments of the eddy di usivity operator are not negligible. We then construct operator
forms by utilizing the measured higher-order moments. We demonstrate that an explicit
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operator based on the Kramers{Moyal expansion of the eddy di usivity kernel is insu cient.
We show that an implicit operator construction that matches the measured moments o ers
improvements relative to the local model in a converging fashion.

In Chapter 4, we assess the importance of non-locality in modeling mean scalar transport
for three-dimensional (3-D) variable density RT mixing. Building on the 2-D incompressible
work in Chapter 3, this work extends MFM to variable density problems in 3-D space to
measure moments of the generalized eddy di usivity kernel in RT mixing for increasing
Atwood numbers (A = 0:05;0:3;0:5;0:8). We nd that as A increases: 1) the eddy di usivity
moments become asymmetric, and 2) the higher-order eddy di usivity moments become
larger relative to the leading-order di usivity, indicating that non-locality becomes more
important at higher A. There is a particularly strong temporal non-locality at higher A,
suggesting stronger history e ects. We discuss the implications of these ndings for closure
modeling for nite-Atwood RT.

In Chapter 5, we demonstrate the utility of MFM for RANS modeling. We utilize the MFM
analysis from Chapter 4 to propose modi cations to the k{L model [2] that incorporate
non-locality. We then illustrate how MFM can be applied directly to RANS simulations to
obtain e ective eddy di usivities and to directly assess model forms. Through this study,
which is performed at the same Atwood numbers as in Chapter 4, we nd that the k{L{F
and BHR{4 models make more accurate predictions than the k{L model, since the former
two incorporate non-locality, while the latter is purely local. We also nd that in the non-
self-similar regime, MFM reveals that the models, even the ones incorporating non-locality,
likely need corrections to better capture history e ects.

Overall, this work presents valuable insights into the non-locality of RT mixing through the
lens of MFM. We show that MFM, with its ability to directly measure turbulence closures, is
a powerful addition to the modeling toolbox.












[3 Non-locality In 2-D RT Mixing| 39

3.1 Numerical Methods . . . . . . . .. ... ... . .. 40
[3.2 Selt-similar Scaling| . . . . ... ... .. ... ... 44
B3 Resultsl. . . .. ... 45
[3.3.1 Eddy D1 usivity Moments| . . . . . . ... ... ... ... ...... 45

[3.3.2 Non-local Length and Time Scales|. . . . . . . ... ... ....... 48

[3.3.3  Kramers{Moyal Terms| . . . . . .. ... .. ... ... ........ 50

[3.3.4 Assessment of Non-local Operator Forms| . . . . . . .. ... ... .. 52

B4 _Conclusionl. . . . . . . . . 61

4 Non-locality In Variable Density 3-D RT Mixing| 64
4.1 Numerical Methods . . . . . . . .. ... . . . . 65
4.2 Selt-similar Scaling| . . . . ... .. ... ... 72
M3 Resultsl. . . .. . . 73
{4.3.1 Eddy D1 usivity Moments| . . . . . ... ... ... ..., 73

|4.3.2 Non-local Length and Time Scales|. . . . . . ... ... ........ 80

4.3.3 Kramers{Moyal Terms| . . . . . .. ... ... ... ... ....... 82

{4.3.4 Importance of Moments in Modeling| . . . ... ... ......... 83

M4 Conclusionl. . . . . . . . . 91

b MEM tfor Model Development and Assessment] 94
6.1 Applicationof MFM| . . . . . . . ... .. . ... 95

96

97

98

100

100

101

102

103

107

6 Conclusion 109
A Application of the Macroscopic Forcing In Simulations| 112




B_Simulation Detalls| 114

B.1 Simulations IN Aresl . . . . . . . .. e e 114
B.2 Simulations in Pyrandal. . . . . . .. ... ... .. ... . 0 115
[C Autocorrelation Curves In y from 3-D Simulations| 119
[D Statistical Convergence of the Standard and Decomposition MFM] 121
[E  Selt-similar Collapse of Eddy Di usivity Moments| 124
E1 2-DRT Instability] . . ... ... ... .. . . .. ... .. . 126
EZ2 3-DRT Instability] . ... .. ... ... . . .. . ... .. 126
[F Requirements on eddy di usivity moments for a robust model form| 132
[G Self-similar Analysis of the kK{L{F modell 136
[H MFEM Analysis of A = 0:05 Case during Early Times | 140




List of Tables

(1.1 Mean mass fraction gradients forced for each eddy di usivity moment D™ |.

11

[2.1 Percent errors of weighted and unweighted superposed MFM against standard

MFM for each DNS corresponding to average velocity gradient 2% | . . . . .

X

[3.1 Nondimensional numbers of simulated RT instability. Here, c Is the speed of

sound (set by the heat capacity ratio , which 1s 5=3 in the simulation),

Is the grid spacing (the mesh is uniform,so = , = ), and Dy Is the

molecular di usivity. The subscripts T and L refer to nondimensional numbers

using the Taylor microscale ( ) and large-scale, respectively| . . . . . .. ..

Mamnax 1S reported from one realization. The Reynolds and Peclet numbers

are computed from averaged realizations.| . . . . . . ... ... ... .....

66

1.2 Ratios of maximum magnitudes of higher-order moments (normalized as in

Figure [3.7) to maximum magnitudes of leading-order moments for each A case| 77

4.3  Maximum ratio of magnitudes of rst temporal moment and leading order

moment from the proposed model for each Atwood case.| . . ... ... . ..

[.1 Coe cients for the kK{L modelusing =0:035| .. ... ... ........
0.2 Coe cients for the K{L{F model using =0:035.|. ... ...........

91

sources. The following are determined from empirical data, as described in

Dimonte and Tipton [2]: is the RM growth parameter, and /= is the ratio

of potential energy to turbulence Kineticenergy.| . . . . . ... ... ... ..

Xi



List of Figures

.1

Diagram illustrating standard MFM for measurement of some spatial eddy

di usivity moments for the scalar transport problem. L Is the right-nand side

operator of the dilute scalar transport equation (Equation|1.8). | . . . . . . .

P

Schematic showing how superposed MFM combines many DNS. On the left is

the standard MFEM pipeline, where many separate DNS must be done using

di erent forcings when solving the GMT equation. On the right Is superposed

MFEM, where all of these DNS can be combined by superposing the forcings

using temporal modulation.| . . . . . . ... ... ...

22

Diagram of the computational domain for the channel ow simulation.|

3

Plots of Dj;;; and Dy;,,. The solid red line is measured using superposed

MEM, while the dashed black line Is measured using standard MFM. The

omitted 1 and J Indices correspond to statistically zero elds.| . . . . ... ..

P4

Plots of Dj;,;. The solid green line is measured using weighted superposed

MFM, the dotted red line 1s measured using superposed MFM, and the dashed

black line Is measured using standard MFM.| . . . . . . ... ... ... ...

25

Root mean square errors (RMSE) of separate donor (solid lines) and single

donor (dotted lines) MFM as percent of maximum magnitude of each eddy

di usivity moment at each time. (a) shows the leading order and rst temporal

moments, and (b) shows the leading order and higher-order spatial moments.

Errors are computed at 20 realizations with respect to 200 realizations for each

Method.l . . . . . . .

06

Diagram illustrating decomposition MFM for measurement of some spatial

eddy di uslvity moments for the scalar transport problem. |. . . . . . . . ..

xii



2.7

Mixing half-width h measured from di erent donor simulations in Ares for the

same initial conditions. Inset plot is the percent di_erences of the last three

| donors with respect to the rstdonor. | . . . . .. . ... ... .. ...... 31
[2.8  Normalized moments of the eddy di usivity kernel of RT instability measured |
| using the standard MFM with separate donors. Data Is averaged over 1,000 |
| realizations and homogeneous direction X.| . . . . . . . ... .. ... .... 32
[2.9 Normalized moments of the eddy di usivity kernel of RT instability measured |
| using the decomposition MFM. Data Is averaged over 200 realizations and |
| homogeneous direction X.|. . . . . . . . . . . . e 33
[2.10 Convergence of D" (normalized by t) measurement using standard MFM with |
| separate donors and decomposition MFM with a single donor for RT instability |
I 7 Y7 35
[2.11 Qualitatively-similar states of statistically convergence of D (normalized by |
| t) for each method. (a) shows the standard method with separate donors at |
| 1,000 realizations, and (b) shows the decomposition method with a single |
[ donorat100realizations). . . . . . . .. ... ... ... 36
[2.12 (a) Mean concentration pro les and (b) turbulent scalar ux from high- delity |
| simulation (solid black) and models using eddy di usivity moments measured |
| with the standard MFM (dashed green) and decomposition MFM (dash-dotted |
| red). Results from both methods are averaged over 200 realizations.| . . . . . 37
[3.1 Diagram of the 2-D RT con guration studied in Chapter|3|. . . . . ... .. 39
[3.2 Self-similarity parameters computed from a donor simulation.| . . . . . . .. 42
(3.3 Contours of hYy1 showing self-similarity at late times.|. . . . . .. ... ... 42
[3.4 Mass fraction contours (black: light, white: heavy) and velocity vector elds |
| (red arrows) of the (a) donor simulation (Yy) and (b) receiver simulation (Y.). |
| ‘These snapshots are taken at the last timestep.| . . . .. ... ... ... .. 43
3.5 Mass fraction uctuation contours of the (a) donor simulation (Y4") and (b) |
| receiver simulation (Y°°). These snapshots are taken at the last timestep. |
| Note that di erent colorbars have been used to improve interpretabpbility.|. . . 44
[3.6  Black solid line: h measured from high- delity simulation; red dashed line: h .| 45
3.7 Moments of eddy di usivity Kernel normalized by appropriate length and |
| timescales. Data averaged over 1,000 realizations and homogeneous direction Xx.| 46
3.8 DY averaged over di erent numbers of realizations.| . . . .. ... ... ... 47

Xiii



3.9 Smoothed moments (dashed red) over raw MFM measurements of moments

(solid black). The moments are taken from the last timestep of the simulations

and transformed to self-similar space.| . . . . . . . . . ... ... ...

48

[3.10 Nondimensional non-local timescale and lengthscale contours. Only 1 1

Is plotted, since moments are zero outside the mixing layer. | . . . . . . . ..

49

[3.11 Nondimensional non-local timescale and lengthscale scale pro les at di erent

times for > 1/. Lighter lines correspond to later times; darker lines correspond

49

[3.12 Semi-analytical t to hYy1 (dashed red) against high- delity simulation mea-

surement of hYyi (solid black).|. . . . . ... ... ... ... ... ... ...

50

[3.13 Comparison of terms In the expansion of the turbulent scalar ux. Black:

high- delity simulation measurement of turbulent scalar ux, solid blue: b

term, dashed pink: 6 term, dash-dotted green: ) term, dotted orange:

D term) . . . . 51

[3.14 Turbulent scalar ux predictions using the explicit operator form. Captions of |
each plot list moments used in the model.| . . ... ... ... ........ 53

[3.15 Mean concentration pro le predictions using the explicit operator torm. Cap- |
tions of each plot list moments used In the model.| . . . . . .. ... .. ... 54

13.16 (a) Determinant of My over and (b, ¢, d) MMI coe cients &mb over for |
the inverse operator form using D*°, D*°, and D**| . . . ... ... ... .. 57

13.17 (a) Determinant of My over and (b, ¢) MMI coe cients &b over for |
the inverse operator form using D* and D"*. M is singular at the at |

| which its determinant crosses zero] . . . . . . .. ... ... ... 58
(3.18 Turbulent scalar ux predictions using the inverse operator form. Captions of |
each plot list moments of eddy di usivity used in the model.| . . . . . . . .. 59

[3.19 Mean concentration pro le predictions using the inverse operator form. Cap- |
tions of each plot list moments of eddy di usivity used in the model.| 60

[3.20 Derivatives of hYy1 computed using the high- delity simulation (solid black), |
an explicit operator form (dashed blue), and an inverse operator form (dash- |
dotted red).| . . . . . . . . 61

4.1 Diagram of the 3-D RT con guration studied in Chapter,|. . . ... .. .. 65
4.2 Contours of density for each A case at the last timestep of the simulation.|. . 68

4.3 Contours of Mach number for each A case at the last timestep of the simulation. 69

4.4 Self-similarity metrics for each Acase.| . . .. . ... .. ... ... .....

Xiv

70



4.5 Reynolds numbers over time for each of the A cases. [he horizontal lines |

indicate critical values for each Reynolds number.| . . . . . . . ... ... .. 70

A6 Energy spectra at di_erent Atwood numbers at the last timesteps of the |

simulations. Di erent lines are the spectra at di erent y within the mixing |

layer. Lighter cyan lines are at higher y, and darker lines are at lower y. The |

dashed black lines have 5=3slopes| . .. ... ... ... ... ....... 71

4.7 Correlation curves over r; at di erent Atwood numbers at the last timesteps |

of the simulations. Curves are averaged over z and y within the mixing layer.| 72

4.8 Correlation curves over rz at di erent Atwood numbers at the last timesteps |

of the simulations. Curves are averaged over X and y within the mixing layer.| 72

4.9 h, from simulations (solid blue) and tted h, (dashed orange).| . . . . . . .. 73
{4.10 Selt-similar collapse of . Blue lines are before the transition to turbulence, |

4.12 Eddy di usivity moments of RT Instability at di erent Atwood numbers. The |

y axisis , and the X axis I1s . Moments are normalized by appropriate length |

4.13 Eddy di usivity moments normalized by the maximum magnitude of the |

leading order moment at every time slice for each Atwood number. The y axis |

IS ,and the xaxisis . Datafor >5isshown. ... ... ... ...... 76

{4.14 Selt-similar collapse of leading-order and higher-order temporal eddy di usivity |

moments of RT Instability at di erent Atwood numbers.| . . . ... ... .. 78

4.15 Maximum magnitudes of normalized eddy di usivity moments over time. |

Plotting starts after the time the critical Rer and Re_ for turbulence are |

reached. Data are normalized by the values at the beginning of plotting for |

.16 Contours of non-local length scales foreach Acase| . . . .. ... ... ... 81

4.1/ Pro les of non-local length scales for each A case. Darker lines are earlier |

times; lighter lines are later times.| . . . . . . . . . . . . ... ... ...... 81

{4.19 Pro les of non-local time scales scaled by for each A case. Darker lines are |

earlier times; lighter lines are later times.| . . . . . . . . ... ... ... ... 82

XV



{4.20 Maximum non-local time scale, maximum non-local length scale, and non-local

length scale at centerline over A.| . . . . . . . . ... ... ... . . ... ..

4.21 Terms of the Kramers{Moyal expansion for F at di erent Atwood numbers.

Each line corresponds to terms with contributions from: D® (solid blue), D

(dashed orange), D** (dash-dotted red), D" (dotted green), D+ (solid teal),

and D" (dashed lilac).| . . . . . . .. . .. ...

4.22 F,;" predicted using a closure based on spatial moments. The solid black

line is F;' computed from the high- delity simulation. The other lines are

predictions from model forms using di erent combinations of moments, as

follows: D" (dashed blue); D" and D* (dotted orange); and D%, D*°, and

D (dash-dotted green).| . . . . . . . . . ... ...

14.23 F," predicted using a closure based on spatial and temporal moments. The

solid black line is F,' computed from the high- delity simulation. The other

lines are predictions from operators using di erent combinations of moments,

as follows: D™ (dashed blue); D*°, D%, and D° (dotted orange); and D",

D%, D' and D?’ (dash-dotted green).| . . . . . ... ... ... .. .....

4.24 The maximum % over within the mixing zone as a funciton of time for

each Atwood case. Plotting starts arter the time the critical Rer and Re; for

.25 Coe clents of proposed model (dashed orange) compared to a™ determined
4 prop g P

from MFM measurements (solid blue) at A=0:05.| . ... ..........

14.26 F,' predictions from ensemble-averaged high delity simulations (solid blue),

model using analytically-de ned coe cients (dashed orange), and model using

coe clents determined from MFM measurements (dotted green).|. . . . . . .

.27 Eddy di usivity moments of proposed model (dashed orange) compared to

MFM measurements (solid blue).| . . . . ... ... ... ... ... ...

.1 MFEM pipeline for RANS illustrating measurement of some spatial eddy di u-

sivity moments for the mean scalar transport problem. L Is the right-hand

side operator of the scalar transport equation In the RANS model.|. . . . . .

.2  MMI coe cients matched with functions of —, K, and L. Solid blue lines are

|5.3 Predictions of YK, using each RANS model.| ................... 102

XVi



5.4

Predictions of F;* using each RANS model.| . .. ... ............

0.5

Normalized e ective eddy di usivity moments of each RANS model compared

to the true eddy di usivity moments at A = 0:05. Solid black Is from the

nigh- delity simulation, dashed blue Is from the k{L model, dotted orange IS

Tfrom the K{L{F model, and dash-dotted green iIs from the BHR{4 model.|. .

[0.6

Normalized e ective eddy di usivity moments of each RANS model compared

to the true eddy di usivity moments at A = 0:3. Solid black Is from the

nigh- delity simulation, dashed blue Is from the k{L model, dotted orange IS

Trom the K{L{F model, and dash-dotted green iIs from the BHR{4 model.|. .

5.7

Normalized e ective eddy di usivity moments of each RANS model compared

to the true eddy di usivity moments at A = 0:5. Solid black Is from the

nigh- delity simulation, dashed blue Is from the k{L model, dotted orange IS

Trom the K{L{F model, and dash-dotted green iIs from the BHR{4 model.|. .

[.8

Normalized e ective eddy di usivity moments of each RANS model compared

to the true eddy di usivity moments at A = 0:8. Solid black Is from the

nigh- delity simulation, dashed blue Is from the k{L model, dotted orange IS

Trom the K{L{F model, and dash-dotted green iIs from the BHR{4 model.|. .

B1

Self-similarity metrics from the Pyranda (blue) and Ares (orange) codes

simulating the 2-D RT Instability. IS computed using Equation|1.15] 5 IS

computed using Equation|1.18] . . . . . ... ... Lo

B2

Moments normalized according to Equations |1.3941.44| for Pyranda (blue)

and Ares (0range).l. . . . . . . .

C1

Correlation curves over r, at di_erent Atwood numbers at the last timesteps

of the simulations. Curves are averaged over xand z.| . . . . . . . . ... ..

C2

Integral length scales at di erent Atwood numbers over time using Equation

|C.3| (solid blue) and Equation [C.2[for Y§ (dashed orange), u” (dotted green),

and v" (dash-dotted red).| . . . .. ... ... .. ... ...

D.1

Convergence of D*° (normalized by h) MFM measurement using standard and

decomposition methods for RT Instability case.| . . . . ... ... ... ...

D.2

Convergence of D=’ (normalized by h“) MFM measurement using standard

and decomposition methods for RT Instability case.| . . . . . ... ... ...

XVii



[1SCaled MoMmern dl 0l _erel mes over X, Dimensions o 1€ Moimen dl'€

as follows: D% is m“=s, D*° is m°=s, D% is m*, and D" is m*=s. Red pro les |

are from early times, and cyan pro les are from late times, when the ow is |

self-similar. Lighter lines correspond to later times; darker lines correspond to |

[E.2 Self-similar collapse of moments. All ¥ are dimensionless. Red pro les |

are from early times, and cyan pro les are from late times, when the ow is |

self-similar. Lighter lines correspond to later times; darker lines correspond to |

[E.3 Self-similar collapse of (a) turbulent scalar ux and (b) mean mass fraction.

v@'ﬁH is dimensionless. Red pro les are from early times, and cyan pro les

are from late times, when the ow Is self-similar. Lighter lines correspond to |

later times; darker lines correspond to earlier times.| . . . . . . ... ... .. 127

[E.4  Self-similar collapse of eddy di usivity moments at A = 0:05. Red pro les |

are from early times, and cyan pro les are from late times, when the ow is |

self-similar. Lighter lines correspond to later times; darker lines correspond to |

[E.5 Seltf-similar collapse of eddy di usivity moments at A = 0:3. Red pro les |

are from early times, and cyan pro les are from late times, when the ow is |

self-similar. Lighter lines correspond to later times; darker lines correspond to |

[E.6 Self-similar collapse of eddy di usivity moments at A = 0:5. Red pro les |

are from early times, and cyan pro les are from late times, when the ow is |

self-similar. Lighter lines correspond to later times; darker lines correspond to |

[E.7 Selt-similar collapse of eddy di usivity moments at A = 0:8. Red pro les |

are from early times, and cyan pro les are from late times, when the ow is |

self-similar. Lighter lines correspond to later times; darker lines correspond to |

[F.1 MMI coe cients determined using DY, D*°, and D" for di erent Atwood |

NUMDBDEIS. | . . . . . e e 132

[F.2 Numerators of the MMI coe cients for the moment combination D*°, D, |

and D for each A. Solid blue: a*, dashed orange: a*°, dotted green: a’*| . 134

Xviii



F.3

Determinants of the MMI tting matrix for the moment combination D,

D, and D foreach A . . . . . . . . . . ... ...

134

F4

‘Terms composing the determinants of the MMI  tting matrix for the moment

combination D%, D% and D for each A. Solid lines are the terms 4169 6tb

(teal) and & (blue)| . . . . o o

HI

Normalized e ective eddy di usivity moments of each RANS model compared

to the true eddy di usivity moments at A = 0:05 during the transition to

turbulence (h = 0:05 cm). Solid black is from the high- delity simulation,

dashed blue 1s from the k{L model, dotted orange Is from the k{L{F model,

and dash-dotted green Is from the BHR{4 moaqel.| . . . . . ... .. ... ..

Xix



Chapter 1

Introductiony

1.1 Background

Rayleigh-Taylor (RT) instability occurs when a light uid pushes into a heavy uid, causing
perturbations to grow over time. Equivalently, RT instability can be triggered by a gravita-
tional acceleration g that causes the heavy uid to fall into the light uid. The instability
consists of bubbles that rise and spikes that sink, and in late time, the heights of these bubbles
and spikes grow quadratically with time, during which the instability enters a self-similar,
turbulent regime [6].

RT instability has been studied extensively in the literature due to its presence in various
scienti ¢ and engineering domains, such as supernovae [7] and inertial con nement fusion (ICF)
[8]. In ICF, a plastic ablator is accelerated into deuterium gas to achieve high compression
and, consequently, ignition. If perturbations exist at material interfaces in the capsule, RT
instability will cause these perturbations to grow, which may result in mixing that ultimately
reduces energy output [8, 9].

In designing experiments for ICF, it is crucial to accurately predict the turbulent mixing in
simulations. High- delity approaches such as direct numerical simulations and large eddy
simulations have been used to accurately predict turbulent mixing in RT instability [7, 10, (11].
However, the ne grids required to resolve turbulent scales make these methods prohibitively
expensive for the iterative design process, in which thousands of simulations must be run. A
more computationally feasible approach is simulation of the Reynolds-Averaged Navier{Stokes

1This section draws from the introductions in [3] and [5].



CHAPTER 1. INTRODUCTION 2

(RANS) equations, which requires resolution of only the ensemble-averaged elds. RANS has
been previously employed in optimizing designs for ICF experiments [12{15]. Since only the
mean quantities are evolved in RANS simulations, models are required to approximate the
mean impact of the underlying uctuations. It is then crucial in the RANS approach to use
accurate models for the unclosed terms.

The present work focuses on scalar transport, which characterizes the mixing of materials in
RT instability. RANS modeling of scalar transport involves closing the turbulent species ux
in the mean scalar transport equation. A common closure for this term is a gradient-di usion
approximation, which assumes the ux depends only on local gradients of the mean scalar
eld. A gradient di usion closure is used in popular models for RT mixing such as the k{
model [16] (modi ed by Gauthier and Bonnet [17] for RT) and the k{L model [2]. However,
the gradient-di usion closure has been shown to be insu cient for modeling scalar transport
in RT mixing [18, 19]. Alternative models include those that use transport equations for
the ux itself [20] and those based on two-point correlations [21{23], the latter of which are
intended to capture non-locality. While these models address non-local e ects in RT mixing,
they do so without quantitatively examining the non-locality of the closure operator.

Several authors have studied ways to directly measure the non-local eddy di usivity in other
canonical ows. One such approach involves application of the Green’s function. The Green’s
function approach starts from analytical derivations of relations between turbulent uxes
and mean gradients, which was done by Kraichnan [24]. Hamba [25] then introduced a
reformulation of these relations appropriate for numerical computation of non-local eddy
di usivities, which has been applied to study channel ow [26] and homogeneous isotropic
turbulence (HIT) [27].

A di erent approach to determining non-local eddy di usivities is the Macroscopic Forcing
Method (MFM) by Mani and Park [1]. In contrast to the Green’s function approach, MFM
is derived by considering arbitrary forcing added directly to the transport equations with
its formulation rooted in linear algebra. Additionally, MFM o ers extensions to the Green’s
function approach by utilization of forcing functions that are not of the form of a Dirac
delta. Harmonic forcing has been utilized to derive analytical ts to non-local operators in
Fourier space [28]. Additionally, forcing polynomial mean elds using inverse MFM o ers
a computationally economical path for determination of spatio-temporal moments of the
eddy di usivity operator in conjunction with the Kramers{Moyal expansion as opposed to
computation of the moments from a full MFM analysis through post-processing [1].
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Previous works using MFM have revealed turbulence operators for a variety of ows. Shirian
and Mani [28] and Shirian [29] measured non-local operators in space and time in HIT.
Though the spatial non-local operator was measured in HIT, it was applied to a turbulent
round jet and was shown to match experiments more closely than the purely local Prandtl
mixing-length model. MFM has also been applied to turbulent wall-bounded ows, including
channel ow [30] and separated boundary layers [31, [32], to measure the anisotropic but
local eddy di usivity. In those ows, incorporation of the MFM-measured anisotropic eddy
di usivity improved RANS model predictions signi cantly, and remaining model errors were
attributed to missing non-local e ects.

It is with a motivation towards RANS model improvement that this dissertation seeks to
understand non-locality of closure operators for scalar transport in RT mixing using MFM. We
speci cally choose the problem of scalar transport in order to probe the e ect of nonlocality in
a simple setting where MFM, which requires linear equations, is applicable. That is, to form
a basis for understanding nonlocality in RT mixing, we ask the question, how does nonlocality
a ect modeling of a scalar uncoupled from momentum? We purposefully do not examine
other relevant physics, such as two-way coupling with momentum, radiation, reactions, and
multidimensionality, as these would introduce additional complexities that would obscure the
analysis, though they should be examined in future work. With this perspective, we perform
the MFM analysis in the dilute scalar limit, ensuring linearity of the forced equations J this is
the core assumption in the analyses presented in Chapters [3/and 4 and the model assessment
in Chapter 5. Though we perform analysis in this limit, once we identify appropriate nonlocal
closure operators, we incorporate them into a fully-coupled, nonlinear, variable density model
in Chapter [5] which is a form that is usable for ICF-relevant simulation and design.

The application of MFM to the RT problem provides the following insights:
= Assessment of the importance of non-locality of the eddy di usivity in RT mixing.

e Quanti cation of the dependence of non-locality on Atwood number in variable density
RT.

* Improvement of existing RANS models based on MFM analysis.
* Direct assessment of RANS model forms.

Altogether, these contributions that are presented in this thesis will aid in the development
of improved RANS models used for studying ICF.
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1.2 Governing Equations

We consider an RT con guration in which a heavy uid sits on top of a light uid, and gravity
points in the negative y-direction. The uids are miscible, and conservation of mass gives
that the mass fraction of the heavy uid, Yy, and the light uid, Y., sum to unity. The ow
is governed by the compressible Navier{Stokes equations:

@Ye_ @ _ AL
= 6 Uj Vi Dk@x,— : (1.1)
%: &( uilj +pij i)+ Oi; (1.2)
j
E
j

Here, is density, u; is velocity, Y\ is the mass fraction of species k, Dy is the di usivity of
species K, p is pressure, j; is the Kronecker delta, j; is the viscous stress, g; is gravitational
acceleration (in this work, g = (0; g¢;0)"),E= e+ %ukuk is the total energy, and g; is
the energy ux. The viscous stress is

@u; . @u; 2 Qug

= —+ -3+ = == .
1T ax, 3 " ¢
where is the molecular viscosity and is the bulk viscosity. The energy ux is
_er,
0i = ox; (1.5)

where T is temperature. Pressure and temperature are determined using the ideal gas law:

p= ( De T=( 1) (1.6)

e .
R,
where is the ratio of speci ¢ heats E—S and R is the speci ¢ constant. The speci ¢ heats are
dependent on Y,:

In general, the energy equation (Equation would include an enthalpy di usion term to
account for energy uxes due to the species’ di usion, as described by Cook [33]. However,
since T across the heavy-light uid interface at the A studied in this work is expected to be
small, we choose to neglect this term. Additionally, our analysis is in the late-time self-similar
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regime, where the enthalpy di usion term is expected to be small.

For MFM analysis, we also consider transport of a dilute scalar Y., which is governed by the
following transport equation:
@ Ye @ QY.

= . quc Dcﬁ . (18)

For this dilute scalar, coupling from momentum is one way, and Y. does not a ect . Thus,
the transport equation for Y. is linear.

1.3 Statistical De nitions

For the general variable density RT instability, we de ne the Reynolds () and Favre (&)
averages of quantity q:

Qi (1.9
: (1.10)

where N is the number of ensembles. In the case where the ow is homogeneous (in space
and/or time), the homogeneous directions may be included in these ensembles. For 3-D RT
mixing, the homogeneous directions are x and z, so ensemble averaging is performed over X,
z, and realizations. Fluctuations from the Reynolds and Favre means are denoted as ¢’ and
q", respectively, so

q=gq+q¢ =ge+q: (1.11)

1.4 Self-Similarity

The di erence in density between the two uids can be expressed nondimensionally as the
Atwood number:

A=H L. 1.12
H+ L ( )

where 4 is the density of the heavy uid, and | is the density of the light uid.
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As the instability develops, bubbles rise into the heavy uid, and spikes sink into the light uid.
Over time, secondary Kelvin-Helmholtz instabilities are triggered, and the ow transitions
into turbulence. In this turbulent state, RT instability becomes self-similar, and the growth
of the bubbles and spikes are quadratic in time [6]:

hy  bAgt’; hg SAQE?; (1.13)

where h, and hg are the bubble and spike heights, respectively, and , and ¢ are the bubble
and spike growth parameters, respectively. Based on the bubble height, a self-similar variable
in space is de ned:

h (1.14)

for a computational domain de ned on % <y< % with the initial interface located at y = 0.
The mixing layer half-width is de ned as h = %(htJ hs), and in the self-similar limit, the
growth of h can be characterized with a single

h  Agt®: (1.15)

At low A, hy hs. Increasing A increases the asymmetry of the mixing layer [34, 35] as the
spikes sink faster than the bubbles rise. Thus, for nite A, h > h,,.

In a simulation, h can be measured as

z

h 4 Yo “Yu)dy; (1.16)

An alternative de nition used in works such as Cabot and Cook [7] and Morgan et al. [18] is
z

hom 4 YR 1 YR dy: (1.17)

This de nition is particularly useful, since it allows h to be determined solely based on the
RANS eld. That is, there is no closure problem in determining h with this de nition.

Using the analytical derivation of the mixing width from Ristorcelli and Clark [36], Cabot
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and Cook [7] de nes the bubble growth parameter as

2
_
> = TAghy (1.18)

where hy is the rate of change of h, in time. This de nition is used to observe the growth
parameter over time and assess convergence to self-similarity. In the self-similar regime,
should converge to a constant value over time.

The bubble height can be computed from mass fraction pro les by taking it as the distance
from the centerline of the domain to where the mean mass fraction of the light uid is 0:999.
The RT instability can be considered self-similar when this h,.q9 becomes quadratic in time.

For small A, hyomy  hy, so this is the h we use for self-similar analysis in the low-Atwood
studies in and Chapter [3| For nite A, the growth of the total width of the mixing
layer varies signi cantly across Atwood numbers [37]. Thus, for the nite-Atwood studies in
Chapters [4 and [5, we use hygg for self-similar analysis.

Another metric for self-similarity is the mixedness parameter, de ned as

h

hhom

(1.19)

For self-similar RT mixing, is expected to converge to a steady-state value of about 0.8 [7].

It is additionally useful to assess the development of the RT ow by examining relevant
Reynolds numbers. The Taylor microscale Reynolds number is de ned as

k1=2
where k = 1ul?, and
r-10 L

L is a turbulent length scale, which can be approximated as % of the total mixing width,
h, + hs [18]. The large scale Reynolds number [7] is de ned as

Re, = hgghgg; (1.22)
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where hgg is the total mixing width de ned as the distance between the locations of mass
fractions 0:001 and 0:999.

Dimotakis [38] describes a \mixing transition,” after which the amount of mixed uid
depends more weakly on Reynolds number. This mixing transition was identi ed to be
when Rer > 100 and Re; > 10; 000; we refer to these conditions here as critical Reynolds
numbers for mixing. Zhou [39] also identi es a minimum Reynolds number for turbulence,
Re_ > 1:6  10°; we refer to this as the critical Reynolds number for turbulence. While both
of these transitions occur before the transition to the self-similar regime, they are still useful
metrics for understanding the stage of development of an RT ow.

1.5 The Scalar Transport Closure Problem

Application of Reynolds averaging to Equations results in the turbulent closure
problem, in which models must be provided to solve for unclosed terms in the mean equations.
The focus of this work is to determine the closure for scalar transport in RT mixing.

Substituting the Favre decomposition (Equation [1.10) for velocity and mass fraction into
Equation and taking its Reynolds average (Equation [1.9) results in the mean scalar
transport equation for compressible ow:

oY e _ Gy @YH

== = W+ VY Dy—1r 1.23
ot oy Ho Ty (29
The last term on the right hand side is negligible when Pe is large. The turbulent species

ux F3' = vOY ¥ is unclosed and needs to be modeled. In the dilute scalar limit, the scalar
transport equation is linear, so the turbulent scalar ux can be exactly expressed as
z
Fol(yy=" D(yYitt) % dy'dt’; (1.24)

yO;tO

where D is the eddy di usivity kernel. This equation is an extension of the formulation for
incompressible ow described in Kraichnan [24], Hamba [40], and Mani and Park [1] . Itis a
non-local formulation, in that it expresses F based on mean scalar gradients not only at the
points in space and time (y and t) at which F is measured, but also all other points in space
and time (y’ and tY). Numerical tests have shown that this formulation satis es causality
without imposing it [41].
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An exact model for F requires full characterization of the eddy di usivity kernel. This has
been done for simpler ows in the works of Hamba [25], Hamba [40], and Park and Mani
[32]. However, computation of the kernel is generally computationally expensive, since it
requires simulations on the order of the number of points in macroscopic space. On top of
this, chaotic ows, like RT mixing, require many realizations for statistical convergence.

The eddy di usivity kernel can instead be approximated by its moments. This can be done
by employing a Taylor series expansion of the mean scalar gradient about y and t, which
results in the Kramers{Moyal-like expansion:

H . — —00 . @m —10 . @ZE —01 . @Zm
ooy 03V e, e
+ [)Zo(y,t)—@y3 + D“(y,t)W+ D°2(y,t)@t2y + (1.25)

where D™ are the eddy di usivity moments. The rst index m indicates moment order in
space and the second index n is moment order in time. The moments are de ned as

4y by

D™(y;t) = gy D(y; Yy t; t")dy'dt": (1.26)

These moments are more computationally feasible to compute than the full kernel. To
compute the moments, which will be described shortly, one equation per moment needs to
be added to the suite of equations being solved in a simulation. Though the number of
operations increases as more moments are computed, only one simulation needs to be run to
compute all moments. Statistically converged moments require multiple realizations, which
can be generated through di erent initial perturbations between the heavy and light uids.

While the eddy di usivity moments are locally de ned (they are functions of y and t only),
higher-order moments contain information about the non-locality of the full kernel. The
leading-order moment D is purely local, and truncation to the leading-order term is the
gradient-di usion or Boussinesq approximation. One goal of this work is to determine the
importance of the higher-order terms and, therefore, the non-locality of the mean scalar
transport operator for the RT mixing cases studied here. In this way, measuring the eddy
di usivity moments is more computationally e cient than computing the full kernel, and
examining the moments is still an insightful way to assess the non-locality of the closure
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operator.

1.6 The Macroscopic Forcing Method

MFM is a numerical method for determining closure operators developed by Mani and Park
[1]. In the present work, it is used to determine eddy di usivity moments in RT mixing. The
method involves two sets of equations, called the donor and the receiver equations, which are
solved simultaneously in a simulation. The donor equations represent the full set of governing
equations (in this case, Equations and provide quantities necessary for solution of
the receiver equations, which involve additional forcing terms s™"(y; t) corresponding to each
moment D™M"(y; t). For example, to determine closures for scalar transport, we apply forcings
to the dilute scalar transport equation, Equation [1.8 resulting in the following receiver
equations:

BY™_ 8 ym

ot @x;

@chn

0x;

+ s (1.27)

where Y™ is the dilute scalar eld response to the forcing s™ used to obtain D™". The
solution of these receiver equations require velocity and density elds, which are obtained from
the donor equations. A key component of this method is that the forcings are macroscopic,
in that they have the property s™(y; t) = s™"(y; t), so the forcings do not interfere with the
underlying turbulent ow. Additionally, MFM allows for enforcement of polynomial gradients
of mean quantities, which facilitates determination of each desired eddy di usivity moment.

As an illustration, the measurement of D% can be considered. According to equation

1.25, choosing ¥.(y;t) =y (for y between 1=2 and 1=2) results in @@T,é =1, and all other

higher-order derivatives are zero. Thus, choosing this ¥ results in the realization- and

spatially-averaged measurement — v0Y\% = D%, In MFM, this ¥ is set implicitly by
controlling s®(y; t).

Measurement of higher-order moments involves similar choices of ¥ (each set implicitly by
controlling the corresponding s™"(y; t)) but requires information from lower order moments.
For example, measuring D*° involves choosing & = % which results in FJ1 = yD% + D10,
Here, D% comes from the simulation using ¥. =y. Thus, D° is computed by subtracting
yD® from the F}J' measurement from the simulation using ¥ = % Table shows the
mass fraction gradients needed to get each eddy di usivity moment. The pragmatic process
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Moment %
D% 1
D%t t
DlO y
D02 %tZ
Dll yt
D20 %yz

Table 1.1: Mean mass fraction gradients forced for each eddy di usivity moment D™".

Numerical .
DNS Equations Donor Simulation Postprocessing
e.g., Compressible Navier{Stokes Receiver
@ Ye_ @ @Yk o _ 0 00 00 — F®
oo T Pax Forimme o=l e e DY=E
0 u 0
@tI - @T(j( Uit P W)+ O Receiver
LS E+ + i) + ok — DE" 10y 4 10 D = E®  poo
ot @T(j(( P)U; Ui +0i) + Gili =X 5 =L(& )+s — == y

= YH + Y|_
Receiver

F20

ok — ¢ L) XY o) p®) 0 |~ D®= D®¥ DUy

@x 2 Dt

Figure 1.1: Diagram illustrating standard MFM for measurement of some spatial eddy
di usivity moments for the scalar transport problem. L is the right-hand side operator of
the dilute scalar transport equation (Equation [1.8).

for the macroscopic forcing is described in Appendix [Al

This enforcement of polynomial gradients of the mean mass fraction is the crux of MFM’s
ability to determine moments of the eddy di usivity for turbulent ows. There are several
di erent forms of MFM [4, 42|, each with its own nuances, but all methods rely on these
polynomial forcings for measurement of eddy di usivity moments.

In its standard form, illustrated in Figure [I.1, MFM directly forces the scalar transport
equation (Equation to obtain the scalar closure. These forced equations form the set of
receiver equations. One receiver equation is needed to determine each desired D™". When
post-processing the solutions to each of these equations, the moments can be calculated using
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measurements of the turbulent scalar ux as follows:

D®=_—: (1.28)
10 — Flo 00.
D yD: (1.29)
01
D% =— tD%; (1.30)
F20 1

D20 — yDlO éyZDOO; (131)

(1.32)

where F™" is the post-processed v°°YCmnOO resulting from a macroscopic forcing achieving

% = L7 to determine D™

The moments computed using MFM as described above have been con rmed by other authors
to accurately represent the moments of the true kernel in canonical ows. For momentum
transport in turbulent channel ow, Park and Mani [32] used MFM to directly measure the full
eddy viscosity kernel as well as its leading-order moment, showing that the MFM-measured
moment matched the integrated kernel. Furthermore, Liu et al. [43] found that in a wall-
bounded inhomogeneous ow, the full kernel can be approximated well by MFM-computed
eddy di usivity moments ] the systematic method is described in the following section.

1.7 Matched Moment Inverse

Methods for model development based on MFM analysis are discussed in this work. Truncation
of Equation [1.25] represents an approximate model for the turbulent species ux. In fact,
truncation to the rst term is the gradient-di usion approximation. However, a property
of the Kramers{Moyal expansion is that it does not converge with nite terms, so adding
higher-order terms to the leading-order term can lead to divergence [44].

Instead, the Matched Moment Inverse (MMI) [43], a systematic method for constructing a
model using eddy di usivity moments, is employed. With MMI, the goal is to match the
shape of the eddy di usivity kernel using its moments. This is achieved by determining
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coe cients a™(y;t) for the inverse operator:

2
1+a1°@+a°l@+a2°—@ +: Fl=a

dy ot By? (1.33)

OO—@.

oy
The inverse operator on the left hand side can be expanded based on which moments are
used; a™" corresponds to using D™". The model coe cients are determined numerically
using MFM simulation data. For example, if D%, D%, D!° and D? are used, the following
system is solved for a%, a®, a'®, and a® for each y and t:

1+ alo@ + am@ azo@_2 00 — 500—. (1.34)
@y @t @y? ’ '

1 + alog + aOl@ aZO@_2 FlO — a'00— - . (1 35)
@y ot @y? Y2 '

2

1+ am@@—y a™ @@t azo@@—y2 FO' =a%"; (1.36)

@ @ @2 1 12
10 ¢ 01 © 20 % 20 — j00-* L
l1+a By +a ot + 8y2 F a 5 y Rk (1.37)

Since D™ are taken directly from MFM measurements, they contain some statistical error,
which would be ampli ed by the MMI tting process and obfuscate analysis. To avoid this, a
moving average Iter is applied to the moments, and those Itered moments are used for the
inverse operator coe cient tting process, done by solving Equations [1.34}1.37] Equation
is then solved using ~— and ﬂ: obtained from the simulations.

The above is demonstrated for spatio-temporal variables for simplicity, but the analysis
presented later in this work is done in self-similar space. The self-similar normalizations used
for this analysis are detailed in the next section.



CHAPTER 1. INTRODUCTION 14

1.8 Nondimensionalizations

Through self-similar analysis, the following normalizations are determined for the turbulent
species ux Fi! and eddy di usivity moments D™":

S (1.38)
2 Ag(t to)’ .
— DOO .
~C A ) (1.39)
— DOl .
~( ARt )" (1.40)
— DlO .
“C A ) (141
— D02 .
= A ) (142)
— Dll .
~( At ) (143)
D20
= (1.44)

( At L)

where is intended to represent the mixing layer growth parameter , (or , in the low
A limit) as de ned in Equation [1.18] Speci cally, is a tted growth parameter that is
simulation-dependent. t, is a tted virtual time origin based on the measured bubble height.
As we perform our analyses in the self-similar regime, these parameters are t for h over late
time. We make these ts for each case, and the ts will be shown in the coming sections.

For problems with nite Atwood number, a self-similar scaling for the peak mean velocity
Vo(t) is also used:

_ Vo
B = e TCRE (1.45)

Due to the nonzero @ at nite A, there is asymmetry in the RT mixing layer, and its midplane
shifts in the negative y direction. This shift is incorporated into the self-similar variable:

_y Vot t) _y W,
_h—bO_h—b — (1.46)

All in the following analyses are de ned this way.
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The analyses_ in this work are also presented in nondimensional time . is de ned as %
where ty = 2—% and hq is the dominant lengthscale determined by the peak of the initial

perturbation spectrum.

In self-similar space, the inverse operator de ned in Equation [1.33] becomes

1+z§31>@@+&m 1 2@@ +é?D@@—22+::: %ﬂl=éﬁ°—@@£; (1.47)

where the self-similar coe cients are

1

= Zppe ot (49

& = n 1t0a°1; (1.49)
— 1 10.

& = —Ag (1.50)

& = L a%; (1.51)

ZAZgZ (t t0)4

where &mh are now functions of only

1.9 Present Work

This dissertation is organized as follows.

In Chapter 2, we describe methods for accelerating MFM. The rst method attempts to
lower the computational expense of MFM by reducing the number of simulations needed to
characterize the eddy di usivity kernel. We do this by superposing multiple MFM simulations
into one through temporally-modulated MFM forcings. Through orthogonality of these
modes, individual MFM simulations results can be extracted.

The second method is the decomposition MFM, which we employ in this work to improve
the statistical convergence of the eddy di usivity moments from numerical simulations. We
identify a source of error in solving separate donor equations for MFM, which is demonstrated
to lead to slow statistical convergence. We then propose the decomposition method, which
uses the solution to a single donor equation for all receiver equations to avoid extra error, and
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simulates uctuations from the mean rather than the full elds. The latter modi cation to
MFM comes with no extra cost to the method but gives the added bene t of semi-analytical
enforcement of the macroscopic forcings.

In Chapter 3, we use MFM to assess the importance of non-locality in 2-D RT mixing
at a low Atwood number of 0:05. In this simpli ed setting, MFM proves to be a useful
tool for examining the scalar transport closure operator for RT. This study provides the

rst measurements of the moments of the spatio-temporally non-local eddy di usivity for
RT instability. These moments allow for a thorough analysis of non-locality of the eddy
di usivity: 1) from the moments, we derive and examine non-local length and time scales; 2)
we inspect the Kramers{Moyal terms, demonstrating that the leading-order term is inadquate
for modeling RT mixing and information from higher-order moments are needed; and, 3)
by tting coe cients in an inverse operator to the MFM data, we determine which eddy
di usivity moments are the most important. This 2-D study, though it makes simplifying
assumptions, lays the groundwork for future applications of MFM to the RT problem that
are presented in the next chapters.

In Chapter 4, we apply MFM to variable density 3-D RT mixing. Not only does this study
look at more realistic turbulence in three dimensions, but it also investigates the dependence
of non-locality on Atwood number. Through MFM, we measure the eddy di usivity moments
for RT instability at A = 0:05, A = 0:3, A =0:5, and A = 0:8. Based on our ndings, we
propose algebraically-de ned A-dependent coe cients for an inverse operator to model RT
mixing.

In Chapter 5, we demonstrate MFM as a tool for model development and assessment. First,
we use MFM analyses from Chapters 3 and 4 to inform modi cations to the k{L model
[2], producing the k{L{F model. Second, we apply MFM directly to RANS simulations
to assess model forms. In this analysis, we assess the k{L, k{L{F, and BHR{4 models
by comparing their e ective model eddy di usivities to the true eddy di usivities obtained
through application of MFM to high- delity simulations.

Finally, we conclude our work in Chapter 6. We discuss achievements and limitations of the
present work and potential paths for future work.



Chapter 2

Acceleration of the Macroscopic
Forcing Method

Numerical measurement of eddy di usivity moments using MFM requires high- delity simu-
lations of turbulent ows. On top of this, for chaotic ows, ensemble averaging is needed for
statistical convergence. For inhomogeneous ows, ensemble averaging must be done over mul-
tiple realizations. This makes MFM computationally expensive for unsteady, inhomogeneous
problems like RT instability, which motivates the search for techniques to reduce the number
of simulations needed to quantify eddy di usivity moments using MFM.

In this chapter, we illustrate and examine two methods. The rst method is the superposition
of MFM simulations using orthogonality and linearity. We demonstrate this method for
momentum transport in the model problem of turbulent channel ow. The second method is
the decomposition method, which aims to avoid error caused by separate donor simulations
while incorporating the decomposition-based formulation of the receiver equations described
by Liu et al. [43] at no extra cost.

2.1 Acceleration via Orthogonality and Linearity

We demonstrate the acceleration of MFM by superposing simulations in the context of
momentum transport for a statistically stationary ow. For momentum transport, the

17
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spatially non-local generalized eddy viscosity [1, |40] is de ned as

Z
dd6)= D vy @Y d 2.1
ujui(x) = jilk(XY) o y (2.1)
y
where X is the location of measurement of the Reynolds stress, and y represents all possible
locations in the domain. For a statistically stationary ow, the ensemble average is a time
average. The eddy viscosity kernel D,an is anisotropic and non-local: the kernel describes
the dependence of di erent components of the Reynolds stress at one location to di erent

components of the velocity gradient at all locations in the domain.

MFM can be used to determine the eddy viscosity kernel Dji, but the process is complicated
by the nonlinearity of the momentum equation. To resolve this, we instead apply MFM to
the Generalized Momentum Transport (GMT) equations:

@vi +@UjVi _ @_q+ 1 0%

ot @Xj B @Xi Re@Xj@Xj +Sii (22)
@Vj
-4 = 2.
e =0 23)

The GMT equations are a linear version of momentum transport: u; is provided by the
solution to the donor equation, v; is the solution to the receiver equation, and s; is a
macroscopic forcing. Thus, in the framework illustrated in for the momentum transport
problem, the Navier{Stokes equations are the donor equations, and the GMT equations are
the receiver equations. It has been shown analytically and numerically that, if the same
boundary conditions and body forces are used in the GMT equation as the Navier{Stokes
equation, the GMT solution converges to the RANS solution [1].

Djii is computationally expensive to determine, as it requires DNS equal to nine times the
degree of freedom in the Reynolds-averaged space [32]. Instead, we can approximate the
generalized eddy viscosity for the GMT equation using the leading-order moment DJ;,:

z

0 \% V
uvi) = Dji(X;y) % dy D})ilk(x)% (2.4)
z Y !
Djpilk(x) = Djik(x;y)dy (2.5)

This leading-order moment is the anisotropic eddy viscosity tensor and consists of 81 coe -
cients. To obtain these coe cients, we perform MFM as described in §1.6], except with the
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GMT equation instead of the scalar transport equation. Speci cally, we choose s; for the
GMT equation to achieve a certain @V,=@x, that allows us to retrieve D}, by measuring
W For example, in one DNS of the GMT equation, we can choose s; such that V; = X,
and all other components of V are zero. This leads to an average velocity gradient @Vy,=0x,
equal to one for | =2 and k = 1 and zero otherwise. In post-processing, we obtain D}’m by
measuring the Reynolds stress:

Z
_ v
Ujvi(x) = D,-m@—xidy = Dji1 (%) (2.6)
From this one DNS, measuring each of the Reynolds stresses gives nine coe cients of the eddy
viscosity tensor. To obtain the nine coe cients of Djiz;, MFM would enforce @V,=@x3; = 1,
and so on for all I and k. Thus, nine high- delity DNS are needed to determine all 81 D};,,

(one DNS for each average velocity gradient @V, =0x,).

Our goal is to reduce the cost of MFM by combining these nine DNS into just one DNS.
In Section [2.1.1, we outline a superposed MFM method, which introduces MFM modes
(temporal modulations to the MFM forcings) in order to superpose DNS. We establish the
validity of the method under statistically quasi-steady conditions and show how, through
orthogonality, the DY, coe cients can be accurately extracted from the superposed DNS. In
Section [2.1.3, we demonstrate this superposed MFM with the model problem of turbulent
channel ow, in which we determine the nine D}’i,k coe cients in one DNS and compare the
results to the coe cients determined using standard MFM (i.e. MFM using nine separate
DNS). After assessing the accuracy of the D}’i,k determined using superposed MFM, we
propose a Weighted superposed MFM in Section 2.1.3] to remedy some of the error. Finally, in
Section [2.1.4], we discuss challenges in applying superposed MFM for higher order moments
and the full eddy viscosity kernel.

2.1.1 Numerical Methods

In standard MFM, we solve the GMT equation in several separate DNS for di erent s{'(x)
with responses V;"(x). The superscript n indicates the number of the forcing or response
rather than a directional component.

Here, we propose a superposed MFM to reduce the total number of MFM simulations needed
to characterize multiple DJ‘?iIk coe cients. Figure shows a schematic of the superposed
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Standard MFM: Superposed MFM:

s'(x) - — V1(x) P P
$?2(X) | GMT [ V2(x) ‘ aS"()cos Et - GMT (~ ,V"(x)cos

i 4 0 .y = 04 4 1 0% .
ot TagUiVi= ot +5;

Figure 2.1: Schematic showing how superposed MFM combines many DNS. On the left is
the standard MFM pipeline, where many separate DNS must be done using di erent forcings
when solving the GMT equation. On the right is superposed MFM, where all of these DNS
can be combined by superposing the forcings using temporal modulation.

MFM concept. For this method, we choose s;(X; t) = s;j'(X) cos Z—nt and |, such that

<< n sims (2-7)

response

where response 1S the timescale of the ow (i.e., the timescale for the ow to be fully developed)
and g is the simulation time. At this ,, we make the statistically quasi-steady assumption,
so the response becomes V;(x;t) = V;"(x) cos Z—nt :

2

Choosing ,, = =sim generates temporally orthogonal response modes, which we can assign to

n
di erent spatial forcings. We call these modes MFM modes. The orthogonality of these modes
is key, as it allows us to superpose multiple forcings then decompose them in post-processing.

Thus, we now solve the GMT equation in only one DNS using the forcing

=< 2
si(x;t) = sj(x)cos —t ; (2.8)

n n

where n is chosen to be within a range of integers for each s;.

When combining the nine DNS computing all D}’i,k, we target a linear mean velocity eld that
superposes the means associated with individual DNS with proper time-dependent weighting,

~t
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as follows:
Vi(X;t) = X; + X, C0S t + XzcCo0s t (2.9)
sim sim
V,(X; t) = X, Ccos t +X,cos t +X3cos t (2.10)
sim sim sim
V3(X;t) = X3 C0S t + X,cos t + X3c0s t (2.11)
sim sim sim

Note that we can use cos %t as an MFM mode, which is why the rst term in Vy(X;t) is

X1.

In post-processing, measuring the time-dependent Reynolds stress (i.e., averaging u}v? only
in homogenous spatial directions) results in

t

04,0 — o 0 0
ujVi(t) = Djjy; + Djjpic0s —t  + Djjg cos —
sim sim

5
+DJi1pC0s —t +DJpc0s —t +Dfgcos —t
sim sim sim
0 6 0 7 0 8
+ Djiigcos —t +Djjpzcos —t  + Djjgzcos —t (2.12)
sim sim sim

Since the MFM modes have integer periods, they all time-average to zero, so we can retrieve
DJQill simply by time-averaging the time-dependent Reynolds stress described in Equation
2.12 In other words, simply measuring the Reynolds stress gives DJ;;; .

We can retrieve any other D}’i,k by multiplying the Reynolds stress by the corresponding
MFM mode and time-averaging over sn,. By orthogonality, all terms on the right hand side
of Equation including an MFM mode not corresponding to that Dj’i,k become zero. For
example,

Dy = UVl 2cos t (2.13)

sim

2.1.2 Simulation Detalils

We demonstrate superposed MFM with turbulent channel ow, combining nine DNS calcu-
lating all D};,, into just one DNS. We de ne Re =u = ;in our simulation,u =1, =1,
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X2

Lxxl
X3

Figure 2.2: Diagram of the computational domain for the channel ow simulation.

and = 1=180, so Re = 180.

Our DNS code is a three-dimensional incompressible Navier{Stokes solver developed by
Bose et al. and modi ed by Seo et al. A fractional step method with semi-implicit time
advancement is used. The temporal di erence scheme is Adams-Bashforth for all terms
except for the wall-normal di usion term, for which we use second-order Crank-Nicholson.
A second-order nite spatial discretization is used on a staggered mesh. The boundary
conditions are no slip at the walls and periodic in X; and X3. More details about the code
can be found in Park and Mani [32].

The GMT solver is set up the same way, except MFM is implemented so that the forcing s;
changes with every timestep to achieve the desired response V;. In addition, using u; from the
Navier{Stokes DNS as the transporting velocity, the GMT code solves for the transported
velocity uctuation V! rather than the full velocity v;. This is to ensure periodic boundary
conditions and the continuity of v! when enforcing di erent V;. As a result, the Dirichlet
boundary conditions at both the top and bottom walls remain zero, regardless of the chosen
forcings.

The simulation domain is 2 2 and contains 144 144 144 cells. The grid is uniform
in the streamwise and spanwise directions, and grid-stretching is used in the wall-normal
direction. A diagram of the computational domain is shown in Figure [2.2]

The channel ow (esponse 17 =u , Which was determined in a previous work by running
a DNS of the Navier{Stokes equation and a DNS of the GMT equation and nding the
timescale at which the two results converge [1]. The fastest MFM mode hasa , =125 =u .
This is more than seven times response, SO the statistically quasi-steady assumption is valid.
The §m = 500 =u , which is on the same order of the simulation time used in standard
MEM.

The simulation process is as follows. First, the Navier{Stokes equations are simulated
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Figure 2.3: Plots of DJ;;; and D};,;. The solid red line is measured using superposed MFM,
while the dashed black line is measured using standard MFM. The omitted i and J indices
correspond to statistically zero elds.

for 100 =u for the ow to become fully developed. Next, the Navier{Stokes simulation
is continued, with the GMT equation simulation running alongside it. We refer to the
Navier{Stokes simulation as the \donor" simulation, and the GMT equation is the \receiver"
simulation. The receiver simulation uses the velocity eld from the donor simulation as the
transporting eld. Both simulations run for another 100 =u to surpass initial transients
before statistics are collected for 500 =u .

2.1.3 Results

Figure shows plots of D;;; and D};,, retrieved from the decomposed responses. These
are the leading order moment associated with the average velocity gradients @V,;=@x; and
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@V1=@x,, respectively.

The D}’m measured using superposed MFM agree with those measured using standard MFM
in separate simulations. There appears to be some small errors in the superposed MFM
results. This is partly due to convergence error: the error would be mitigated by extending
the simulation time.

The error also results from noise from each MFM mode "leaking™ into other modes. That
is, forcing associated with one mode induces stochastic responses in other modes, which
manifest as errors in the leading order moment computations. This results from numerical
errors incurred when using orthogonality and averaging. For example, in Equation 2.13] the
other cosine terms would not exactly go to zero due to stochasticity of the solution elds,
and the computed DY),, would include those errors.

This MFM modal noise is more noticeable for DY),;, which includes lower-magnitude eddy
viscosity tensor coe cients. The error is most signi cant in D?,,; and DJ,,,, which are
0O(0:01).

This MFM modal noise indicates that there is a limit to how many DNS can actually be
combined in superposed MFM. This was already limited by the statistically quasi-steady
assumption, in that there are a limited number of , that can be assigned to forcings, since
they must be much greater than response and under gm. Now, through the results of this
experiment, we see that combining many DNS also causes MFM modal noise to stack, overall
resulting in large errors in the computed moments. This must be taken into account when
computing higher-order moments, where many more DNS must be combined.

Weighted Superposed MFM

We can attenuate the error from MFM modal noise by weighting the MFM modes. The idea
is to assign smaller weights to \noisier" modes and larger weights to \cleaner™ modes to
reduce the MFM modal noise in the post-processed Dfy, measurements. The challenge lies
in choosing the weights. Ideally, we would choose the weights based on the the noise each
mode is leaking onto the other modes. To rigorously determine the noise contributed by a
certain MFM mode, we would need to perform a DNS where only that MFM mode is active,
then determine the noise it imparts on all other modes through post-processing. We would
need to do this for all MFM modes, which would defeat the purpose of superposed MFM, as
this would require the same order of DNS as standard MFM.
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Figure 2.4: Plots of D}’m. The solid green line is measured using weighted superposed MFM,
the dotted red line is measured using superposed MFM, and the dashed black line is measured
using standard MFM.

Instead, we can deduce the noise contribution from each MFM mode based on the magnitude
of the corresponding D}’i,k in a \short" superposed MFM DNS. This \short” MFM DNS runs
for a small fraction of g, SO it gives us su cient information about the MFM modal noise
while maintaining total computational cost of superposed MFM around the same as the cost
of MFM for calculating one component of the eddy viscosity tensor.

Here, we choose the weights to be the inverse of the root mean square (RMS) of D}, for each
I and k combination. The RMS is calculated over the x, direction and the j and i components
of D}’i,k, so one number represents one DNS associated with average velocity gradient @@%
We choose a im = 100 =u for the \short" superposed MFM DNS. After obtaining the
RMS, we perform a full superposed MFM DNS ( sin = 500 =u ), weighting each of the MFM
modes by the inverse of the corresponding RMS. We use the same superposed MFM process
as previously described. In post-processing, each of the computed D}’“k is divided by the
corresponding weight to recover the correct magnitude.

The plots of the weighted superposed MFM results in Figure show marked improvement
from the unweighted superposed MFM. The asymmetries that were present in the D}’i,k
determined by unweighted superposed MFM are diminished in weighted superposed MFM,
and they more closely match the standard MFM results.

For a quantitative description of the improvement, Table shows the percent errors of the
weighted and unweighted superposed MFM results. Here, we de ne the percent error for
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| | k | Weighted Accel. MFM | Unweighted Accel. MFM
1)1 5.61 2.81
2|1 5.09 9.34
311 7.25 17.92
1]2 9.39 7.95
2|2 5.77 14.78
3|2 4.89 23.49
1|3 10.94 16.39
2|3 5.03 26.80
33 6.37 9.81

Table 2.1: Percent errors of weighted and unweighted superposed MFM against standard
MFM for each DNS corresponding to average velocity gradient %%‘;

each | and k combination to be

q
Dji Djidy
=R 100% (2.14)
Dj i;reij i;refdy

where Dji.res IS the D})i,k measurement using standard MFM, and D;; is the error between

the superposed MFM measurement and standard MFM measurement.

There are signi cant improvements for most coe cients: DJ;y;, Dia1, Dz, Dfisy, @and DP;ss
show the biggest improvement. Some errors went up very slightly (DJQill and Djpilz), but
those errors were already low.

2.1.4 Conclusion

This work explores a method for reducing the cost of MFM by superposing simulations
for calculating leading order moments. The full eddy viscosity kernel measurement is a
more challenging application of this method, as this requires many more DNS than what is
demonstrated in this work. For example, the full eddy viscosity kernel for turbulent channel

ow is desired using the same mesh as in this work, 145 DNS must be combined. Since only
few DNS can be combined before modal noise becomes too large, we do not recommend using
this method for determining the full kernel.

One important takeaway from this work is that there is a trade-o between accuracy and
speed when using superposed MFM. One can attempt to combine many MFM DNS, but this
ampli es MFM modal noise; on the other hand, one can keep errors low by combining only
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a few MFM, but this makes the computational cost high. Through the turbulent channel
ow model problem, we have shown that superposed MFM works well in determining the
nine leading order moment coe cients, so the method may work best when combining O(10)
DNS. While the full kernel cannot be accurately determined in one superposed MFM DNS,
we may be able to use the method to compute the rst few moments of the kernel (i.e., D°,
D!, D?), which have been shown to be su cient in modeling some nonlocal closures [43].

2.2 The Decomposition Method]

A natural implementation of MFM for some codes is to use separate sets of donor and
receiver equations for each moment to be computed. This approach is more computationally
expensive, since the donor equations are solved multiple times, but is easier to implement,
since just one set of receiver equations is one-way coupled to each donor equation. Another
approach would be to run an MFM simulation using a single donor for multiple receivers.
While mathematically equivalent to using a single donor, using separate donor simulations
can result in larger statistical error. Separate donor simulations, even when set up with
identical initial conditions, may produce di erent instantaneous results due to di erences
in the order of arithmetic operations (e.g., from parallelization), augmented by the chaotic
nature of turbulence simulations. The resulting di erences can propagate as error in the
computation of higher-order eddy di usivity moments from lower-order moments through
Equations (I.28)-(1.31)), ultimately leading to slow statistical convergence. When statistical
errors between donors match (i.e., a single donor is used for multiple receivers), the ampli ed
error is removed, and statistical convergence is accelerated.

To illustrate, Figure [2.5 shows the statistical errors associated with the separate and single
donor methods applied to the 2-D RT problem. When using Equation (1.30), computation of
D% involves multiplication of D% (and therefore its associated statistical error) by t, so we
expect error to grow substantially at large . We indeed observe this in the statistical error
plots. Overall, across all higher-order moments, using separate donor simulations for MFM
gives higher error than the single donor method. A qualitative error analysis presented in the
Appendix of Lavacot and Liu et al. [4] further illustrates this.

At no additional computational cost, this single donor method can be combined with
semi-analytical treatment of the macroscopic forcings in the receiver equations through

1This section draws from some material in Lavacot and Liu et al. [4].
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Figure 2.5: Root mean square errors (RMSE) of separate donor (solid lines) and single donor
(dotted lines) MFM as percent of maximum magnitude of each eddy di usivity moment at
each time. (a) shows the leading order and rst temporal moments, and (b) shows the leading
order and higher-order spatial moments. Errors are computed at 20 realizations with respect
to 200 realizations for each method.
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Figure 2.6: Diagram illustrating decomposition MFM for measurement of some spatial eddy
di usivity moments for the scalar transport problem.
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decomposition of the uctuating eld, which gives the additional bene t of boundary condition
consistency for periodic problems. This method altogether is referred to as the decomposition
MFM.

The decomposition MFM was described by Liu et al. [43] and used by Park and Mani [32]
for turbulent channel ow to allow for nonperiodic mean quantities in the channel domain,
which is periodic in the streamwise and spanwise directions. The derivation of the method for
scalar transport can be found in Liu et al. [43] as well as Lavacot and Liu et al. [4], where its
application to momentum transport is also presented. Here, derivation of the decomposition
MFM receiver equations speci cally for the RT problem is presented.

In decomposition MFM, the macroscopic forcings are applied to the uctuations of the mass
fraction, instead of the full eld, allowing for the semi-analytical enforcement of the mean
mass fraction gradients. This is achieved by rst writing the uctuations of the dilute scalar
mass fraction as a Kramers{Moyal expansion, similarly to Equation [1.25]

0¥ 0% 2% 0% 0% 0%
0F 4 ~10F T o1 ¢ 4 o0 Tt ot C 4 02 ¢
ey @y? 0t @y @y3 0ty? ot?y

Yrl=c + (2.15)
This expansion is similar to that used in moment-gradient methods for dispersion modeling,
such as in the work of Nadim et al. [45]. In that work, the microscale probability density
is expressed as an expansion of gradients of the macroscale probability density, analogous
to our expansion of the microscopic ¢’ in terms of gradients of the macroscopic ¢. The
moment-gradient expansion described by Nadim et al. [45] is used to derive dispersion models;
in contrast, MFM does not directly output models but instead utilizes the expansion for
numerical measurement of moments.

Substituting Equation [2.15 and the forced mean mass fractions derived from Table [1.1] into
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Equation gives the following equations for each c™"(y; t):

Dc®_ @ @ o @

Dt 0x; @x; ey 0 219
D c® @ @ 1 00 @ w0, O 00 , 10
— + + —C" + — +57 .
= ix, DC@xj c ve D. Dc@y c By D.c” + s'’; (2.17)
D c® @ @
Dt 0x; DC@x- c™ % y+s™ (2.18)
j i
D c? @ @ @ @
— D c?®+ D.c®+ D—c'®+ — D.c'+s%; 2.19
Dt @Xj C@Xj c c@y @y c ( )
D ct @ 0 1 10 01 0 o @ 01 1, 1 11
= + rws + —— + 5 2 T ;
Dt @x; Dc@Xj © © ve Dc@yc oy Dec 2’ 8 v
(2.20)
02
DcP_ 0 5 0w Loy qo (2.21)

Dt @Xj @Xj

where each forcing s™"(y; t) enforces the x-z mean of c™"(y;t) to be zero. To obtain the
eddy di usivity moments, the turbulent species ux based on the Y from each equation is
computed in postprocessing:

viicmn = —p™mn: (2.22)

In the 2-D study presented later in Chapter [3| separate donor simulations are used to
determine the eddy di usivity moments. As a result, hundreds of realizations were needed to
achieve statistical convergence of the eddy di usivity moments. In the rest of this section, we
present a study demonstrating how using a single donor in MFM accelerates the statistical
convergence of eddy di usivity moments in 2-D RT instability. Speci cally, we apply the
decomposition MFM, which naturally requires a single donor solution for all receiver equations,
to this problem.

2.2.1 Simulation Details

We use the hydrodynamics solver Ares [46, |47] to simulate 2-D RT instability at A = 0:05.
Details about the solver are in Appendix [B.1, and the simulation setup is described later
in §3.1 In this low Atwood limit, we use only Reynolds averaging (7) and assume small
variations in density, h = h,, and e = 0.
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