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Abstract—We consider distributed source coding in the presence
of hidden variables that parameterize the statistical dependence
among sources. We derive the Slepian–Wolf bound and devise
coding algorithms for a block-candidate model of this problem.
The encoder sends, in addition to syndrome bits, a portion of
the source to the decoder uncoded as doping bits. The decoder
uses the sum–product algorithm to simultaneously recover the
source symbols and the hidden statistical dependence variables.
We also develop novel techniques based on density evolution (DE)
to analyze the coding algorithms. We experimentally confirm
that our DE analysis closely approximates practical performance.
This result allows us to efficiently optimize parameters of the
algorithms. In particular, we show that the system performs close
to the Slepian–Wolf bound when an appropriate doping rate is
selected. We then apply our coding and analysis techniques to a
reduced-reference video quality monitoring system and show a bit
rate saving of about 75% compared with fixed-length coding.

Index Terms—Source coding, sum product algorithm, video
signal processing.

I. INTRODUCTION

D ISTRIBUTED source coding, the separate encoding
and joint decoding of statistically dependent sources,

has found numerous applications to video, such as low-com-
plexity video encoding [1], [2], multiview coding [3], [4],
and reduced-reference video quality monitoring [5]. In most
implementations, including those cited above, the decoding
algorithm models statistical dependence as a direct correla-
tion between pairs of samples. However, the statistics of real
video signals are often better modeled through hidden random
variables that parameterize the sample-to-sample relationships.
An example of such hidden variables might be the motion
vectors connecting a pair of consecutive video frames. This
paper develops and analyzes adaptive distributed source coding
(ADSC), a distributed source coding technique for adapting to
hidden variables that parameterize the statistical dependence
among sources.

A. Background on Distributed Source Coding

Fig. 1(a) depicts the lossless distributed source coding of two
statistically dependent sources and , each of which are fi-
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Fig. 1. Block diagrams of lossless distributed source coding with two signals:
(a) separate encoding and joint decoding and (b) source coding with side infor-
mation at the decoder.

nite-alphabet random sequences of independent and identically
distributed samples. The Slepian–Wolf theorem [6] states that

and can be losslessly recovered (up to an arbitrarily small
probability of error) if and only if coding rates and sat-
isfy the following entropy bounds:

(1)
Setting results in a special case shown in Fig. 1(b).
Since we can achieve this rate by conventional entropy coding
techniques, we consider available at the decoder as side
information. The Slepian–Wolf conditions now reduce to

, the conditional entropy of given . In the
remainder of this paper, we consider only this case, which is
called source coding with side information at the decoder.

Although the proof of the Slepian–Wolf theorem is noncon-
structive, the method of proof by random binning suggests using
channel codes such as turbo codes [7]–[9] or low-density parity-
check (LDPC) codes [10]. When LDPC codes are used, the en-
coder generates the syndrome of . This encoding is a binning
operation since an entire coset of maps to the same syndrome.
The decoder recovers from its syndrome by iterative LDPC
decoding using as side information. This practical decoding
approximates the proof’s selection of a coset member that is
jointly typical with .

In practice, the degree of statistical dependence between
source and side information is varying in time and unknown in
advance. Therefore, it is better to model the bound on coding
rate as the conditional entropy rate of source and side
information sequences and , respectively, rather than the
conditional entropy of their samples. Practical codes
might need to adapt their coding rates in response to varying
statistics. We construct the first rate-adaptive LDPC codes in
[11] and [12].

Realistic models of the statistical dependence between
source and side information often involve hidden variables.
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In [13]–[15], the statistical dependence is through a hidden
Markov model; hence, the Baum–Welch algorithm [16] is used
to learn the model. Likewise, we use expectation maximization
[17] to decode images while adapting to hidden disparity
[18]–[20] and motion [21].

B. Outline and Contributions

This paper treats ADSC comprehensively, making the fol-
lowing original contributions. Section II defines a model that
relates the source signal to different candidates of side infor-
mation through hidden random variables, and it derives and
evaluates the Slepian–Wolf bound in exact and approximate
forms. In Section III, we describe the encoder and the decoder,
the latter completely in terms of the sum–product algorithm on
a factor graph [22], and analyze the asymptotic complexity of
the decoder. The factor graph formulation permits the analysis
of coding performance via density evolution (DE) [23] in
Section IV. The experimental results in Section V confirm
that the DE analysis closely approximates practical coding
performance. Section VI demonstrates an application of ADSC
to video quality monitoring and channel tracking.

II. MODEL FOR SOURCE AND SIDE INFORMATION

A. Block-Candidate Model

Define the source to be an equiprobable random binary
vector of length and the side information to be a random
binary matrix of dimension , i.e.,

...
and ...

...
. . .

...
(2)

Assume that is a multiple of block size . Then, we further
define blocks of and , namely, vectors of length and
matrices of dimension . Finally, define a candidate

to be a vector of length that is the th column of block
.

The statistics of the block-candidate model are illustrated in
Fig. 2. The dependence between and is through the vector

of hidden random variables, each of
which is uniformly distributed over . Given

, block has a binary symmetric relationship of crossover
probability with the candidate . That is,

modulo 2, where is a random binary vector with inde-
pendent elements equal to 1 with probability . All other candi-
dates in this block are equiprobable random vectors
independent of .

The block-candidate model introduced here is inspired by
practical distributed source coding problems. For example, in
low-complexity video encoding [21], the source is the video
frame being encoded. The blocks form a regular tiling of
this frame with each tile comprising pixels. The candidates

of a block of represent the regions of the previously
decoded frame that are searched among to find the one that
matches . Thus, the number of candidates is the size of
the notion search range in the previously decoded frame for
each tile in the frame being encoded. In Section VI, we relate

Fig. 2. Block-candidate model of statistical dependence. The source � is an
equiprobable binary vector of length � bits, and the side information � is a
binary matrix of dimension � � �. The binary values are shown as light/dark.
For each block of � bits of � (among ��� such nonoverlapping blocks), the
corresponding � � � block of � contains exactly one candidate dependent on
� (shown color coded). The dependence is binary symmetric with crossover
probability �. All other candidates are independent of�.

the block-candidate model to another problem in video quality
monitoring and channel tracking.

B. Slepian–Wolf Bound

The Slepian–Wolf bound for the block-candidate model is the
conditional entropy rate , which can be expressed as

(3)

The first term
bit/bit since each block

modulo 2. Given and , the only randomness is supplied
by , the random binary vectors with independent elements
equal to 1 with probability .

The second term
bit/bit since no information about the hidden vari-

ables is revealed by the side information alone. Per block
of bits, each variable is uniformly distributed over values.

The third term can be exactly computed by
enumerating all joint realizations of blocks
along with their probabilities and entropy terms

, i.e.,

(4)

(5)

(6)

The final equality sets to 0 because the probability and entropy
terms are unchanged by flipping any bit in and the colocated
bits in the candidates of . Since the term only
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Fig. 3. Slepian–Wolf bounds for the block-candidate model shown as conditional entropy rates ������ for the number of candidates � equal to (a) 2, (b) 4, and
(c) 8. The exact form is shown for tractable values of block size �, and the approximation (under the typicality assumption) is shown for � � ��. Note that the
exact and approximate forms agree for the combination � � ��, � � �.

depends on the number of bits in each candidate equal to 1,
calculation is tractable for small values of and .

One way to approximate is to evaluate the sum
in (6) for only the realizations that are strongly typ-
ical, i.e., the statistically dependent candidate contains bits of
value 1 and all other candidates contain bits of value 1
each. The typicality approximation gets better for larger values
of , for which the asymptotic equipartition property [24] deems

. Thus,

strongly typical (7)

(8)

where

(9)

(10)

Here, and
are likelihood weights of the statistically dependent and inde-
pendent candidates, respectively, being identified as the statisti-
cally dependent candidate. This way, the expression in (8) com-
putes the entropy of the index of the statistically dependent can-
didate.

Fig. 3 plots the Slepian–Wolf bounds for the block-candidate
model as conditional entropy rates in exact form for
tractable combinations of and and approximated under the
typicality assumption for . The two computations agree
for the combination , . We see that the block-candi-
date model offers greater potential compression when .
Note that is close to zero in this useful regime. For
this reason alone, it is not surprising that the exact and approx-
imate evaluations closely match in Fig. 3. We also explain that
the Slepian–Wolf bound is decreasing in block size and in-
creasing in both number of candidates and by the dom-

inance of the first two terms in the expression for in
(3).

III. ADAPTIVE DISTRIBUTED SOURCE CODER

A. Encoder

The encoder codes into two segments. The doping bits
are a sampling of the bits of sent directly at a fixed rate

bit/bit. The syndrome bits of a rate-adaptive LDPC code
are sent at a variable rate bit/bit [12].

The purpose of doping, as also observed in [15], is to ini-
tialize the decoder with reliable information about . The
doping pattern is deterministic and regular so that each block

contributes either or doping bits.
The rate-adaptive LDPC code is constructed as described in
[12] with code length set to the length of . Variable rate

, where is the encoded data increment
size and is the number of increments sent. For convenience,

is chosen in advance to be a multiple of as well.

B. Decoder

The decoder recovers the source from the doping bits
and the syndrome bits so far received from the encoder in
conjunction with the block-candidate side information .
We denote the received vectors of doping and syndrome
bits as and ,
respectively.

The decoder synthesizes all this information by applying the
sum–product algorithm on a factor graph structured like the one
shown in Fig. 4 [22]. Each source node, which represents a
source bit, is connected to doping, syndrome, and side infor-
mation nodes that bear some information about that source bit.
The edges carry messages that represent probabilities about the
values of their attached source bits. The sum–product algorithm
iterates by message passing among the nodes so that ultimately
all the information is shared across the entire factor graph. The
algorithm successfully converges when the source bit estimates,
when thresholded, are consistent with the vector of syndrome
bits.
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Fig. 4. Factor graph for adaptive distributed source decoder with parameters:
code length � � ��, block size � � �, number of candidates � � �, � �
����, and� � ���. The associated rate-adaptive LDPC code is regular
with edge-perspective source and syndrome degree distributions � ��	 � �
and � ��	 � � , respectively, where code counter 	 � ���
	� .

The nodes in the graph accept input messages from and
produce output messages for their neighbors. These mes-
sages are probabilities that the connected source bits are
0, and they are denoted by vectors and

, respectively, where is the degree of
the node. By the sum–product rule, each output message
is a function of all input messages except , which is the
input message on the same edge. Each source node additionally
produces an estimate that its bit is 0 based on all the input
messages. We now detail the computation rules of the nodes
shown in Fig. 5.

Source Node Unattached to Doping Node: Fig. 5(a) shows
a source node unattached to a doping node. There are two out-
comes for the source bit random variable, i.e., it is 0 with like-
lihood weight or 1 with likelihood weight

. Consequently

(11)

Ignoring the input message , the weights are and
; thus

(12)

Source Node Attached to Doping Node: Fig. 5(b) shows a
source node attached to a doping node of binary value . Recall

that the doping bit specifies the value of the source bit; therefore,
the source bit estimate and the output messages are independent
of the input messages, i.e.,

(13)

Syndrome Node: Fig. 5(c) shows a syndrome node of binary
value . Since the connected source bits have a modulo 2 sum
equal to , the output message is the probability that the
modulo 2 sum of all the other connected source bits is equal to

. We argue by mathematical induction on that

(14)

Side Information Node: Fig. 5(d) shows a side information
node of value consisting of bits, labeled in Fig. 5(d).
As for the other types of node, the computation of the output
message depends on all input messages except . How-
ever, since the source bits and the bits of the dependent candi-
date are related through a crossover probability , we define the
noisy input probability of a source bit being 0 by

(15)

In computing , the likelihood weight of the candidate
being the statistically dependent candidate is equal to

the product of the likelihood values of that candidate’s
bits excluding

(16)
where is the indicator function. We finally marginalize
as the normalized sum of weights for which is 0, passed
through crossover probability

(17)

(18)

C. Decoding Complexity

We now analyze the asymptotic complexity of the decoder
as a function of block size and number of candidates . We
need only consider the complexity of the side information
nodes because the rest of the factor graph is equivalent to an
LDPC decoder of complexity [25] (assuming fixed degree
distributions).

In each side information node, the complexity limiting com-
putation is (16). This step computes likelihood weights, each
of which is the product of terms; hence, the per-node com-
plexity appears to be . However, rewriting (16) as

(19)
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Fig. 5. Factor graph node combinations. Input and output messages and source bit estimate (if applicable) of (a) source node unattached to doping node, (b) source
node attached to doping node, (c) syndrome node, and (d) side information node.

we see that the numerator need only be calculated once for each
value of . Therefore, the per-node complexity is . Since
there are such nodes, the overall decoding complexity is

.

IV. DE ANALYSIS

We use DE to determine whether the sum–product algorithm
converges on the proposed factor graph [23]. Our approach first
transforms the factor graph into a simpler one that is equivalent
with respect to convergence. Next, we define degree distribu-
tions for this graph. Finally, we describe DE for the adaptive
decoder.

A. Factor Graph Transformation

The convergence of the sum–product algorithm is invariant
under manipulations to the source, side information, syndrome
and doping bits, and the factor graph itself as long as the mes-
sages passed along the edges are preserved up to relabeling.

The first simplification is to reorder the candidates within
each side information block so that the statistically dependent
candidate is in the first position . This shuffling has no ef-
fect on the messages.

We then replace each side information candidate with
the modulo 2 sum of itself and its corresponding source block

, and we set all the source, syndrome, and doping bits to 0.
The values of the messages would be unchanged if we would re-
label each message to stand for the probability that the attached
source bit (which is now 0) is equal to the original value of that
source bit.

Finally, observe that any source node attached to a doping
node always outputs deterministic messages equal to 1 since
the doping bit is set to 0 in (13). We therefore remove all
instances of this node combination along with all their attached
edges from the factor graph. In total, a fraction of the
source nodes are removed. Although some edges are removed
at some syndrome nodes, no change is required to the syndrome
node decoding rule because ignoring input messages
does not change the term in (14). In contrast,
side information nodes with edges removed must substitute the
missing input messages with 1 in (15) (16) (17) (18).

Applying these three manipulations to the factor graph in
Fig. 4 produces the simpler factor graph, equivalent with respect
to convergence, as shown in Fig. 6, in which the values 0 and 1
are denoted light and dark, respectively. The syndrome nodes all

Fig. 6. Transformed factor graph equivalent to that in Fig. 4 in terms of con-
vergence. After doping, the edge-perspective source and syndrome degree dis-
tributions of the associated rate-adaptive LDPC code are � ��� � � and
� ��� � ������� ������� ��		�	��� , respectively. The edge-perspec-
tive side information degree distribution is � ��� � �
�	��� � ���	��� .

have value 0, which is consistent with the source bits, all being
0 as well. Only the side information candidates in the first posi-
tion are statistically dependent with respect to the source
bits. In particular, the bits of are independently equal to 0
with probability , whereas the bits of are inde-
pendently equiprobable. Note also the absence of combinations
of source nodes linked to doping nodes.

B. Degree Distributions

DE runs, not on a factor graph itself, but using degree dis-
tributions of that factor graph. Degree distributions exist in two
equivalent forms, namely, edge perspective and node perspec-
tive, and we represent both by polynomials in . In an edge-per-
spective degree distribution polynomial, the coefficient of
is the fraction of edges connected to a certain type of node of
degree out of all edges connected to nodes of that type. In a
node-perspective degree distribution polynomial, the coefficient
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of is the fraction of a certain type of node of degree out of
all nodes of that type.

In total, we consider 12 degree distributions, six for each of
two different graphs. The source, syndrome, and side informa-
tion degree distributions of the factor graph before transforma-
tion (like the one in Fig. 4) are respectively labeled , ,
and in edge perspective and , , and in
node perspective, where the code counter .
Their expected counterparts in the factor graph after transfor-
mation (like the one in Fig. 6) are denoted as , , and

in edge perspective and , , and in
node perspective.

For source degree distributions , , , and
, we count the source–syndrome edges, but neither the

source–side information nor source–doping edges. This way,
, , , and are the degree distributions of

the rate-adaptive LDPC codes, and therefore, we take them as
given in the following derivations.

Source Degree Distributions: During the factor graph trans-
formation, a fraction of the source nodes are selected
for removal regardless of their degrees. Therefore, the expected
source degree distributions are preserved

(20)

(21)

where the final step is by the edge-to-node-perspective conver-
sion formula in [25].

Syndrome Degree Distributions: The factor graph trans-
formation, by removing a fraction of the source
nodes regardless of their degrees, removes the same frac-
tion of source–syndrome edges in expectation. From the
perspective of a syndrome node of original degree , each
edge is independently retained with probability .
Consequently, the chance that it has degree after factor
graph transformation is a binomial probability, denoted
as binopmf .
Therefore, if the node-perspective syndrome degree distribution
before transformation is expressed as ,
then, after transformation, the expected node-perspective syn-
drome degree distribution is given by

binopmf

(22)
where the normalization factors account for the
fact that degree syndrome nodes are not included in
the degree distribution. Edge-perspective is obtained by
differentiating and normalizing according to the node-to-
edge-perspective conversion formula in [25].

Side Information Degree Distributions: In the factor graph
before transformation, all side information nodes have degree ;
hence, the edge- and node-perspective side information degree
distributions are

(23)

(24)

Fig. 7. DE for adaptive distributed source decoder. The three stochastic nodes
are representatives of the side information, source, and syndrome nodes, respec-
tively, of a transformed factor graph, like the one in Fig. 6. The quantities inside
the nodes are the probabilities that the values at those positions are 0. Beside
the nodes, written are the expected edge-perspective degree distributions of the
transformed factor graph. The arrow labels � , � , � , and
� are the densities of messages passed in the transformed factor graph,
and � is the density of source bit estimates.

Since the doping pattern is deterministic and regular at rate
, each side information node retains either or

edges in the transformed graph, where .
With fractional part , the node- and edge-
perspective side information degree distributions after transfor-
mation are

(25)

(26)

where is obtained from by differentiation and
normalization.

C. DE

We now use densities to represent the distributions of mes-
sages passed among classes of nodes. The source-to-side-infor-
mation, source-to-syndrome, syndrome-to-source, and side-in-
formation-to-source densities are denoted as , ,

, and , respectively. Another density cap-
tures the distribution of source bit estimates.

Fig. 7 depicts a schematic of the DE process. The message
densities are passed among three stochastic nodes that repre-
sent the side information, source, and syndrome nodes. Inside
the nodes are written the probabilities that the values at those
positions are 0. Observe that the source and syndrome stochastic
nodes are deterministically 0 and only the elements of the can-
didate in the first position of the side information stochastic
node are biased toward 0, in accordance with the transforma-
tion in Section IV-A. Fig. 7 also shows the degree distributions
of the transformed factor graph beside the stochastic nodes.
Since every source node connects to exactly one side informa-
tion node, the source degree distribution with respect to the side
information nodes is 1.

During DE, each message density is stochastically updated
as a function of the values and degree distributions associated
with the stochastic node from which it originates and the other
message densities that arrive at that stochastic node. After a
fixed number of iterations of evolution, is evaluated.
The sum–product algorithm is deemed to converge for the factor
graph in question if and only if the density of source bit esti-
mates , after thresholding, converges to the source bit
value 0.
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The rest of this section provides the stochastic update rules for
the densities in a Monte Carlo simulation of DE. For the simu-
lation, each of the densities , , , ,
and is defined to be a set of samples , each of which is
a probability that its associated source bit is 0. At initialization,
all samples of all densities are set to 1/2.

Source Bit Estimate Density: To compute each sample
of , let a set consist of one sample drawn randomly
from and samples drawn randomly from .
Random degree is drawn equal to with probability equal to
the coefficient of in node-perspective since there is
one actual source bit estimate per node. Then, according to (11)

(27)

Source-to-Side-Information Message Density: To compute
each updated sample of , let a set consist of
samples drawn randomly from . Random degree is
drawn equal to with probability equal to the coefficient of
in node-perspective since there is one actual output mes-
sage per node. Using (12), the updated formula is the same as
(27).

Source-to-Syndrome Message Density: To compute each up-
dated sample of , let a set consist of one sample
drawn randomly from and samples drawn randomly
from . Random degree is drawn equal to with proba-
bility equal to the coefficient of in edge-perspective
since there is one actual output message per edge. Using (12),
the updated formula is the same as (27).

Syndrome-to-Source Message Density: To compute each up-
dated sample of , let a set consist of sam-
ples drawn randomly from . Random degree is drawn
equal to with probability equal to the coefficient of in
edge-perspective since there is one actual output message
per edge. The syndrome value is deterministically 0. Then, ac-
cording to (14)

(28)

Side-Information-to-Source Message Density: To compute
each updated sample of , let a set consist
of samples drawn randomly from and samples
equal to 1. Random degree is drawn equal to with probability
equal to the coefficient of in edge-perspective since
there is one actual output message per edge. The samples set to
1 substitute for the messages on edges removed during factor
graph transformation due to doping.

For each , create also a realization of a block of
side information from the joint distribution induced by the side
information stochastic node. That is, each element is inde-
pendently biased toward 0, with probability if or
probability 1/2 if .

Generate sets and before finally up-
dating sample , following (15) to (18)

(29)

(30)

(31)

(32)

V. EXPERIMENTAL RESULTS

We examine the role of doping in ADSC and analyze the com-
plexity of the decoding algorithm. We find that good choices for
doping rate are required to achieve compression close to
the Slepian–Wolf bound and that the DE analysis successfully
guides those choices. Then, we empirically show that the de-
coding complexity is consistent with the asymptotic value of

obtained in Section III.
In these experiments, the adaptive distributed source codec

uses rate-adaptive LDPC codes of length bits,
encoded data increment size bits, and regular source
degree distribution . Hence, is in

. For convenience, we allow to
take values in . Our DE analysis
is implemented as a Monte Carlo simulation using up to
samples.

A. Compression Performance With and Without Doping

In Fig. 8, we fix block size and number of candi-
dates and vary the entropy of the noise between
and the statistically dependent candidates of . We first plot the
coding rates achieved by the adaptive distributed source codec
(averaged over 100 trials) and modeled by DE, when doping
rate . The performance is far from the Slepian–Wolf
bound since the adaptive decoder is not initialized
with sufficient reliable information about . Nevertheless, DE
models the poor empirical performance reasonably accurately.

Increasing the doping rate initializes the decoder
better, but increasing it too much penalizes the overall adaptive
distributed source codec rate. We therefore search through all
values in and let DE deter-
mine which minimizes the coding rate for each .
Fig. 8 also shows the coding performance with these optimal
doping rates. The adaptive distributed source codec operates
close to the Slepian–Wolf bound, and it is modeled by DE even
better than when .

Notice that the optimal doping rates appear to slowly decrease
as increases from 0 to 0.6 and sharply increase as
increases from 0.6 to 0.8. (At , coding is at full rate
of 1 bit/bit; hence, no doping is necessary.) We explain these
trends by considering the value of additional doping bits. At low



VARODAYAN et al.: ADAPTIVE DISTRIBUTED SOURCE CODING 2637

Fig. 8. Performance of ADSC with doping rate � � � and optimally set
by DE.

Fig. 9. Execution times for 100 iterations of the decoder’s sum–product algo-
rithm. Empirical points are circles in blue, and fitted trend lines are in red.

, such bits are useful in identifying the matching candidate
for each block. At high , they are useful because not even
the matching candidates provide very reliable information about
the source bits. These results contrast with the observation in
[15] that doping rate increases with conditional entropy due to
the absence of multiple candidates of side information in that
paper.

B. Decoding Complexity

Fig. 9 plots average execution times for 100 iterations of
the decoder’s sum–product algorithm using MATLAB R2010b
on one core of an Intel Core 2 Duo 2.26-GHz processor. The
times for 100 iterations are plotted because that is the maximum
number of iterations allowed per attempted rate . The
maximum number of rates attempted is 128, but in practice, it
can be much fewer. In particular, we can use the results of DE
to narrow down the possible range.

Fig. 9(a) fixes and shows that complexity is constant in
, and Fig. 9(b) fixes and shows that complexity is linear

in . Both of these results are consistent with the asymptotic
decoding complexity of derived in Section III.

VI. APPLICATION EXAMPLE: VIDEO QUALITY MONITORING

AND CHANNEL TRACKING

We now apply ADSC to a simple example of end-to-end
video quality monitoring and show how DE is used to design

Fig. 10. Video transmission with quality monitoring and channel tracking.

Fig. 11. Trajectory through four channels of video.

the doping rate. Fig. 10 depicts a video transmission system
with an attached system for reduced-reference video quality
monitoring and channel tracking. A server sends channels
of the encoded video to an intermediary. The intermediary
transcodes the video into a single trajectory with channel
changes (like the one shown in Fig. 11) and forwards it to a
display device. We are interested in the attached monitoring
and tracking system. The device encodes projection coefficients

of the video trajectory and sends them back to the server. A
feedback channel from the server to the device is available for
rate control. The server decodes and compares the coefficients
with projection coefficients of the channels of the video
in order to estimate the transcoded video quality and track
its channel change. We first describe the details of the video
projection and peak signal-to-noise ratio (PSNR) estimator in
Fig. 10. We then show that implementing the projection encoder
and decoder with ADSC reduces the quality monitoring bit rate
by about 75% compared with fixed-length coding (FLC).

The video projection for both sets of coefficients and
is specified in ITU-T Recommendation J.240 [26], [27]. The
projection partitions the luminance channel of the video into
tiles, sizes of 16 16 or 8 8 pixels being typical. From each
tile, a single coefficient is obtained by the process shown in
Fig. 12. The tile is multiplied by a maximum length sequence
[28], transformed using the 2-D Walsh–Hadamard transform
(WHT), multiplied by another maximum length sequence, and
inversely transformed using the 2-D inverse WHT (IWHT). Fi-
nally, one coefficient is sampled from the tile.

Recommendation J.240 also suggests a method to estimate
the PSNR of the transcoded video with respect to the encoded
video using the sets of coefficients and . Suppose that
and , each of length , denote the subvectors of coefficients
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Fig. 12. Dimension reduction projection of ITU-T Recommendation J.240.

of the transcoded trajectory and its matching encoded counter-
part, respectively. Both vectors are assumed to be uniformly
quantized with step size into and . The PSNR of the
transcoded video with respect to the original encoded video is
estimated as

MSE (33)

PSNR
MSE

(34)

However, if the PSNR estimator is located at the server (as
shown in Fig. 10), it has access to unquantized coefficients .
In [29], we propose the following maximum likelihood (ML)
estimation formulas, which support nonuniform quantization of

:

MSE (35)

PSNR
MSE

(36)

In evaluating (35), we assume that given is dis-
tributed as a normalized truncated Gaussian with some vari-
ance , centered at and truncated at the quantization bound-
aries surrounding . We iteratively update estimates of and
MSE until convergence using the technique in [30].

FLC is taken for granted by Recommendation J.240 for the
projection encoder. Conventional variable-length coding pro-
duces limited gains because coefficients are approximately
independent and identically distributed Gaussian random vari-
ables due to the dimension reduction projection. In contrast,
ADSC of offers better compression by exploiting the sta-
tistically related coefficients at the projection decoder. This
side information adheres to the block-candidate model with
block size equal to , i.e., the number of J.240 coefficients per
frame, and number of candidates equal to , i.e., the number of
channels.

In the experiment, we use channels of video (Foreman,
Carphone, Mobile, Mother and Daughter, Table, News, Coast-
guard, and Container) at resolution of 176 144 and frame
rate of 30 Hz. The first 256 frames of each sequence are en-
coded at the server using the H.264/AVC [31] baseline profile
in interprediction (IPPP) coding structure with quantization
parameter set to 16. The intermediary transcodes each trajec-
tory with JPEG using scaled versions of the quantization matrix
specified in Annex K of the standard [32], with scaling factors
0.5, 1, and 2, respectively. The number of J.240 coefficients per
frame or 396, depending on the tile size, i.e., 16 16
or 8 8, respectively. Each coefficient is quantized to 1 bit so
that we can model the codec using DE exactly as described in

Fig. 13. DE analysis of ADSC under the settings (a) � � ��, � � � and
(b) � � ���, � � �.

Section IV. The multilevel extensions of both the DE technique
and these video quality monitoring results are presented in [33].

The optimal doping rates for the settings
and are plotted in Fig. 13 for the entire
range . Note that this DE analysis makes use of
neither the test video sequences nor their statistics. We choose
the values for and
for because these are the maximum optimal doping
rates for , which covers about 90% of the empir-
ical conditional entropy rates. The doping pattern is regular with
respect to the side information nodes, i.e., the sequence is 1,

.
This way, the side information degree distributions are consis-
tent with (25). A different choice of doping pattern may change
the results if it changes the degree distributions.

The codecs process eight frames of coefficients at a time
using rate-adaptive LDPC codes with regular source de-
gree distribution , length bits,
and data increment size bits. Consequently,

.
The performance of different combinations of coding and es-

timation techniques is compared in Tables I and II for
and 396, respectively. The PSNR estimates are computed

over a group of picture size of 256 frames. In all trials, the
transcoded trajectory is correctly tracked and the PSNR estima-
tion errors are computed with respect to the matching trajectory
at the server. The quality monitoring bit rate is the transmission
rate from the projection encoder to the decoder in kilobits per
second, assuming that the video has a frame rate of 30 Hz. In
both Tables I and II, PSNR estimation by the method in Recom-
mendation J.240 yields very large mean absolute PSNR estima-
tion errors that render the technique useless. The ML technique
in [29] reduces the estimation error to useful values of 1.1 and
0.7 dB for and 396, respectively. ADSC then reduces
the quality monitoring bit rate by 73% and 76%, respectively,
as compared with FLC.

VII. CONCLUSION

ADSC enables the decoder to adapt to multiple candidates
of side information without knowing in advance which candi-
date is most statistically dependent on the source. We have de-
fined a block-candidate model for side information and com-
pute its Slepian–Wolf bound. The iterative decoding algorithm
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TABLE I
VIDEO QUALITY MONITORING PERFORMANCE FOR � � ��, � � �

TABLE II
VIDEO QUALITY MONITORING PERFORMANCE FOR � � ���, � � �

is described entirely in terms of the sum–product algorithm on
a factor graph. This formulation permits the analysis of coding
performance via DE. The idea is that testing the convergence of
distributions (or densities) of sum–product messages is more ef-
ficient than testing the convergence of the messages themselves
because the former does not require complete knowledge of
the decoder’s factor graph. Our simulation experiments demon-
strate that the analysis technique closely approximates empir-
ical coding performance and consequently enables tuning of pa-
rameters of the coding algorithms. The main finding is that the
encoder usually sends a low rate of the source bits uncoded as
doping bits in order to achieve coding performance close to the
Slepian–Wolf bound. We finally apply our technique to a re-
duced-reference video quality monitoring and channel tracking
system and design the codes using a DE analysis. With ADSC,
the reduced-reference bit rate is reduced by about 75% com-
pared with FLC.
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